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		  Datasheet File OCR Text:


		  1 2.5mm pitch wire-to-wire connector that can mate with the socket of xa connector (board-to-wire type). reliable secondary retainer is available. panel mount is applicable. ?possible to mate with the existing xa socket ?inner type contact lance ?mountable on a variety of panels ?secondary retainer ?secure lock construction specifications  ?current rating: 3a ac, dc max. (awg #20)  ?voltage rating: 250v ac, dc max.  ?temperature range: -25?c to +85?c (including temperature rise in applying electrical current) ?contact resistance: initial value/10m  ? max.  after environmental testing/20m ? max.  ?insulation resistance: 500m  ? min.  ?withstanding voltage: 1,500v ac/minute  ?applicable wire: awg #28 to #20 * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. standards  0 recognized e60389 1 certified lr20812 2 r9851220  xa  connector 2.5mm pitch/disconnectable crimp style wire-to-wire connectors without panel locks with panel locks 	
 	
 	
 	
     ? ? %   $ note: c and d dimensions: refer to receptacle housing. panel layout and assembly layout

 2 xa connector               pin contact  socket contact model no. applicable wire q'ty / reel insulation o.d.(mm) awg # pin contact socket contact sxam-001t-p0.6 sxam-01t-p0.6   mm 2 socket contact pin contact ? ? sxa-001t-p0.6 sxa-01t-p0.6 ? ? ? ? 
 
 
 
 material and finish phosphor bronze, tin-plated (reflow treatment) without panel locks with panel locks material pa 66, ul94v-0, natural (white)               xarr-02vf xarr-03vf xarr-04vf xarr-05vf xarr-06vf ? xarr-08vf xarr-09vf xarr-10vf ? XARR-12Vf ? ? ? xarr-02v xarr-03v xarr-04v xarr-05v xarr-06v xarr-07v xarr-08v xarr-09v xarr-10v xarr-11v XARR-12V xarr-13v xarr-14v xarr-15v                             
 
 
 
                                       circuits model no. without panel locks with panel locks q'ty /  bag abcd dimensions (mm) # " )+45 )+45           circuit no.1 identification   # " circuit no.1 identification             )+45 )+45   rohs compliance note: contact jst for gold-plated products. rohs compliance note: c and d dimensions: panel layout dimensions applicator contact crimping machine crimp applicator dies crimp applicator with dies sxa-001t-p0.6 sxa-01t-p0.6 "1,/ y.,4-    * .,44$ y.,4-     * .,44$ .,49".9" 4$49".9"  .,49".9"  4$49".9" "1-.,49".9" "1-4$49".9"  "1-.,49".9" "1-4$49".9" applicator  contact crimping machine crimp applicator dies crimp applicator with dies sxam-001t-p0.6 sxam-01t-p0.6 "1,/ y.,4-     * .,44$ y.,4-     * .,44$ .,49".9" 4$49".9" .,49".9" 4$49".9" "1-.,49".9" "1-4$49".9"  "1-.,49".9" "1-4$49".9" note: *strip-crimp applicator contact receptacle housing (for pin contact)

 3 xa connector # " 	
   #   "  circuit no.1 identification circuit no. )+45  circuit no.1  identification circuit no.  )+45   standard type retainer mountable type material pa 66, ul94v-0, natural (white)  circuits               xap-02v-1 xap-03v-1 xap-04v-1 xap-05v-1 xap-06v-1 xap-07v-1 xap-08v-1 xap-09v-1 xap-10v-1 xap-11v-1 xap-12v-1 xap-13v-1 xap-14v-1 xap-15v-1 xarp-02v xarp-03v xarp-04v xarp-05v xarp-06v xarp-07v xarp-08v xarp-09v xarp-10v xarp-11v xarp-12v xarp-13v xarp-14v xarp-15v                             
 
 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 model no. standard type dimensions (mm) ab q'ty / bag standard type  retainer mountable type retainer mountable type rohs compliance a 2.5 2.5 7.8 0.95 circuits model no. q'ty / bag a               xms-02v xms-03v xms-04v xms-05v xms-06v xms-07v xms-08v xms-09v xms-10v xms-11v xms-12v xms-13v xms-14v xms-15v               
 
 
 
 
 
 
 
 
 
 
 
 
 
 glass-filled pa 66, ul94v-0, natural (ivory)  material rohs compliance plug housing (for socket contact) retainer 
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