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		  Datasheet File OCR Text:


		   imu 000114 bc components beyschlag gmbh ? p.o. box 12 20 ? d-25732 heide ? phone +49-481-95-0 ? fax +49-481-95-209 e-mail: beyschlag.info@bccomponents.com ? internet: www.beyschlag.com d l mechanical dimensions  imu 0102 1,1 min mm max mm 1,1 1,06 max mm 2,2 min mm 1,2 min mm max mm 0,35  style max mm dd 1 l l 1 k 0,45 l 1 k d 1 value tolerance % quality factor at 100 mhz q dc resistance r dc  /  w srf f 0  / mhz 450 450 400 400360 360 330 330 310280 240 220 200 180160 140 130 110 rated current i dc  / ma  data sheet beyschlag thin film micro-melf inductor imu 0102 l  / nh < 0,2 < 0,2 < 0,25 < 0,25 < 0,3 < 0,3 < 0,35 < 0,35 < 0,4 < 0,5 < 0,7< 0,8 < 1,0 < 1,2 < 1,6 < 2,2 < 2,6 < 3,6 inductance 4000 3700 33003000 2700 2500 2300 2100 1900 1700 10 12 15 18 2227 33 39 47 5668 82 100 > 4000 > 4000 > 4000 > 4000 > 4000 > 4000> 4000 > 4000   5 / 10 1500 100 electrical data 3,3 3,9 4,7 5,66,8 8,2   0,2 nh / 10 %   5 / 10 < 4,0 inductance value nh operating temperature range c v 1 minute continuous v permissible voltage against ambient insulation resistance w all values - 55  to  +125 150 75 >10 10 3  8 3  6 3  6 3  8 3  10  3  10 

  imu 000114 bc components beyschlag gmbh ? p.o. box 12 20 ? d-25732 heide ? phone +49-481-95-0 ? fax +49-481-95-209 e-mail: beyschlag.info@bccomponents.com ? internet: www.beyschlag.com 100mhz 400mhz 1ghz 4ghz 10nh 30nh 100nh 100 nh 10 nh 47 nh inductance l frequency f 100mhz 400mhz 1ghz 4ghz 10  100  1k  10k  100 nh 10 nh 47 nh impedance |z| frequency f inductance vs. frequency impedance vs. frequency codin order code example film type i = inductor, film contact form m = melf beyschlag styledin style i   m  u   0102    10 %   bl 10 n 10 nh inductance value packaging * bl = 3 000 pieces in blistertape on reel b1 = 1 000 pieces in blistertape on reel b0 = 10 000 pieces in blistertape on reel tolerance 10 % * blister tape on reel according to iec 60286-3 type ii
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