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		  Datasheet File OCR Text:


		  yageo corporation smd inductor / beads ssl0401 series smd power inductors for ssl series provide excellent current carrying capabilities in a small footprint.  they have a flat top for reliable pick and place operations and features robust temperature deflection.  in addition to the standard versions shown here, custom inductors are available to meet your exact requirement. ssl - - product identification international no. tolerance inductance packaging style dimensions product symbol 2.49 +0 6.60 +0 4.45 +0 3rd. 2nd. 1st. 4.32 1.02 1.27 shapes and  dimensions electrical characteristics part no. inductance srf dc isat ** irms *** ( p h r  20%) * (mhz) resistance (a) (a) ( : +0 ) ssl0401t-1r0m-s 1.0 180 0.090 2.3 2.7 ssl0401t-1r5m-s 1.5 140 0.090 2.1 2.5 ssl0401t-2r2m-s 2.2 125 0.100 1.8 2.1 ssl0401t-3r3m-s 3.3 100 0.120 1.6 1.9 ssl0401t-4r7m-s 4.7 80 0.130 1.2 1.8 ssl0401t-6r8m-s 6.8 60 0.165 0.96 1.6 ssl0401t-100m-s 10 50 0.190 0.88 1.5 ssl0401t-150m-s 15 40 0.320 0.72 1.1 SSL0401T-220M-S 22 30 0.540 0.56 1.0 ssl0401t-330m-s 33 20 0.740 0.46 0.9 * inductance tested at 0.1 vrms, 100 khz ** inductance drop = 10% typ. at isat. *** ' t = 30 q c rise typ at irms. operating temperature range -40 q c to +85 q c dimensions : mm features ? high energy storage and very low resistance. ? smallest size and high performance ? packaging: t : tape and reel ? tolerance:  m:  r 20% ? note: yageo will start to release ssl series inductors with lead-free terminals which meet sony ss-00259s criteria for lead-free product in q2 of 2004, and  yageo internal no will be changed to n as identification. ex. ssl04lp-1r2m-n applications ? notebook computers, sep-up and step-down converters ? flash, memory programmers. etc...
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