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		  Datasheet File OCR Text:


		  1 measuring 2.0mm in pitch, this compact header is designed for direct board-to- board connection. available in two types: the top entry type and the side entry type. in addition to the bc header, jst also offers the sb header having 2.5mm and 2.54mm pitches. only the standard specifications are listed in this catalog. contact jst for special specifications. specifications  ?temperature range: -25?c to +85?c ( including temperature rise in applying electrical current) ?material and fin ish: post/brass, copper-undercoated, tin-plated (reflow treatment) wafer/pa 66, ul94v-0  ?applicable pc board thickness: 1.6mm * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. standards  0 recognized e60389 header  b a (1.0) 2.0 0.5 8.5 3.0 3.0 2.5 b a (1.0) 5.0 2.5 2.5 0.5 2.0 2.5 2.0 2.0 circuits model no. top entry type dimensions (mm) ab side entry type 2 3 4 5 6 7 8 9 10 b  2p-bc-2 b  3p-bc-2 b  4p-bc-2 b  5p-bc-2 b  6p-bc-2 b  7p-bc-2 b  8p-bc-2 b  9p-bc-2 b10p-bc-2 b  2ps-bc-1 b  3ps-bc-1 b  4ps-bc-1 b  5ps-bc-1 b  6ps-bc-1 b  7ps-bc-1 b  8ps-bc-1 b  9ps-bc-1 b10ps-bc-1 4.0 6.0 8.0 10.0 12.0 14.0 16.0 18.0 20.0 2.0 4.0 6.0 8.0 10.0 12.0 14.0 16.0 18.0 top enry type side entry type pc board layout (viewed from soldering side)   0.7 +0.1 0 2.0 0.05 1.0min. note:  1. tolerances are non-cumulative: 0.05mm for all centers. 2. hole dimensions differ according to the kind of pc board and piercing  method.  the dimensions above should serve as a guideline. contact jst for details. rohs compliance    this product displays (lf)(sn) on a label. bc  header  headers 2.0mm pitch
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