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 backplane - 85105 english   spanish   french   italian   german   portuguese   chinese (simplified)   japanese   korean   datasheet backplane 2.50mm (.098") pitch omnigrid? vertical header, 4 su   85105    [  home >  products   >  backplane   > datasheet ]   help     status   active    application   backplane   module   signal    orientation   vertical    shielded   no    product name   omnigrid?    pitch / center spacing   2.50mm (.098")    circuits / positions   185    rows   5   modularity   4 su    voltage-max [volts]   750v    current-max [amps]   1.0a    contact resistance [ohms]   25 milliohms max.    withstanding voltage   1000v    insulation resistance [ohms]   1,000,000 megohms min.    packaging   tray    designed in   millimeters    insertion force to pcb-max. (per  circuit)   160n (36.0 lb)   contact retention force-min. (per  circuit)   40.00n (8.99 lb)    mating force-max. (per circuit)   1.0n (0.22 lb)    unmating force-min. (per circuit)   0.6n (0.13 lb)    durability [mating cycles] min.   500    pcb mounting   press-fit    pcb thickness   2.00mm (.079")    housing - material   polycarbonate    features and benefits l      up to 185 contacts  l      selective loading available  l      rear plug pin lengths available  l      first mate last break contacts (fmlb)  l      last mate first break contacts (lmfb)  file:///f|/imaging/bitting/cf_process/manual/07182003/mole/85105.htm (1 of 2) [7/30/2003 11:05:10 am]

 backplane - 85105   flammability   ul 94v-0    color   gray   contact   phosphor bronze    plating thickness   1.27m (50")    plating contact   gold (au)    plating tail   tin/lead (sn/pb)    temperature range   -55c to +125c    mx01 catalog page   j-122, j-201    molex series   85105  e-mail this page to a friend [ ? copyright 2002 molex incorporated ]   file:///f|/imaging/bitting/cf_process/manual/07182003/mole/85105.htm (2 of 2) [7/30/2003 11:05:10 am]
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