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		  Datasheet File OCR Text:


		  february 2002 lithium handbook this information is generally descriptive only and is not intended to make or imply any representation, guarantee or warranty w ith respect to any cells and batteries. cell and battery designs/specifications are subject to modification without notice. contact panasonic for the latest information. . o n l e d o m e p y t b a t n o i t a r u g i f n o c . o n m a r g a i d l a n i m o n n o i t a l u s n i h t i w p a r w n o i t a l u s n i t u o h t i w p a r w ) v ( e g a t l o v ) h a m ( y t i c a p a c 1 2 6 l vd 9 f /135 . 1 6 1 2 1 l vu 5 f 1 /235 0 2 2 1 l v f h 1 /337 c v 1 /437 c f 1 /537 u 5 f 1 /637 0 2 0 2 l v c v 1 /730 2 7 u g 1 /830 2 f h 1 /930 2 0 2 3 2 l v c v 1 /0 130 3 f h 1 /1 130 3 2 f 1 /2 130 3 0 3 3 2 l v c v 1 /3 130 5 f h 1 /4 130 5 3 f 1 /5 130 5 2 3 0 3 l v f u g 1 /6 130 0 1 2 f 1 /7 130 0 1 tab configurations vanadium pentoxide lithium rechargeable batteries (vl series): notes: a) to ensure proper electrical contact, it is recommended that rechargeable coin cell batteries be used with tabs for pc board mounting. please consult panasonic before planning a design that will use bare coin cells without tabs (e.g. using a holder). b) please contact panasonic for requests on custom tab configurations.  minimum order requirements may apply.

 february 2002 lithium handbook this information is generally descriptive only and is not intended to make or imply any representation, guarantee or warranty w ith respect to any cells and batteries. cell and battery designs/specifications are subject to modification without notice. contact panasonic for the latest information. dimensions / mm (inch) model no. dimensions/mm (inch) vl621/f9d (1.5mah) model no. dimensions/mm (inch) vl1220/1vc (7mah) vl1216/1f5u (5mah) vl1220/1fc (7mah) vl2020/1vc (20mah) vl2020/1gu7 (20mah) vl2020/1hf (20mah) vl2320/1vc (30mah) + - 1.5?.7(0.06?.03) 1 0.15(0.006 ) 6(0.24) 2.15(0.08) 2.6(0.10) 0.45(0.02)  2.35?.5 (0.09?.0 2) 2 .05(0.08) 0.5(0.02) 6(0.24) max. 9.9 0.27      + - 0 0.006 (             )   6.8 + - 0 0.15 2 3.0(0.12) 1.85(0.07 ) + - 1.6(0.06 ) 16.5(0.65) m ax.2(0.08) 12.5(0.49) 0,1(0.008) 4.0?.5 (0.16?.02) 0.75?.5 (0.03?.02) + - 2.0 (0.08) 12.5 (0.49) insulation wrap (brown ) 0.75(0.03) 3.25?.5(0.13?.02) 2.5(0.10) 0.2(0.008) 3.5(0.14) 1.5(0.06) 4 5 + - 16.25(0.65) 2 .7(0.11) 12.5(0.49)    4.0?.5  (0.16?.02) 0.75?.5 (0.03?.02) 2.0(0.08) 0.2(0.008) 2.0(0.08) insulation wrap (brown ) + - 2.0 (0.08) 20 (0.79) insulation wrap (brown ) 1.8(0.07) 0.75(0.03) 10.2?.5(0.40?.02) 2.7(0.11) 0.2(0.00 8) 5.0(0.20) 1.5(0.06) 7 0 .75(0.03) 2.0(0.08) 2.7(0.11) 3.5(0.14) 0.2(0.008) 10.9(0.43) + - 7.8?.5(0.70?.02) 8 20.5 (0.81) 20(0.79) insulation wrap (brown) 5.08 (0.20) 10.16(0.40) 3.5 (0.14) 0.75(0.0 3) 0.75(0.03) 2.7(0.11) 3.5(0.14) 7.7(0.30) + -   20.5?.5 (0.81?.02) 9 2.0 (0.08) insulation wrap (brown ) 3.5(0.14)    0.2 (0.008) 1.8(0.07) 20(0.79) + - 2.0 (0.08) 23 (0.91) insulation wrap (brown ) 1.8(0.07) 0.75(0.03) 10.2?.5(0.40?.02) 2.7(0.11) 0.2(0.00 8) 5.0(0.20) 1.5(0.06) 10 vl1220/1f5u + - 2.0  12.5  0.75 3.25?.5 2.5 0 .2 3.5 1.5 5.0 6 vl series tab configurations 3 13.5? 12.5 0.75 0.75 7.7 3.5 3.5 2.7 + 10.0?.5 2.0 insulation wrap (brown ) pre-soldered vl1220/1hf (7mah)

 february 2002 lithium handbook this information is generally descriptive only and is not intended to make or imply any representation, guarantee or warranty w ith respect to any cells and batteries. cell and battery designs/specifications are subject to modification without notice. contact panasonic for the latest information. dimensions / mm (inch)  cont. model no. dimensions/mm (inch) vl2330/1vc (50mah) model no. dimensions/mm (inch) vl2330/1f3 (50mah) vl2330/1hf (50mah) vl3032/1guf (100mah) vl3032/1f2 (100mah) + - 3.0 (0.12) 23 (0.91) insulation wrap (brown) 1.8(0.07) 0.75(0.03) 10.20.5(0.400.02) 3.7(0.15) 0.2(0.00 8) 5.0(0.20) 1.5(0.06) 1 3 0.75(0.03) 2.7(0.11) 3.5(0.14) 8.9(0.35) + -   20.50.5 (0.810.02) 1 4 3.0 (0.12) 23(0.91) insulation wrap (brown) 3.5(0.14)    0.2 (0.008) 1.8(0.0 7) 15 23(0.91) 3.0(0.12) 3.5(0.14) + - 5.0(0.20) insulation wrap (brown ) 0 .1(0.004) 3.0(0.12)    7.60.8 (0.300.03)   2.0 (0.08) 1.3(0.05) 3 .35(0.13) 16 + - 3.5(0.14) 0 .75(0.03) 0.2(0.008)   25.41 (1.0160.04) 3.2(0.128) 0.75(0.03 ) 3.5(0.14) 4.0(0.16) 30(1.2)   8.9 (0.35) 5.1(0.204) 10.2(0.408) 17 3.8(0.15) 3.0(0.12) + - 5.0(0.20) insulation wrap (brow n) 0 .15(0.006) 30(1.18) 3.2(0.13) 5.0(0.20) vl2320/1f2 (30mah) 1 2 23(0.91) 2.0(0.08) 5.2(0.20) + - 6.71(0.260.04) insulation wrap (brow n) 0.15(0.06) 2.6(0.10)    5.60.8 (0.220.03) vl series tab configurations vl2320/1hf (30mah) 0.75(0.03) 2.7(0.11) 3.5(0.14) 7.7(0.30) + -   20.50.5 (0.810.02) 11 2.0 (0.08) 23(0.91) insulation wrap (brown) 3.5(0.14)    0.2 (0.008) 1.8(0.07 )
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