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		  Datasheet File OCR Text:


		  (2,00mm) .0787" tmmh series choice of 2, 3, 4, 5 and  6 rows on (2,00mm)  .0787" pitch (2,00mm) .0787" through-hole (2,00mm) .0787" tmmh?116?04?t?6 tmmh?125?04?g?d?ep www.samtec.com also available low pro?  le see tmm series. lead style no. pins per row 1 03 thru 50 tmmh  specify  lead style  from chart  mates with: clt, sqt, sqw,  esqt, tle, smm,  mms, tcsd plating option ?f = gold ?  ash  on post,  matte tin on tail ?l = 10" (0,25m)   gold on post,  matte tin on tail ?g = 20" (0,51m)      gold on post,  gold ? ash on tail ?t = matte tin   (2,00) .0787 (0,50) .020 sq no. of positions x (2,00) .0787 (2,00) .0787 01 99 02 100 (2,00)  .0787 (6,35) .250 no. of positions x (2,00) .0787 + z b a (2,00) .0787 c 01 06 295 300 no. of  rows  x  (2,00)  .0787 (2,00) .0787 b c a (2,00) .0787 (2,00) .0787 (shrouded option requires -d) ?d note:  some lengths, styles and  options are non-standard,  non-returnable. for complete speci cations see www.samtec.com?tmmh insulator material:  black liquid crystal  polymer terminal material:  phosphor bronze plating:  sn or au over 50? (1,27?) ni operating temp  range: -55? to +105? with tin;  -55? to +125? with gold  voltage rating:  500 vac mated with sqw rohs compliant:  ye s lead?free solderable:  ye s option ?es ?ec ?ep & ?epc ?el & ?ebc z (2,92)   .115 (4,70)   .185 (6,10) .240 (4,45) .175 f-211 ?t ?q ?5 ?6 horizontal applications sqt tmmh surface mount see previous page. shrouded  four row  vertical &  right angle see tmms series. press fit see ptt series. right angle four row  see tmm series. paste in hole (pih) processing.  contact samtec asp group. application retention clip option (?c) specifications a (7,67) .302 (6,45) .254 (5,94) .234 (8,74) .344 c (2,46) .097 (2,57) .101 (2,29) .090 (3,53) .139 b (3,20) .126 (1,91) .075 (1,65) .065 (3,20) .126 lead style ?01 ?04 ?05 ?06 note:  other gold plating  options available. contact samtec. flexible  through-hole  header ambient temp 5.8a 5.1a 4.5a 2.9a current rating mated with   esqt  sqw 5a 4.6a 4a 2.6a 20c 40c 60c 95c 6 positions (2x3) powered tm extended life product 10 year mixed flowing gas with 30" gold tm call samtec for maximum cycles mated with clt

 tmmh?125?01?l?d?ra optional end shrouds (2,00mm)  .0787" right angle option tmmh?120?04?t?d?ra?es tmmh?110?01?t?d tmmh?116?04?g?d?el tmmh?109?04?g?d www.samtec.com d e (2,62) .103 (2,00) .0787 (1,27) .050 b (3,20) .126 (2,29) .090 (2,03) .080 (1,41) .056 (1,83) .072 y (1,91)  .075 dia (4,00) .157 (1,41) .056 (1,83) .072 y (1,83) .072 (1,41) .056 (3,20) .126 (2,44) .096 (1,17) .046 x ?d? ep ?d? es ?d? el ?d? ra ?es (?ra also available with  other ? ex shroud options) tail option other options flex shroud options ??xxx? = polarized position  (specify position  of omitted pin) ?rc  = retention clip (mates to tcsd) (double row only,  minimum position 4  and available only  ?06 lead style) flex shroud requires -d row & 9 pins/row minimum (for board-to-board interfaces. will not mate with tcsd) ?es = end shroud ?ec = end shroud with locking clip  (manual placement required) ?ep = end shroud with guide post  ?el = end shroud with board lock (boards are positively locked and cannot be unmated)  ?ebc = end shroud with board lock and locking clip  (boards are positively locked and cannot be unmated) ?epc = end shroud with guide post and locking clip  (manual placement required) ?d? ec ?d? epc ?d? ebc y (4,45) .175 (3,02) .119 lead style ?01 ?04 & ?05 x (5,84) .230 (4,50) .177 ?d? ra ?rc ?d = double row (required for  flex shroud  option) ?t = triple  row ?q = four row ?5 = five row ?6 = six row row option ?ra  = right angle (double & triple row only) (?es, ?ep, ?el double row only) (?ec, ?ebc and ?epc not available) (?06 lead style not available)  e (6,60) .260 (5,26) .207 (5,26) .207 lead style ?01 ?04   ?05 d (2,34) .092 (2,62) .103 (3,12) .123 flex shroud options ?es option ?ep option ?el option ?ebc option ?epc option ?t? ra (lead style ?01 only)
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