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		  Datasheet File OCR Text:


		  15.75 .620? 9.86 .388? 5.08 .200? 3988x-02xx 3988x-01xx 2.79 .11? 15.75 .620? x a 5.08mm (.200?) pitch beau eurostyle? single-piece terminal block 39880, 39884 fixed features and benefits  2 to 24 circuits  holds wires for secure, reliable contact  molded to length  high flammability rating reference information ul : file no. e48521 guide no. xcfr2 csa: file no.  025562 electrical voltage: 300 v maximum current: 15 amp insulation resistance: >5,000 megaohms mechanical rec . tightening torque: 5 in. lbs, .56 nm operating temperature: 110 o c wire strip length: 1/4? or 6mm physical housing: polyamide, ul94 v-0, black screws: 3mm steel screw plating: zinc chromate contacts: phosphor bronze contact plating: tin pressure clamp: brass pressure clamp plating: nickel wire range: 12 to 26 awg, 2.5 to 0.2mm 2 features and specifications catalog drawing (for reference only) ordering information and dimensions # of a c circuits in mm in mm 2 .20 5.1 .40 10.2 3 .40 10.2 .60 15.2 4 .60 15.2 .80 20.3 5 .80 20.3 1.00 25.4 6 1.00 25.4 1.20 30.5 7 1.20 30.5 1.40 35.6 8 1.40 35.6 1.60 40.6 9 1.60 40.6 1.80 45.7 10 1.80 45.7 2.00 50.8 11 2.00 50.8 2.20 55.9 12 2.20 55.9 2.40 61.0 13 2.40 61.0 2.60 66.0 order # (engineering #)  replace xx with # of circuits, 02-24 vertical right angle steel screws bronze screws tin plated gold plated 39880-01xx (8805xx) 39884-01xx (8805xx-49) 39880-02xx (8808xx) 39884-02xx (8808xx-49) *consult factory for imprinting and other options # of a c circuits in mm in mm 14 2.60 66.0 2.80 71.1 15 2.80 71.1 3.00 76.2 16 3.00 76.2 3.20 81.3 17 3.20 81.3 3.40 86.4 18 3.40 86.4 3.60 91.4 19 3.60 91.4 3.80 96.5 20 3.80 96.5 4.00 101.6 21 4.00 101.6 4.20 106.7 22 4.20 106.7 4.40 111.8 23 4.40 111.8 4.60 116.8 24 4.60 116.8 4.80 121.9 c 2.79 .11? 5.33 .21? 3.30 .13? 2.79 .11? 1.02 .04? 5.13 .202? 2.54 .100? 1.02 .04? 5.13 .202? 2.54 .100? 9.86 .388? 2.79 .11? c 5.13 .202? 88 series molex industrial division new england operations gilford, nh  03249-6600 phone (603) 524-5101 fax (603) 524-1627              
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