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		  Datasheet File OCR Text:


		  3 electronic solutions division interconnect solutions http://www.3m.com/interconnects/ 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3m ?  din r-form socket right angle, solder tail termination   din 41612 series  ?	 inverse	 boardmount	 connector 	 ?	 select	 load	 capability	 ?	 expanded	 pin	 counts	 ?	 optional	 retention 	 clips ?	 mates	 with	 c-form	 and	 r-form	 plugs 				 ?	 see	 the	 regulatory	 information 	 appendix	 (ria)	 in	 the	 rohs	 compliance	 section 	 of	 	 www.3m.com/interconnects 	 for	 compliance	 information	 (ria 	 e1	 &	 c1	 apply) date modifed: august 20, 2009    ts-2308-d     sheet 1 of 3 physical insulation: material: glass filled polyester (pbt) flammability: ul 94v-0 color: gray contact: material: copper alloy plating: underplating: 50 ? min.nickel wiping area: see ordering information termination: see ordering information electrical current rating: 1.5a at +20c t-rise above ambient contact resistance:  20 m insulation resistance:  1,000 m,100v dc withstanding voltage: 1,000 v ac  for 1 minute environmental temperature rating: -55c to 105c process temperature rating: maximum insulator temperature 191c (solder wave process only) 

 3 electronic solutions division interconnect solutions http://www.3m.com/interconnects/ 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3m ?  din r-form socket right angle, solder tail termination   din 41612 series  ts-2308-d   sheet 2 of 3 table 1 contact  quantity  part number a b c d e f 16 din-016rsa-xxx-xxxx 53.40[2.102]  44.40[1.748]  48.26[1.900]  38.10[1.500]  ?2.60[?.102]  0.25[.010] 32 din-032rsb-xxx-xxxx 53.40[2.102]  44.40[1.748]  48.26[1.900]  38.10[1.500]  ?2.60[?.102]  0.25[.010] 48 din-048rsc-xxx-xxxx 53.40[2.102]  44.40[1.748]  48.26[1.900]  38.10[1.500]  ?2.60[?.102]  0.25[.010] 32 din-032rsd-xxx-xxxx 53.40[2.102]  44.40[1.748]  48.26[1.900]  38.10[1.500]  ?2.60[?.102]  0.25[.010] 16 din-016rse-xxx-xxxx 53.40[2.102]  44.40[1.748]  48.26[1.900]  38.10[1.500]  ?2.60[?.102]  0.25[.010] 32 din-032rsa-xxx-xxxx 94.00[3.701]  85.00[3.346]  88.90[3.500]  78.74[3.100]  ?2.60[?.102]  0.25[.010] 64 din-064rsb-xxx-xxxx 94.00[3.701]  85.00[3.346]  88.90[3.500]  78.74[3.100]  ?2.60[?.102]  0.25[.010] 96 din-096rsc-xxx-xxxx 94.00[3.701]  85.00[3.346]  88.90[3.500]  78.74[3.100]  ?2.60[?.102]  0.25[.010] 64 din-064rsd-xxx-xxxx 94.00[3.701]  85.00[3.346]  88.90[3.500]  78.74[3.100]  ?2.60[?.102]  0.25[.010] 32 din-032rse-xxx-xxxx 94.00[3.701]  85.00[3.346]  88.90[3.500]  78.74[3.100]  ?2.60[?.102]  0.25[.010] 40 din-040rsa-xxx-xxxx 114.32[4.501]  105.32[4.146]  109.22[4.300]  99.06[3.900] ?2.80[?.110] 0.60[.024] 80 din-080rsb-xxx-xxxx 114.32[4.501]  105.32[4.146]  109.22[4.300]  99.06[3.900] ?2.80[?.110] 0.60[.024] 120 din-120rsc-xxx-xxxx 114.32[4.501]  105.32[4.146]  109.22[4.300]  99.06[3.900] ?2.80[?.110] 0.60[.024] 80 din-080rsd-xxx-xxxx 114.32[4.501]  105.32[4.146]  109.22[4.300]  99.06[3.900] ?2.80[?.110] 0.60[.024] 40 din-040rse-xxx-xxxx 114.32[4.501]  105.32[4.146]  109.22[4.300]  99.06[3.900] ?2.80[?.110] 0.60[.024] b 8 . 5 0   [ . 3 3 5 ] 1 0 . 2 0   [. 4 0 2 ] c a 5 . 0 8 [ . 2 00 ] 1 . 0 0   [ . 0 3 9 ] d 3 . 0 0  .250 [ . 1 1 8 ] 6. 0 0   [. 2 3 6 ] 2 . 5 4   [ . 10 0 ] 5. 0 8   [ . 20 0 ] 2 . 5 4   [. 1 0 0 ] e f 2 . 9 5   [ . 1 1 6 ] 10 . 6 0   [ . 4 1 7 ] mm [inch] tolerance unless noted x. .x .xx mm  0.50  0.25  0.15 [ ] dimension for reference only rr1 with a retention clip for .062 and .093 pcb thickness sr1 without retention clip rr1l with b retention clips for .062 pcb thickness 3.80 (.150) 

 3 electronic solutions division interconnect solutions http://www.3m.com/interconnects/ 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3m ?  din r-form socket right angle, solder tail termination   din 41612 series  ts-2308-d   sheet 3 of 3 ordering information din - xxxrs x - xxx - xx a = a row only b = rows a & c filled c = rows a,b & c filled d = rows a & b filled e = b row only termination options:  sr1 = 3.00 [.118] rr1l = 3.00 [.118] with b retention clips rr1 = 3.00 [.113] with a retention clip contact quantity see table 1 d c ?2.8-2. 9     [ . 11 0 - . 114 ] ? 0 .94-1.0 9     [ . 03 7 - . 043 ] 2 . 5 4  [. 1 0 0 ] 5 . 0 8   [. 2 0 0 ] 2 . 5 4   [. 1 0 0 ] 5 . 3 0   [. 2 09 ] plating options: sh =       1 - 3 ? gold on contact    120 - 200 ? matte tin on terminal fj =       10 - 20 ? gold on contact    120 - 200 ? matte tin on terminal kr =       30 - 40 ? gold on contact   120 - 200 ? matte tin on terminal hm =       3 ? gold on contact, 7 ? min. pdni   120 - 200 ? matte tin on terminal ? this diagram serves only for part number descriptive defnitions. please contact your local sales representative for customer specific product configurations. 

 important notice all sta tements,  technical informa tion,  and recommenda tions rela ted to 3m? s products are based on informa tion believed to be reliable,  but the accurac y or completeness  is not guaranteed.   before using this product,  you must evalua te it and determine if it is suitable for your intended a pplica tion.    y ou assume all risks and liability associa ted  with such use.    an y sta tements rela ted to the product which are not contained in 3m? s current publica tions,  or an y contrar y sta tements contained on your purchase order  shall ha ve no force or effect unless expressly a greed upon,  in writing,  by an authorized of?cer of 3m. w arranty; limited remedy; limited liability .  this product will be free from defects in ma terial and manufacture for a period of one (1) year from the time of purchase.   3m makes no o ther w arranties  including,  but no t limited to ,  any implied w arranty of merchant ability or fitness for a p ar ticular purpose.   if this product is defective within the  warranty period sta ted above,  your exc lusive remed y shall be,  a t 3m? s option,  to replace or repair the 3m product or refund the purchase price of the 3m product.    except  where prohibited by la w ,  3m will not be liable for an y indirect,  special,  incidental or consequential loss or damage arising from this 3m product,  regardless of  the legal theor y asserted.    p l e a s e r e c y c l e. p r i n te d i n u s a . ? 3 m 2 0 0 8 .  a ll r ig h t s r es e r ve d . r i a - 2 2 1 7 b - e ? 3 m e l e ct r o n i c s s o l u t i on s d i v i sio n 6 8 0 1 r i ve r p la c e b l v d . a u s t i n , t x  7 8 7 2 6 - 9 00 0 u .s . a . 1 - 8 00 - 2 2 5 - 5 3 7 3 ww w . 3 m .c o m / i n t e rc o n n e c t s 3m is a trademark of 3m compan y .
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