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		  Datasheet File OCR Text:


		  preliminary red yellow green ? ? major energy savings � solid-state, high shock/vibration  resistant � conforms to industry standards � five-year  warranty � lens design improves brightness applications features � lamps can be retrofitted into existing  traffic housings � uv resistant polycarbonate unit  eliminates dust/dirt buildup � available in red, yellow, green  � very low power consumption, super  intensity � 12 vdc for solar power optional � traffic signal lights � traffic warning lights � railroad crossings � road closure signs � tunnel warning lights log # 136ff rev  07-2001 sunlight-visible. direct-replacement. energy-efficient.  led tronics, inc. the future of light ? 23105 kashiwa court,   torrance, ca 90505  phone: (800) 579-4875 or (310) 534-1505   fax: (310) 534-1424      e-mail:  webmaster@ledtronics.com  website: http://www.ledtronics.com   12" (300mm) 12vdc type - 2 led traffic light arrows (trafficled?) power consumption intensity led material wavelength nm signal color power factor (pf) ip rating with housing lens material total harmonic distortion ip rating without housing weight (module only) signal diameter operating temperature intensity loss due to  single led failure 626 590 505 allngap ingan >400cd 4% 1000g 7w 8w 9w allngap >400cd >700cd 4% 4% 1000g 1000g 300mm -4 0 o c ~ 7 0 o c ip34 ip65 20% >0.9 >0.9 >0.9 20% 20% uv resistant polycarbonate -4 0 o c ~ 7 0 o c            -4 0 o c ~ 7 0 o  c ip65 ip65 ip34ip34 300m m 300mm part number , t ype 2 type 2 connection TRF22A-0ER-012V trf22a-0py-012v trf22a-0bg-012v dimensions note: outer rubber seal ring           supplied with module there are no known ite and  caltrans traffic arrow lights specifications at this time. tm only 7-9  watts energy compared  to 150w  incandescent 11.0 [279.4] 12.06 [306.3] .485 [12.3] 1.0 [25.4] 3.27 [83.1]
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