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		  Datasheet File OCR Text:


		  (0,50mm) .0197" lshm series (0,50mm)  .0197" pitch  mated height  variety/ exibility optional  shielding lshm?130?02.5?l?dv?a?s?k?tr lshm?120?01?l?dh?a?s?k?tr lshm?150?02.5?l?dv?a?n?k?tr optional vertical or  right angle orientation low cost  blade & beam  contact lshm?120?04.0?l?dv?a?n?k?tr self-mating  system  can reduce  inventory costs audible click when  properly mated slim row-to-row  design high speed/high density www.samtec.com mates with: lshm f-210-1 for complete speci  cations and  recommended pcb layouts  see www .samtec.com? lshm insulator material: black liquid crystal  polymer contact material:  phosphor bronze plating: au or sn over  50? (1,27?) ni current rating: tbd operating temp range: -55? to +125? rohs compliant:  ye s processing: lead-free solderable: ye s smt lead coplanarity: (0,10mm) .004" max board stacking: for applications requiring more  than two connectors per board,  contact ipg@samtec.com no. pins  per row plating  option tail  option 20, 30, 40, 50 1 lshm lead style shield option ?s = with  shield ?n = without  shield aktr note:  some lengths,  styles and options are  non-standard, non-returnable. application mated height lshm specifications no. of positions x (0,50) .0197  + (1,90) .074 no. of positions x (0,50) .0197  + (4,70) .185 no. of positions x (0,50) .0197  + (4,95) .195 (1,32) .052 dia (7,80) .307 (2,75) .108 (0,50)  .0197 (0,50)  .0197 (0,50)  .0197 (0,50)  .0197 (5,13) .202 (5,13) .202 (2,11) .083 b no. of positions x  (0,50) .0197  + (4,70) .185 no. of positions x (0,50) .0197  + (2,00) .078 (4,98) .196 (0,85) .033 a (1,32) .052 dia (0,80) .031 no. of positions x (0,50) .0197  + (4,95) .195 lead style a na (-dh only) (3,95)  .156 (4,45) .175 (5,45) .215 (7,45) .293 b na (-dh only) (1,00) .039 (1,50) .059 (2,50) .098 (4,50) .177 ?01 ?02.5 ?03.0 ?04.0 ?06.0 ?dh?n ?dv?n ?dh?s ?dv?s lead style mated  height* ?02.5 & ?02.5 (5,00) .196 ?02.5 & ?03.0 (5,50) .217 ?03.0 & ?03.0 (6,00) .236 ?02.5 & ?04.0 (6,50) .256 ?03.0 & ?04.0 (7,00) .276 ?04.0 & ?04.0 (8,00) .315 ?02.5 & ?06.0 (8,50) .335 ?03.0 & ?06.0 (9,00) .354 ?04.0 & ?06.0 (10,00) .394 ?06.0 & ?06.0 (12,00) .472 *processing conditions will    affect mated height. specify  lead  style from  chart ?dv = vertical ?dh = right angle (lead style ?01 only) ?k = (4,50mm)  .177" dia  polyimide  ?  lm pick &  place pad ?tr = tape &  reel system tm high  speed  hermaphroditic  strip ?f = gold ?  ash  on contact,  matte tin  on tail ?l =10"  (0,25m)  gold on  contact,  matte tin  on tail    ?high retention  contacts ?audible click  when mated ?shrouded
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