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		  Datasheet File OCR Text:


		  asr300.00a01-sd02 | | | | | | | | | | | | | |  |  applications: features: pb rohs compliant standard specifications: 303 3  2   esp e r anza, ra n  c  ho san t a  m a r  g  a r ita, calif o  r  ni a  926 8  8  t e l 949-546-800 0  |   fa x  949-546-80 0  1  |  w w  w  .ab r a c on.c o  m  revised: 04.23.10 visit www.abracon.com for terms & conditions of sale  300 mhz one-port saw resonator maximum ratings ? low loss ?   3.0mm leaded package ? 50ohms termination ? wireless remote controller ? mobile communication abracon is  ce r tified  abracon is  iso9001:2008 ce r tified  electrical characteristics m u m i x a m m u m i n i m s t i n u 5 7 0 . 0 0 3 5 2 9 . 9 9 2 z h m 5 . 2 - - b d - - - - - - - - 0 . 0 4 0 1 c  - - - - 2 c  / m p p - - - - r y / m p p m  - - 0 . 1  9 1 - -  - - - - h - - - - f f 3 . 3 7 . 2 f p test temperatue: 22c2c terminating load impedance: 50 ? 2 1 1 r   e c n a t s i s e r   l a n o i t o m 4 9 1 l   e c n a t c u d n i   l a n o i t o m terminating source impedance: 5 0 ? shunt static capacitance c0 center frequency fo 2,000 3.0 0 9 . 2 1 c   e c n a t i c a p a c   l a n o i t o m temperature stability - - e c n a t s i s e r   n o i t a l u s n i   c d rf equivalent rlc model typical insertion loss 1.5 quality factor item 0.032 300.00 unloaded q 11,000 50   loaded q 0 1  < g n i g a   y c n e u q e r f 5 2 e r u t a r e p m e t   r e v o n r u t freq. temp.coefficient it e m   v a l u e   0 4 -   e g n a r   e r u t a r e p m e t   g n i t a r e p o   5 4 -   e g n a r   e r u t a r e p m e t   e g a r o t s     v 0 1   e g a t l o v   c d   ) z h 0 6   /   z h 0 5 (   v 0 1   c a   m b d   0   n o i t a p i s s i d   r e w o p   f r c  t o   + 8 5 c c  t o   + 8 5 c test circuit 9.5 x   3.0mm

 asr300.00a01-sd02 | | | | | | | | | | | | | |  |  pb rohs compliant 303 3  2   esp e r anza, ra n  c  ho san t a  m a r  g  a r ita, calif o  r  ni a  926 8  8  t e l 949-546-800 0  |   fa x  949-546-80 0  1  |  w w  w  .ab r a c on.c o  m  revised: 04.22.10 visit www.abracon.com for terms & conditions of sale  outline dimensions: dimension :   mm note:  a b r a c on manufa c tu r ed p r o du c ts a r e i n t ended  f or gene r al  c omme r cial and indust r ial us e .    f or appli c a tions  r equi r ing  high  r eliabili t y and/or p r ese n ting  e x t r eme o p e r a ting e n vi r onme n t ,   w r it t en  c onse n t & autho r iz a tion f r om  a b r a c on is  r equi r e d .  303 mhz one-port smd saw resonator abracon is  ce r tified  abracon is  iso9001:2008 ce r tified  9.5 x   3.0mm 300r a zyx pin no . function 1 input 2 output 3 ground
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