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		  Datasheet File OCR Text:


		  internet   http://www.minicircuits.com p.o. box 350166, brooklyn, new york 11235-0003 (718) 934-4500  fax (718) 332-4661 distribution centers  north america  800-654-7949  ?  417-335-5935  ?  fax 417-335-5945 ? europe 44-1252-832600 ? fax 44-1252-837010 mini-circuits ? mini-circuits  iso 9001 & iso 14001  certified 060731  ZFRSC-42 dc-4200 6.2 6.5 7.0 0.1 0.2 0.1 0.5 0.4 1.4 1 3 5 0.1 0.2 0.5 k18 ar 59.95  zfrsc-2075 dc-2000 6.2 6.6 7.0 0.1 0.2 0.3 0.6 0.5 1.4 1 2 5 0.1 0.2 0.5 k18 ar 59.95 zfrsc-2050 dc-2000 6.2 6.6 7.0 0.1 0.2 0.3 0.6 0.5 1.4 1 2 5 0.1 0.2 0.5 k18 ar 59.95 prsc-2050 dc-2000 6.0 6.2 6.5 0.1 0.3 0.2 0.7 0.5 1.0 1 3 5 0.1 0.3 0.5 c145 au 34.20 zfrsc l = dc to 100 mhz m = mid range [100 mhz to f u /2] u = upper range [f u /2 to f u ] above models are resistive power dividers to enable frequency coverage from dc to the highest rated frequency.  since resistive power dividers do not provide a high degree of isolation (basically isolation equals the insertion loss between ports), an amplifier such as mini-circuits? zfl series is recommended when high isolation is required.  matched power rating 0.75w, internal load dissipation 0.375w. prsc notes:  denotes 75 ohm model, for coax connector models 75 ohm bnc connectors are standard.  available only with sma connectors a. general quality control procedures, environmental specifica- tions, hi-rel and mil description are given in general information (section 0). b. connector types and case mounted options, case finishes are given in section 0, see ?case styles & outline drawings?. c. prices and specifications subject to change without notice. 1. absolute maximum power, voltage and current ratings: 1a. matched power rating, model zapdq ....................... 10 watt all other models ................... 1 watt 1b. internal load dissipation ...... 0.125 watt 122 isolation db insertion loss, db above 6db phase unbalance degrees f l -f u m max. l max. u max. amplitude unbalance db u max. m max. l max. freq. range mhz model no. m typ. l typ. u typ. l typ. max. m typ. max. u typ. max. c o n n e c t i o n case style qty.  (1-9) price $ ea. note b p ower  s plitters /c ombiners 2 w ay -0 r esistive    dc to  4200 mhz 50 

 the design engineers search engine provides actual data instantly at:  http://www.minicircuits.com in stock... immediate delivery for custom versions of standard models consult our applications dept. mini-circuits m i n i - c i r c u i t s ? 123 pin and coaxial connections see case style outline drawings for pin connections port ar at au sum port 3 2 5 port 1 1 1 3 port 2 2 3 15 gnd ext. ? ? 1,2,4,8,9,12,13,14,16 case gnd ? ? 1,2,4,8,9,12,13,14,16 zapdq-2 1000-2000 22 16 0.4 1.4 6.0 0.8 f14 ar 79.95 zapdq-4 2000-4200 22 16 0.4 0.9 8.0 1.0 f14 ar 79.95 zmscq-2-50 25-50 30 20 0.3 0.7 3.0 1.5 m21 at 61.95 zmscq-2-90 55-90 30 20 0.3 0.7 3.0 1.2 m21 at 61.95 zmscq-2-120 80-120 25 18 0.3 0.7 3.0 1.5 m21 at 61.95 zmscq-2-180 120-180 23 15 0.3 0.7 4.0 1.2 m21 at 61.95 zscq-2-90 55-90 30 20 0.3 0.7 3.0 1.2 m22 at 54.95 zmscq-2 zscq-2 nsn guide mcl no. nsn zapdq-4 5985-01-412-9064 zmscq-2-250 5985-01-394-4982 zfrsc-2050b 5985-01-310-5748 zfrsc-2075 5985-01-266-6144 ZFRSC-42 5985-01-332-3083 l = low range [f l  to 10 f l ] m = mid range [10 f l  to f u /2] u = upper range [f u /2 to f u ] zapdq 030717 isolation db insertion loss, db avg. of coupled outputs less 3 db phase unbalance degrees f l -f u max. amplitude unbalance db max. freq. range mhz model no. typ.      min. c o n n e c t i o n case style qty.  (1-9) price $ ea. note b typ.      max.  plug-in & coaxial 2 w ay -90   25 to  4200 mhz
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