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		  Datasheet File OCR Text:


		        rf transformer  dl 3,6    balun      B78408-A1246-A3    recommended frequency ran g e:  1800mhz ? 2400mhz  winding table:      w i n d i n g   b e g i n   e n d   t u r n s   w i r e   i   1   4   2 . 5   ?  0.15 mm grade 2 / uncoloured  i i   3   6   2 . 5   ?  0.15 mm grade 2 / red          circuit dia g ram of ba lun:  test arrangement for balun:    measurement instrument: network analyser     test platina: ba503    impedance: 50  ?       output (a)  input (e)  1 2 3 4  5  6  6 5 4 3  2  1                      typical attenuation values:      measureme n t according the the above sho wn measurement circuit    (values can be specified after eval uation of the first series)    insertion    [ f / mhz ]    l o s s e s   [ d b ]   1 8 0 0   2 0 5 0   2 4 0 0     e / a   < 2 . 1   < 2 . 0   < 2 . 0                     epcos  in t c    26.08.0 3   page 1 of 2 

       rf transformer  dl 3,6    balun      B78408-A1246-A3    recommended frequency ran g e:  1800mhz ? 2400mhz  dimensions and layout:    1. 5 1. 5 1. 0 d 1 d 2 d d 3 wit h  hous ing h 1 b b 1 l 1 l 1 6 3 4 5 2 1 h s c hem at ic al dr awing       dimensions (mm):  l   l 1   b   b 1   h   h 1   d   d 1   d 2   d 3   5,6   ? 0 , 1   3 , 6   4 , 5   ? 0 , 1   2,0   3,4   1 )   3,9   1 )   6,9   1 )   7 , 3   5 , 1   7,1   1 )   1)   max .  di mens i o n s     without housing      packing:    packaging u n it: 2.100 pieces/reell  packaging into blister ta pe acc. din iec 286-3  blister tape  12 mm on reel 330 mm    coplanarity  < 0,2mm     ?  epcos ag  200 3. repr odu ction, pub lic ati on an d diss emi natio n of this d a ta sheet, enc l o sures h e reto  and the i n form ation  contai ne d ther ein  w i t hout ep cos'  pr ior exp r ess conse n t is prohi bited.  purchas e ord e r s are subj ect to the gener al  con d itio ns for t he sup p l y  of p r oducts an d se rvices of the el ectrical a nd  electron ics ind u str y  recomm e nde d b y  t he z vei (german el ectrical a nd el ectronic ma nuf acturers'  assoc i atio n), unless  other w i se agr e ed.      epcos  in t c    26.08.0 3   page 2 of 2 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of B78408-A1246-A3 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























