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		  bussmann division cooper (u.k.) ltd burton-on-the-wolds leicestershire, le12 5th united kingdom tel: (44) (0)1509 88 27 37 fax: (44) (0)1509 88 27 86 dimensional data (mm) time-current characteristic curves this bulletin is intended to clearly present comprehensive product data and provide technical information that will help the end user with design applications. bussmann reserves the right, without notice, to change design or construction of any products and to discontinue or limit distribution of any products. bussmann also reserves the right to change or update, without notice, any technical information contained in this bulletin. once a product has been selected, it should be tested by the user in all possible applications. bs88 joint service fuse links ferrule type or offset bolted type fuses 0.5 to 30 amps 440v ac body size '1' bussmann ? packaging - 25 per carton ferrule end; 20 per carton with offset bolted tag. joint service 11.96 doc. no. 4189 head office st. louis, mo, u.s.a. tel: (314) 527-3877 fax: (800) 544-2570 international fax: (314) 527-1445 b i f bussmann information fax (00 1) 314 527 1450 the range of joint service fuse links was originally developted for the admiralty, but is now classified under the n.a.t.o. reference system, ref. number 5920.99 the fuse links have been type approved and include short circuit tests to bs88, at 440 volts 33ka. made to defence standard 59-96 the complete joint service range has been entered by lloyd's register of shipping in their schedule 'a' cartridge fuses for use in all types of ships. whilst intended for use by the services, the fuse links are also suitable for normal industrial applications, being especially useful wherever space is at a premium, e.g. in the electronic, aeronautical and allied industries. fuse type and ordering code rating amps end cap nom. watts loss pre- arcing total at 440v 059-0140 0.5 fer 0.0283 0.0566 1.58 059-0141 1 fer 0.169 0.3370 2.65 059-0142 2 fer 0.939 1.88 1.11 059-0143 3 fer 1.66 3.33 1.70 059-0144 5 fer 5.26 10.5 3.15 059-0145 7 fer 20.2 40.4 2.88 059-0146 10 fer 49.3 148 2.02 059-0147 15 fer 84.1 252 2.42 011-9843 20 fer 135 404 3.70 059-0114 0.5 obt 0.0283 0.0566 1.58 059-0115 1 obt 0.169 0.337 2.65 059-0116 2 obt 0.939 1.88 1.11 059-0117 3 obt 1.66 3.33 1.7 059-0118 5 obt 5.26 10.5 3.15 059-0119 7 obt 20.2 40.4 2.88 059-0120 10 obt 49.3 148 2 059-0121 15 obt 84.1 252 2.42 011-9679 20 obt 135 404 3.7 012-0140 30 obt 539 1,620 4.71 i t (amp seconds) 22 5a 7a 10a 15a 20a 30a 3a 2a 1a 0.5a 33.6 7.14 7.14 11.86 56.03 44.65 33.9 11.86 18.0 ferrule offset bolted tag (obt)
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