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		  Datasheet File OCR Text:


		  mitsumi ditouch connectors cam-c73  c74 series features 1. due to these connectors, the front panel can be removed or mounted for preventing the car audio from being stolen. 2. the socket has a coupling position guide to absorb play when coupled. 3. a metallic cover is mounted for preventing static electricity. connectors how to order 1.cam-c73 (plug)  c73-016-02 0-b g g a a 123456789 1  series no. (c73)  2  no. of contacts (016 : 16pins)  3  housing material (02 : pbt resin)  4  ul grade of housing (0 : ul94v-0)  5  contact finish of contact pins and lead pins (b : contacts area gold plating, leads area solder plating)  6  contact plating thickness (g : 0.3)  7  contact pin lead style (g : angle smt)  8  accesory for connector outside (a : none)  9  accesory for connector inside (a : none)  2.cam-c74 (socket)  c74-016-02 0-b g g a a  123456789 1  series no. (c74)  2  no. of contacts (016 : 16pins)  3  housing material (02 : pbt resin)  4  ul grade of housing (0 : ul94v-0)  5  contact finish of contact pins and lead pins (b : contacts area gold plating, leads area solder plating)  6  contact plating thickness (g : 0.3)  7  contact pin lead style (b : angle smt)  8  accesory for connector outside (a : none)  9  accesory for connector inside (a : none) 

 mitsumi ditouch connectors specifications  rated voltage  14v dc rated current  1a withstanding voltage 500v ac (rms) 1minute insulation resistance  100m  min. (at 500v dc) contact resistance 70m  max. electrical characteristics material & finish dimensions  component parts material finish cam-c73 housing pbt resin  series contact copper alloy gold selective plating housing pbt resin  cam-c74 contact copper alloy gold selective plating series cover copper alloy brack nickel plating, tin reflow plating life (mating cycle) 10,000times total insertion force 14.7n (1~5kgf ) max. using temperature range - 30~+85?c overall rebound force 8.18n (0.835kgf ) max. mechanical characteristics  cam-c73 series cam-c74 series unit : mm
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