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		  Datasheet File OCR Text:


		  rr-hr characteri sti cs descri pti on appli cati ons d-sub connectors - stamped and formed contacts rr-hr / e11 rear release crimp connectors designed for high volume production, amphenol's rear release crimp connector and contacts provide significant cost saving. - emi / rfi shell configuration. - removable, reusable contacts. - automatic and manual tooling available. ? commercial ? industrial ? telecom ? any industry standard i / o connections specifications ? connectors according to mi l  c24308 mechanical data mating and unmating force unit: kg ( lb) )nim(etamnu )xam(etam stcfo.on     rr  hr  rr  hr  rr  hr  9 (size e)  15 (size e)  3.05 (6.74)  3.81 (8.42)  0.36 (0.79) 0.52 (1.14)  15 (size a)  26 (size a)  5.09 ( 1 1.24)  5.95 (13.16)  0.46 (1.01) 1.05 (2.32)  25 (size b)  44 (size b)  8.44 (18.66)  9.26 (20.46)  0.81 (1.8)  1.37 (3.02)  37 (size c)  62 (size c)  12.51 (27.65) 13.48 (29.78)  1.1 (2.47)  1.76 (3.88) 50 (size d)  78 (size d)  14.65 (32.38) 15.82 (34.96)  1.6 (3.56)  2.02 (4.46) contacts-brass under plating  crimp side 0.2m (8") gold  2m (78") nickel  gold flash or tin nit ro hsalf dlog  lekcin )"87( m2 dlog )"02( m 5 .0  nit ro hsalf dlog  lekcin )"87( m2 dlog )"03( m67.0  materials and platings shells  t inned steel with or without dimples   on plug connector  insulator  black glass-filled thermoplastic, u l  94v -0 boardlock brass, 3m to 5m (1 18" to 197")   tin over nickel 2m to 3m   (78"  to 1 18")  screwlock  brass, 6m to 10m (236" to 394")   tin over nickel 2m to 3m   (78" to 1 18")  electrical data current rating  5a voltage rating   500v ac/rms 50hz withstanding voltage   rr: 1000v ac/rms 50hz for 1 minute   hr: 1000v ac/rms 60hz for 1 minute insulation resistance  rr: 5000m?   hr: 1000m? contact resistance   10m? max wire size   20-28  a wg max insulation   ?1.27mm (.05") climatic data operating temperature  -55c to +125c simplify your cable assemblies

 standard density rr overall dimensions nb of dimensions mm (inch) contacts a b c d e f  x  30.84 (1.21)  24.99 (.98)  16.92 (.67)  16.24 (.64)  11.09 (.44)  19.28 (.76)  2.77  39.24 (1.54)  33.32 (1.31)  24.7 (.972)  24.56 (.97)  19.39 (.76)  27.51 (1.08)  2.77  53.04 (2.09)  47.04 (1.85)  38.96 (1.53)  38.38 (1.51)  33.24 (1.31)  41.30 (1.63)  2.77  69.32 (2.73)  63.50 (2.50)  55.42 (2.18)  54.76 (2.16)  49.86 (1.96)  57.71 (2.27)  2.77   67 (2.64)  61.11 (2.41)  52.86 (2.08)  52.34 (2.06)  44.32 (1.75)  55.3 (2.18)  2.77 9   15   25   37   50 f0.13 (.005) 5.8 (.228) 11 (.433) 11.2 (.441) 6.0 (.232) 10.9 (.429) 5.8 (.228) 10.72 (.422) numbered cavities plug socket a0.38 (.015) b0.13 (.005) e0.05 (.002) ?3.05 (.120) d0.13 (.005) c0.13 (.005) 8.380.13 (.33.005) 7.90.13 (.311.005) 12.550.38 (.494.015) 2.84 (.112) 10 x position #1 a0.38 (.015) ?3.05 (.120) e0.13 (.005) d0.13 (.005) c0.13 (.005) b0.13 (.005) 11.20.13 (.441.005) 10.90.13 (.429.005) 15.370.38 (.605.015) 2.84 2.84 (.112) position #1 x 10 f0.38 (.015) 6.0 (.236) 11 (.433) 11.2 (.441) 5.8 (.228) 10.9 (.429) 5.8 (.228) numbered cavities plug                                  socket 13.56 (.534) 2

 high density hr                     overall dimensions rr-hr / e11 nb of dimensions mm (inch) contacts a  b  c  d  e  30.84 (1.21)  24.99 (.98)  16.92 (.67)  16.24 (.64)  19.28 (.76)  39.24 (1.54)  33.32 (1.31)  24.7 (.972)  24.56 (.97)  27.51 (1.08)  53.04 (2.09)  47.04 (1.85)  38.96 (1.53)  38.38 (1.51)  41.30 (1.63)  69.32 (2.73)  63.50 (2.50)  55.42 (2.18)  54.76 (2.16)  57.71 (2.27)   67 (2.64)  61.11 (2.41)  52.86 (2.08)  52.34 (2.06)  55.3 (2.18)   15   26   44   62   78 10 ?3.05 (.120) 13.56 (.534) position #1 plug                              socket numbered cavities a0.38 (.015) b0.13 (.005) c0.13 (.005) d0.13 (.005) e0.38 (.015) 45.790.13 (1.80.005) 2.41 (.095) 11.20.13 (.441.005) 11 (.433) 5.8 (.228) 11.2 (.441) 10.3 (.406) 5.2 (.205) 6.0 (.236) 10.90.13 (.429.005) 15.370.38 (.605.015) 2.08 (.082)x3=6.24 (.246) ?3.05 (.120) d0.13 (.005) e0.13 (.005) c0.13 (.005) b0.13 (.005) a0.38 (.015) 8.380.13 (.33.005) 7.90.13 (.311.005) 12.550.38 (.494.015) 1.98 (.078) 11 (.433) 6.0 (.236) 5.8 (.228) 11.2 (.441) 10.3 (.406) 5.2 (.205) 1.98 numbered cavities plug socket 10 position #1 2.290.05 (.090.002) 10.72 (.422) 3

 5.9 (.232) panel mounting option technical d ata standard rivet ? 3.05mm no digit ?3.05 (.120) threaded rear insert h / g 2.5 (.098) m3 or #4-40 threaded rear insert h / g 2.5 (.098) m3 or #4-40 fixed front female screwlock vf / vfm m3 or #4-40 front screwlock standard density: standard rivet ?3.05mm no digit ?3.05 (.120) 5.8 (.228) fixed front female screwlock vf / vfm m3 or #4-40 front screwlock high density: 4

 contacts                     technical data rr-hr / e11 awg   a  b  c    1.8 (.071?)  1.9 (.075?)  2.5 (.098?)    1.4 (.055?)  1.5 (.059?)  1.7 (.066?)   20-24   24-28 ?0.76 (.030?) ?1.55 (.061?) ?1.5 (.059?) 1.55 (.061?) 1.55 (.061?) standard density: high density: c b a 1.75 (.069") 4.7 (.185") 9.9 (.390") ?1.03 (.041") ?2.1 (.083") ?2.1 (.083") 9.4 (.370") a 1.75 (.069") 4.7 (.185") 7.7 (.303") 0.95 (.037") 6.15 (.242") 1.3 (.051") 1.65 (.065") 7.3 (.287") 0.9 (.035") 6.15 (.242") 5

 for special request, please consult factory how to order rr (standard density)  technical data housings ..... ..... ..... ..... rr ..... ..... 177: tinned shell for recept-   acle 777: tinned shell + dimples   for plug shell size: e,a,b,c,d contact type: p = pin s = socket configuration: 09,15,25,37,50 rear mounting type: h = rear insert 4-40 g = rear insert m3 no digit  = standard rivet     ?3.1mm f = float mounting front mounting type: vf = front screwlock 4-40 vfm = front screwlock m3 contacts ..... ..... ..... rr17 ..... wire size: d1:  20 to 24 awg d2:  24 to 28 awg contact type: m = male f = female full gold plating: 01 = flash gold 02 = 0.4 (15") 04 = 0.76 (30") selective gold plating: 11  = flash gold   + 2m (78") sn 12 = 0.4 (15")   + 2m (78") sn 14 = 0.76 (30")   + 2m (78") sn packaging: 100 = bulkpack unit (100 cts) 400 = reel of 400 cts 2k = reel of 2000 cts 10k = reel of 10000 cts    (right feed reel) 10g = reel of 10000 cts    (left feed reel) reel winding direction left to right feed reel:g    right to left feed reel:k 6 l rohs compliant l rohs compliant

 how to order hr (high density)                      how to order rr-hr / e11 for special request, please consult factory housings ..... ..... ..... ..... hr ..... ..... 177: tinned shell for recept-   acle 777: tinned shell + dimples   for plug shell size: e,a,b,c,d contact type: p = pin s = socket configuration: 15,26,44,62,78 rear mounting type: h = rear insert 4-40 g = rear insert m3 no digit  = standard rivet     ?3.05mm front mounting type: vf = front screwlock 4-40 vfm = front screwlock m3 contacts ..... ..... hr d2 17 ..... wire size: 24 to 28 awg contact type: m = male f = female full gold plating: 01 = flash gold 02 = 0.4 (15") 04 = 0.76 (30") selective gold plating: 11  = flash gold   + 2m (78") sn 12 = 0.4 (15")    + 2m (78") sn 14 = 0.76 (30")    + 2m (78") sn packaging: 5k = reel of 5000 cts   (right feed reel)   5g = reel of 5000 cts   (left feed reel) 10k = reel of 10000 cts    (right feed reel) 10g = reel of 10000 cts    (left feed reel) reel winding direction left to right feed reel:g    right to left feed reel:k 7 l rohs compliant l rohs compliant

 how  to  order do not hesitate to contact us for further information amphenol it & communication products block a3/a4, the 4th industrial district of industrial headquarters, dong keng road gong ming town, shen zhen china fax:+86(0)755 2754 9955 technical support tel:+86(0)755 2717 7945 info-dsub@amphenol.com.cn http://www.dsubconnector.com the information given in this document are as a guideline only. we reserve the right to modify our products in any way we deem necessary. any duplication is prohibited, unless approved in writing. e11/g tooling for crimp contacts for standard density crimp contacts: 17rr series ?  contact insertion and removal tool  17d 438 sp ?  hand crimp tool for single contacts awg 20 to 28  17d 440 sp ?  hand crimp tool for reels of 400 contacts  fa 0000 762 crimp dies: awg 20 to 24  fa 0000 104 crimp dies: awg 24 to 28  fa 0000 102 ?  stripping box fe 0400 ?  automatic crimp machine for reels of 2000 to 10000 contacts  970 mc crimp dies: awg 20 to 24  968 mc crimp dies: awg 24 to 28  972 mc for high density crimp contacts: 17hr series ?  automatic crimp machine for reels of 2000 to 10000 contacts  970 mc crimp dies: awg 24 to 28  973 mc 8
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