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		  Datasheet File OCR Text:


		  one magnetics pkwy, gowanda, ny 14070 ? (t) 716-532-2234 ? (f) 716-532-2702 ? sales@gowanda.com    www.gowanda.com rf inductors - thru hole 15mg   molded rf non-magnetic core inductors    part   inductance   q   test freq.    srf   dcr  current    number  h  (min)  (l&q)  (min)  (max)  rating            mhz  mhz  ohms  dc ma 15mg560k  .56  10%  50  25  280  .135  1220 15mg680k  .68  10%  50  25  250  .15  1100 15mg820k  .82  10%  50  25  220  .22  900 15mg101k  1.00  10%  50  25  200  .29  830 15mg121k  1.20  10%  33  7.9  180  .42  650 15mg151k  1.50  10%  33  7.9  160  .50  600 15mg181k  1.80  10%  33  7.9  150  .65  525 15mg221k  2.20  10%  33  7.9  135  .95  435 15mg271k  2.70  10%  33  7.9  120  1.20  385 15mg331k  3.30  10%  33  7.9  110  2.00  300 15mg391k  3.90  10%  33  7.9  100  2.30  280 15MG471K  4.70  10%  33  7.9  90  2.60  260  notes: ? used in imaging equipment where non-metallic coil  forms are required  ? operating temperature phenolic: -55c to +125c;  powdered iron: -55c to +105c ? laser marking is standard. color band is optional. ? optional tolerances available, consult factory tape and reel specs:     pcs./12 reel maximum:     2500  pitch between parts:     .200 inches inside tape spacing:     2.062 inches class:    1 1.438 +/- .188 (36.525 +/- 4.77) 22  awg .375 +/- .010 (9.525 +/- .25) .156 +/- .008 (3.962 +/- .20) 10 h +/- 10% in. (mm) 60/40 coated, copper leads 
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