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		  Datasheet File OCR Text:


		  www.sullinscorp.com   |   760-744-0125   |   toll-free 888-774-3100   |   fax 760-744-6081   |   info@sullinscorp.com 70 sullins headers sullins headers termination type pcb layout mounting style specifications insulato ? r material: nylon 9t  contact material: brass  ? plating: overall gold flash ? 1 amp current rating ?  per contact ul flammability rating:  94v-o ? a  .028?002     [0.70?.05] .050 [1.27]  .028?002     [0.70?.05] .050 [1.27] .050[1.27] a .050[1.27] a .100[2.54] .093[2.35] .177 [4.50] .067[1.70] .028 [0.71] pin 1 (left) a a .073[1.85] .029[0.74] .050[1.27] .240 [6.10] straight (vwv) right angle (vwc) surface mount,pin 1 left (vwt)  straight (vwv) right angle (mwc) surface mount (vwq) pin 1  .035[0.90] optional for  'p' mounting c single readout (vwvn) (vwtc) (vwcn) .118 [3.00] .091 [2.30] .138 [3.50] .098 [2.50] .118 [3.00] .118 [3.00] straight right angle surface mount (smt) dual readout (vwvn) (vwqs), without guide post (vwqp), with guide post (mwcn) .201 [5.10] .118 [3.00] .091 [2.30] .118 [3.00] .098 [2.50] .118 [3.00] .069 [1.75] .050 [1.27] .083 [2.10] .079 [2.00] .065 [1.65] optional  guide post,  (vwqp) .050?[1.27mm] contact centers,  male header, dip solder/right angle/smt no mounting, (n) smt, without guide post (s) pin 1 smt, pin 1 left (c) smt, with guide post (p)

 71 www.sullinscorp.com   |   760-744-0125   |   toll-free 888-774-3100   |   fax 760-744-6081   |   info@sullinscorp.com sullins headers sullins headers b .084 [2.14] .134 [3.40] .039 [1.00] .050[1.27] .016[0.40] .084 [2.14] b pin 1 .050 [1.27] a .039[1.00] .016[0.40] .083[2.10] a .039 [1.00] .050[1.27] .016[0.40] a .134 [3.40] b single row dual row b straight (shown) & right angle  surface mount, pin 1 left, single row surface mount, dual row pin 1 2x  .030[0.80] .067 [1.70] .039 [1.00] .016[0.40] a without guide post, (vwqs) with guide post, (vwqp) dimensions  dimensions in [ ] are in millimeters, all others are in inches. part number coding .050?[1.27mm] contact centers,  male header, dip solder/right angle/smt 1 = single row 2 = dual row mounting style n = no mounting c = surface mount, pin 1 left (single row only) s = surface mount without guide pins (dual row only) p = surface mount with guide posts (dual row only) termination type  (opposite page) number of rows vwv,  vwc,  mwc,  vwt,  vwq g = nylon, 9-t r=brass p = gold flash overall b = .050 [1.27mm] plastic housing contact material contact finish - rohs compliant contact centers number of positions positions available termination 2 thru 50 = vwv,  vwc (1 row) 1 thru 50 = vwv, mwc (2 row) 3 thru 50 = vwt 3 thru 50 = vwq g   r   p   b   xx   1   vwv   n   -   rc rohs compliant consult factory for modifications posi- tions number of  contacts single/dual dimension  a  dimension b dimension c posi- tions number of  contacts  single/dual dimension  a  dimension b  dimension c inches [mm] inches [mm] inches [mm] inches [mm] inches [mm] inches [mm] 01 01/02 .000 0.00 .050 1.27 26 26/52 1.250 31.75 1.300 33.02 1.200 30.48 02 02/04 .050 1.27 .100 2.54 27 27/54 1.300 33.02 1.350 34.29 1.250 31.75 03 03/06  .100 2.54 .150 3.81 .050 1.27 28 28/56 1.350 34.29 1.400 25.56 1.300 33.02 04 04/08  .150 3.81   .200 5.08 .100 2.54 29 29/58 1.400 35.56 1.450 36.83 1.350 34.29 05 05/10 .200 5.08 .250 6.35 .150 3.81 30 30/60 1.450 36.83 1.500 38.10 1.400 35.56 06 06/12 .250 6.35 .300 7.62 .200 5.08 31 31/62 1.500 38.10 1.550 39.37 1.450 36.83 07 07/14 .300 7.62 .350 8.89 .250 6.35 32 32/64 1.550 39.37 1.600 40.64 1.500 38.10 08 08/16 .350 8.89 .400 10.16 .300 7.62 33 33/66 1.600 40.64 1.650 41.91 1.550 39.37 09 09/18 .400 10.16 .450 11.43 .350 8.89 34 34/68 1.650 41.91 1.700 43.18 1.600 40.64 10 10/20 .450 11.43 .500 12.70 .400 10.16 35 35/70 1.700 43.18 1.750 44.45 1.650 41.91 11 11/22 .500 12.70 .550 13.97 .450 11.43 36 36/72 1.750 44.45 1.800 45.72 1.700 43.18 12 12/24 .550 13.97 .600 15.24 .500 12.70 37 37/74 1.800 45.72 1.850 46.99 1.750 44.45 13 13/26 .600 15.24 .650 16.51 .550 13.97 38 38/76 1.850 46.99 1.900 48.26 1.800 45.72 14 14/28 .650 16.51 .700 17.78 .600 15.24 39 39/78 1.900 48.26 1.950 49.53 1.850 46.99 15 15/30 .700 17.78 .750 19.05 .650 16.51 40 40/80 1.950 49.53 2.000 50.80 1.900 48.26 16 16/32 .750 19.05 .800 20.32 .700 17.78 41 41/82 2.000 50.80 2.050 52.07 1.950 49.53 17 17/34 .800 20.32 .850 21.59 .750 19.05 42 42/84 2.050 52.07 2.100 53.34 2.000 50.80 18 18/36 .850 21.59 .900 22.86 .800 20.32 43 43/86 2.100 53.34 2.150 54.61 2.050 52.07 19 19/38 .900 22.86 .950 24.13 .850 21.59 44 44/88 2.150 54.61 2.200 55.88 2.100 53.34 20 20/40 .950 24.13 1.000 25.40 .900 22.86 45 45/90 2.200 55.88 2.250 57.15 2.150 54.61 21 21/42 1.000 25.40 1.050 26.67 .950 24.13 46 46/92 2.250 57.15 2.300 58.42 2.200 55.88 22 22/44 1.050 26.67 1.100 27.94 1.000 25.40 47 47/94 2.300 58.42 2.350 59.69 2.250 57.15 23 23/46 1.100 27.94 1.150 29.21 1.050 26.67 48 48/96 2.350 59.69 2.400 60.96 2.300 58.42 24 24/48 1.150 29.21 1.200 30.48 1.100 27.94 49 49/98 2.400 60.96 2.450 62.23 2.350 59.69 25 25/50 1.200 30.48 1.250 31.75 1.150 29.21 50 50/100 2.450 62.23 2.500 63.50 2.400 60.96
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