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		  Datasheet File OCR Text:


		  bussmann ? 90 for complete specification data, call bussmann information fax ~ 636.527.1450 fuseblocks, holders and terminal blocks  rail mount terminal blocks ndn1-whratings: 90a, 600v center spacing: .635  (16.13) number of poles: 1 circuits per foot: 18 circuit jumper: jn1, 2 circuits wire size: awg #2-18 cu screw size: M? -28 mounting options: 35mm din rail, c-rail (dove-tail option is available for mounting side-by-side. order part no. ndn1a-wh.) marking tape: mt12- M? torque rating: 32 in/lb max. ndn1colors: wh -white ndn111-__ __(color)ratings: 90a, 600v; ul/csa center spacing: .635  (16.13) number of poles: 3 circuits per foot: 18 circuit jumper: jn1, 2 circuits wire size: awg #2-18 cu screw size: M? -28 mounting options: 35mm din rail, c-rail, base mount. (dove tail option isavailable for mounting side-by-side.  order part no. ndn111a-wh.) marking tape: mt12- M? torque rating: 32 in/lb max. ndn111           ndn111a colors:             colors: ye - yellow ye - yellow wh - white wh- white series ndn terminal block accessories ndna ndnas nfta nra37- 1 / 2 soa72 marking jumpers 35mm din rail  35mm din rail c-rail c-rail 72 long tape see series aluminum end stop aluminum low profile stand-off channel  see series specifications ndna 100 1 meter nfta36 no flange for c-rail specifications ndna 200 2 meters 36 long aluminum nfta72 37 M? length 72 long ce logo denotes compliance with european union low voltage directive (50-1000vac,  75-1500vdc). refer to data sheet: 8002 orcontact bussmann application engineering  at 636-527-1270 for more information. ce logo denotes compliance with european union low voltage directive (50-1000vac,  75-1500vdc). refer to data sheet: 8002 orcontact bussmann application engineering  at 636-527-1270 for more information.
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