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		  Datasheet File OCR Text:


		  gfoca   connectors f-4 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2006 glenair, inc. printed in u.s.a. cage code 06324 www.glenair.com e-mail: sales@glenair.com 1 s2s1 p2 p1 180-116 m83526/16 style gfoca plug connector 4 channel hermaphroditic with optional dust cover product series basic number cable diameter confguration  (table i) termini ferrule i.d. (table ii) insert cap key confguration (table iii) alignment sleeve style (table iv) dust cover confguration (table v) 180-116-01-w-1-n-h typ u 3 2 s2 s1 p2 p1 s2 s1 p2 p1 s2 s1 p2p1 key 3 .084 (2.1) .082 (2.1) key 1 key 2 .159 (4.0) .157 (4.0) .084 (2.1) .082 (2.1) .162 (4.1) .160 (4.1) 2x        .139 (3.5) .137 (3.5) 2x  key "u" universal p1 p2 s1 s2 1 .043 (1.1) .002 (0.1) .162 (4.1) .160 (4.1) .162 (4.1) .160 (4.1) .159 (4.0) .157 (4.0) removable insert cap key 1 shown 1.250 (31.8) max mating plane seal 1.0625-.1p-.2l-ds-2a m dust cover (see table v) 1.0625-.1p-.2l-ds-2a removable insert cap lanyard alignment sleeve cable dia (see table i) flexible boot compression nut set screw wave washer 4.800 (121.9)  max 6.750 (171.5)  max 9.127 (231.8) max (when dust cap installed) mating plane 1.555 (39.5) max dia seal hdust cover (see table v) coupling nut alignment pin screw seal 1.0625-1p-2l-ds-2b rev 29 june 2010   

 gfoca  connectors f-5 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2006 glenair, inc. printed in u.s.a. cage code 06324 www.glenair.com e-mail: sales@glenair.com application notes 1. assembly identifed with manufacturers name and p/n, space     permitting. 2. glenair 180-116 connector features:     a. plug barrel, shell, coupling nut, backshell, removable insert         cap - al alloy     b. lanyard: coated stainless steel cable      c. misc. hardware: stainless steel/passivated     d. termini: see 181-050 (page f-3)     e. operating & transit temperature range:-65c to +160c           storage temperature range: -70c to +185c 3. metric dimensions (mm) are indicated in parentheses. table i:  cable diameter dash no. cable dia       inch          millimeter 01 .190 - .315 4.83 - 8.00 04 .316 - .379 8.03 - 9.63 table ii:  termini ferrule i.d. dash sym ferrule i.d.  max (mm)   min (mm) a .1270 .1260 b .1280 .1270 c .1430 .1420 d .2340 .2300 w no termini supplied table iii:  insert cap key configuration dash no. confguration 1 1 2 2 3 3 4 u table iv:  alignment sleeve  configuration dash sym confguration m solid s split n none table v:  dust cover configuration dash sym confguration h hermaphroditic m male n none 180-116 m83526/16 style gfoca plug connector 4 channel hermaphroditic with optional dust cover rev 29 june 2010   
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