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		  Datasheet File OCR Text:


		  www.gowanda.com one magnetics pkwy, gowanda, ny 14070 ? (t) 716-532-2234 ? (f) 716-532-2702 ? sales@gowanda.com    rf inductors - surface mount cc0402   rohs ceramic wirewound rf inductors        part   inductance   l freq   q  q  srf   dcr  current        number  n h     mh z  min  freq  mhz  ohms  rating               mhz  min  max  dc ma     cc0402-0018k  1.8     250  16  250  6000  0.07  1040 cc0402-0019k  1.9     250  16  250  6000  0.07  1040  cc0402-0020k  2.0     250  16  250  6000  0.07  1040  cc0402-0022k  2.2     250  14  250  6000  0.11  640 cc0402-0024k  2.4     250  16  250  6000  0.12  640  cc0402-0025k  2.5     250  16  250  6000  0.12  640  cc0402-0027k  2.7     250  16  250  6000  0.12  700 cc0402-0029k  2.9     250  16  250  6000  0.1  700  cc0402-0033k  3.3     250  20  250  6000  0.10  700 cc0402-0036k  3.6     250  19  250  6000  0.1  700  cc0402-0039k  3.9     250  19  250  4800  0.1  700 cc0402-0043k  4.3     250  18  250  6000  0.091  700 cc0402-0047k  4.7     250  15  250  4775  0.13  640  cc0402-0051k  5.1     250  23  250  4800  0.083  800  cc0402-0056k  5.6     250  22  250  4800  0.11  760  cc0402-0062k  6.2     250  20  250  4800  0.11  760  cc0402-0068k  6.8     250  21  250  4800  0.1  680  cc0402-0075k  7.5     250  24  250  4800  0.1  680  cc0402-0082k  8.2     250  24  250  4400  0.1  680  cc0402-0087k  8.7     250  22  250  4160  0.16  681  cc0402-0090k  9.0     250  22  250  4160  0.16  681  cc0402-0091k  9.1     250  22  250  4000  0.2  480  cc0402-0095k  9.5     250  22  250  4000  0.2  480  cc0402-010k  10.0     250  21  250  3900  0.2  480  cc0402-011k  11.0     250  24  250  3680  0.17  640  cc0402-012k  12.0     250  24  250  3600  0.17  640  cc0402-013k  13.0     250  24  250  3600  0.17  640  cc0402-015k  15.0     250  24  250  3280  0.17  560  cc0402-016k  16.0     250  24  250  3100  0.22  560  cc0402-018k  18.0     250  25  250  3100  0.23  420  cc0402-019k  19.0     250  24  250  3040  0.24  480  cc0402-020k  20.0     250  25  250  3000  0.25  420  cc0402-022k  22.0     250  25  250  2800  0.3  400  cc0402-023k  23.0     250  22  250  2720  0.3  400  cc0402-024k  24.0     250  22  250  2480  0.3  400  cc0402-027k  27.0     250  24  250  2480  0.3  400  cc0402-030k  30.0     250  24  250  2350  0.3  400  cc0402-033k  33.0     250  24  250  2350  0.3  320  cc0402-036k  36.0     250  24  250  2320  0.44  320  cc0402-039k  39.0     250  25  250  2100  0.55  200  cc0402-040k  40.0     250  25  250  2100  0.83  150  cc0402-043k  43.0     250  25  250  2100  0.75  150  cc0402-047k  47.0     250  25  250  2100  0.83  150  cc0402-051k  51.0     250  25  250  1760  0.97  100  cc0402-056k  56.0     250  25  250  1760  0.97  100  cc0402-068k  68.0     250  25  250  1620  0.97  100  cc0402-072k  72.0     100  15  100  1070  1.2  80  cc0402-082k  82.0     100  18  100  1070  1.2  80  cc0402-100k  100.0     100  15  100  1070  1.2  80  notes: ? operating temperature -40c to +125c ? ceramic core ? terminations are gold plated nickel  ?   inductance and q measured using the        hp4291a ?  srf measured using the hp8753c ? suffix  k= 10% tolerance              j =    5%              h =   3%              g =   2% .276 (.070) max .026 (.66) max .047 (1.2) max .004 (.10) ref recommended foot  print .014  (.36) .026  (.66) .032 (.82) in. (mm)   tape and reel specs: pcs./reel options:     2000/5000 pitch between parts:     4mm tape width:    8mm reel diameter inches:       7  40nh 2nh 7.5nh 0 10 20 30 40 50 60 70 80 90 10 100 1000 10000 frequency in mhz q vs. frequenc y cf0402 series q 
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