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		  Datasheet File OCR Text:


		  ? 2007 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  19   e-mail:  sales@glenair.com  cb series connectors cb series ?pogopin? connectors all dimensions in millimeters (mm). information subject to change without notice. low smoke/zero halogen  cable jacket add code ?l? to the part  number to specify lszh jacket. example:   150-001 l -22-1-1 cb series pigtail cordsets, overmolded single-ended cb series overmolded cordsets feature polyamide strain  relief and polyurethane cable jacket. cable braid shield is terminated directly to  connector body for excellent emi performance. watertight overmolding meets  ip68/ mil-std-810 immersion requirements. -30c to +85c.  1 standard pigtail cordset. connector  is exposed and extends from  overmolding.   2 pigtail cordset with plug connector recessed  into overmolding. molded-in alignment  indicator and lock-unlock arrow. not  mateable with in-line shrouded receptacles. style 1 fig. length in meters polarizing  position 1  (blue) polarizing  position 2  (yellow) polarizing  position 3  (green) polarizing  position 4  (pink) fig. 1 1 150-001-22-1-1 150-001-22-2-1 150-001-22-3-1 150-001-22-4-1 fig. 1 2 150-001-22-1-2 150-001-22-2-2 150-001-22-3-2 150-001-22-4-2 fig. 1 3 150-001-22-1-3 150-001-22-2-3 150-001-22-3-3 150-001-22-4-3 fig. 1 4 150-001-22-1-4 150-001-22-2-4 150-001-22-3-4 150-001-22-4-4 fig. 2 1 150-002-22-1-1 150-002-22-2-1 150-002-22-3-1 150-002-22-4-1 fig. 2 2 150-002-22-1-2 150-002-22-2-2 150-002-22-3-2 150-002-22-4-2 fig. 2 3 150-002-22-1-3 150-002-22-2-3 150-002-22-3-3 150-002-22-4-3 fig. 2 4 150-002-22-1-4 150-002-22-2-4 150-002-22-3-4 150-002-22-4-4 fig. length in meters polarizing  position 1  (blue) polarizing  position 2  (yellow) polarizing  position 3  (green) polarizing  position 4  (pink) fig. 1 1 150-001-24-1-1 150-001-24-2-1 150-001-24-3-1 150-001-24-4-1 fig. 1 2 150-001-24-1-2 150-001-24-2-2 150-001-24-3-2 150-001-24-4-2 fig. 1 3 150-001-24-1-3 150-001-24-2-3 150-001-24-3-3 150-001-24-4-3 fig. 1 4 150-001-24-1-4 150-001-24-2-4 150-001-24-3-4 150-001-24-4-4 fig. 2 1 150-002-24-1-1 150-002-24-2-1 150-002-24-3-1 150-002-24-4-1 fig. 2 2 150-002-24-1-2 150-002-24-2-2 150-002-24-3-2 150-002-24-4-2 fig. 2 3 150-002-24-1-3 150-002-24-2-3 150-002-24-3-3 150-002-24-4-3 fig. 2 4 150-002-24-1-4 150-002-24-2-4 150-002-24-3-4 150-002-24-4-4 fig. length meters polarizing  position n  (white) polarizing  position w  (blue) polarizing  position x  (violet) polarizing  position y  (chrome yel.) polarizing  position z  (dark red) fig. 1 1 150-003-22-n-1 150-003-22-w-1 150-003-22-x-1 150-003-22-y-1 150-003-22-z-1 fig. 1 2 150-003-22-n-2 150-003-22-w-2 150-003-22-x-2 150-003-22-y-2 150-003-22-z-2 fig. 1 3 150-003-22-n-3 150-003-22-w-3 150-003-22-x-3 150-003-22-y-3 150-003-22-z-3 fig. 1 4 150-003-22-n-4 150-003-22-w-4 150-003-22-x-4 150-003-22-y-4 150-003-22-z-4 fig. 2 1 150-004-22-n-1 150-004-22-w-1 150-004-22-x-1 150-004-22-y-1 150-004-22-z-1 fig. 2 2 150-004-22-n-2 150-004-22-w-2 150-004-22-x-2 150-004-22-y-2 150-004-22-z-2 fig. 2 3 150-004-22-n-3 150-004-22-w-3 150-004-22-x-3 150-004-22-y-3 150-004-22-z-3 fig. 2 4 150-004-22-n-4 150-004-22-w-4 150-004-22-x-4 150-004-22-y-4 150-004-22-z-4 7 pin pigtail cordset, #22 awg conductors 7 pin pigtail cordset, #24 awg conductors 10 pin pigtail cordset, #22 awg conductors style 2

 ? 2007 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  20   e-mail:  sales@glenair.com  cb series connectors cb series ?pogopin? connectors all dimensions in millimeters (mm). information subject to change without notice. 1 2 cb series pigtail cordsets, overmolded fig. length meters polarizing  position n  (white) polarizing  position w  (blue) polarizing  position x  (violet) polarizing  position y  (chrome yel.) polarizing  position z  (dark red) fig. 1 1 150-003-24-N-1 150-003-24-w-1 150-003-24-x-1 150-003-24-y-1 150-003-24-z-1 fig. 1 2 150-003-24-n-2 150-003-24-w-2 150-003-24-x-2 150-003-24-y-2 150-003-24-z-2 fig. 1 3 150-003-24-n-3 150-003-24-w-3 150-003-24-x-3 150-003-24-y-3 150-003-24-z-3 fig. 1 4 150-003-24-n-4 150-003-24-w-4 150-003-24-x-4 150-003-24-y-4 150-003-24-z-4 fig. 2 1 150-004-24-n-1 150-004-24-w-1 150-004-24-x-1 150-004-24-y-1 150-004-24-z-1 fig. 2 2 150-004-24-n-2 150-004-24-w-2 150-004-24-x-2 150-004-24-y-2 150-004-24-z-2 fig. 2 3 150-004-24-n-3 150-004-24-w-3 150-004-24-x-3 150-004-24-y-3 150-004-24-z-3 fig. 2 4 150-004-24-n-4 150-004-24-w-4 150-004-24-x-4 150-004-24-y-4 150-004-24-z-4 10 pin pigtail cordset, #24 awg conductors specifications cable jacket material thermoplastic polyurethane, black, ul 94 v-0 rated cable shield tin-coated copper braid, 90% minimum coverage conductors silver coated stranded wire, tfe insulated, per m22759/11, color-coded  band-it ?  shield termination band stainless steel test voltage (dielectric withstanding voltage) 500 vac rms sea level, 100 vac rms 70,000 feet  insulation resistance 200 megohms minimum operating temperature  -30 c. to +85 c. immersion 1 meter water immersion for 1 hour per mil-std-810 method 512 solvent resistance, polyamide overmold excellent resistance to most solvents, fuels, and oils; poor resistance to strong  acids and bipolar solvents (alcohol) shielding effectiveness 50 db minimum from 100mhz to 1000mhz. flammability and toxicity (lszh jacket) toxicity index 3.9 per nes 713 oxygen index 28% per astm d-2863 smoke index 24 per nes 711 low smoke/zero halogen  cable jacket add code ?l? to the part  number to specify lszh  jacket. example:   150-001 l -22-1-1 length +50/ -0.0 300 min.  63.0 max. polyamide  overmolded  strain relief plug connector shielded  jacketed  cable ? 21.6 max length +50/ -0.0 300 min.  48.0 max. polyamide  overmolded  strain relief shielded  jacketed  cable ? 21.6 max lock unlock style 1 style 2
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