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		  Datasheet File OCR Text:


		    phb  switching polypropylene film  capacitors      features    ?  high current  ?   2, 4, 6 leads  ?  high dvdt  ?   high pulse current ratings    applications    ?  induction heaters  ?  switching power supplies  ?  resonant circuit  ?   motor speed controls    specifications    operating temperature range   -40c to +100c  capacitance tolerance  + 10% at 1 khz, 25c  + 5% optional  wvdc 250 330 400 600  700  non-recurrent svdc  vac  400 500 600 800 1000    wvdc 250 330 400 600  700  vac  160 220 275 350  400    ac voltage (50/60 hz)  for t>+85c , the voltage (dc/ac)must be decreased by (1.5/2.5)% per c  frequency  (khz)  c< 5uf 525uf  dissipation factor (max)  25c  1   0.05% 0.08%  0.1%    insulation resistance   insulation resistance  @25c ( 50% of maximum specified value  self inductance     phb  switching  polypropylene film  capacitors                    l 26.5  32  32  32  42.5 57.5  h all < 20 2024.5  all  all  t all all  < 18 all all all  s  22.5 27.5  27.5  27.5  37.5 52.5  d 0.8 0.8  1.0  1.2  1.2 1.2                l 32 42.5 57.5  s 27.5 37.5 52.5  d 1.2 1.2 1.2          l 42.5 57.5  s 37.5 52.5  d 1.2 1.2       

 phb metallized polypropylene, high frequency radial lead box capacitance (f) wvdc ic part number dv/dt (v/ sec.) maximum rms ripple current (a) 10 khz, +70c typical esr (m) 100 khz, +25c dims lxhxt (mm) s (mm) d (mm) p (mm) # leads 0.1 850 104phb850k2h 300 4 15 32x17x9 27.5 0.8 2 0.1 850 104phb850k2g 375 4 12.8 26.5x16x7 22.5 0.8 2 0.15 700 154phb700k2g 135 4 13.4 26.5x16x7 22.5 0.8 2 0.15 850 154phb850k2g 375 5 9.7 26.5x18.5x10 22.5 0.8 2 0.15 850 154phb850k2h 300 5.5 10.7 32x20x11 27.5 0.8 2 0.22 600 224phb600k2g 95 3.5 12.8 26.5x16x7 22.5 0.8 2 0.22 700 224phb700k2g 135 4.5 10.7 26.5x17x8.5 22.5 0.8 2 0.22 850 224phb850k2g 375 7 7.6 26.5x22x13 22.5 0.8 2 0.22 850 224phb850k2h 300 6.5 8.3 32x20x11 27.5 0.8 2 0.33 600 334phb600k2g 95 5 9.5 26.5x17x8.5 22.5 0.8 2 0.33 700 334phb700k2g 135 6 8.5 26.5x20x11 22.5 0.8 2 0.33 700 334phb700k2h 105 6 10.7 32x20x11 27.5 0.8 2 0.33 850 334phb850k2h 300 8 6.3 32x22x13 27.5 1 2 0.47 400 474phb400k2g 75 4.5 8.6 26.5x16x7 22.5 0.8 2 0.47 600 474phb600k2g 95 6 8.3 26.5x18.5x10 22.5 0.8 2 0.47 600 474phb600k2h 75 6 9.5 32x20x11 27.5 0.8 2 0.47 700 474phb700k2h 105 7.5 7.5 32x22x13 27.5 1 2 0.47 850 474phb850k2h 300 9.5 5.1 32x24.5x15 27.5 1.2 2 0.68 330 684phb330k2g 60 5 8.9 26.5x16x7 22.5 0.8 2 0.68 400 684phb400k2g 75 6.5 7.1 26.5x18.5x10 22.5 0.8 2 0.68 400 684phb400k2h 55 6.5 8.8 32x20x11 27.5 0.8 2 0.68 600 684phb600k2h 75 7 7.6 32x20x11 27.5 0.8 2 0.68 600 684phb600k2g 95 7 6.9 26.5x22x13 22.5 0.8 2 0.68 700 684phb700k2h 105 9 6.1 32x24.5x15 27.5 1 2 0.68 850 684phb850k2h 300 14 3.8 32x33x18 27.5 1.2 2 0.68 850 684phb850k4h 300 16 3.1 32x33x18 27.5 1.2 5.1 4 1 250 105phb250k2g 50 4.5 7.6 26.5x16x7 22.5 0.8 2 1 330 105phb330k2g 60 6.5 7 26.5x18.5x10 22.5 0.8 2 1 400 105phb400k2g 75 7.5 5.8 26.5x20x11 22.5 0.8 2 1 400 105phb400k2h 55 7 6.7 32x20x11 27.5 0.8 2 1 600 105phb600k2h 75 8.5 6.1 32x22x13 27.5 1 2 1 700 105phb700k2h 105 13 4.6 32x33x18 27.5 1.2 2 1 700 105phb700k4h 105 15.5 3.9 32x33x18 27.5 1.2 10.2 4 1 850 105phb850k4h 300 20.5 2.4 32x37x22 27.5 1.2 10.2 4 1 850 105phb850k2h 300 14 3.1 32x37x22 27.5 1.2 2 1 850 105phb850k2j 200 13 4.2 42.5x28x17 37.5 1.2 2 1.5 250 155phb250k2g 50 6.5 6.1 26.5x17x8.5 22.5 0.8 2 1.5 250 155phb250k2h 40 6.5 7.1 32x20x11 27.5 0.8 2 1.5 330 155phb330k2h 45 7.5 6.1 32x20x11 27.5 0.8 2 1.5 400 155phb400k2h 55 9 5.3 32x22x13 27.5 1 2 1.5 600 155phb600k2h 75 11.5 4.6 32x28x14 27.5 1.2 2 1.5 700 155phb700k2h 105 14 4 32x37x22 37.5 1.2 2 1.5 700 155phb700k2j 70 12 5.6 42.5x28x17 37.5 1.2 2 1.5 700 155phb700k4h 105 18 3.3 32x37x22 27.5 1.2 10.2 4 1.5 850 155phb850k2j 200 14 3.4 42.5x30x22 37.5 1.2 2 2 250 205phb250k2g 50 7.5 5.3 26.5x20x11 22.5 0.8 2 2 250 205phb250k2h 40 7 6.1 32x20x11 27.5 0.8 2 2 330 205phb330k2h 45 8.5 5.3 32x22x13 27.5 1 2 2 400 205phb400k2h 55 10 4.7 32x24.5x15 27.5 1.2 2 2 600 205phb600k2h 75 14 3.9 32x33x18 27.5 1.2 2 2 600 205phb600k4h 75 16 3.2 32x33x18 27.5 1.2 10.2 4 2 700 205phb700k2h 105 14 3.5 32x37x22 27.5 1.2 2 2 700 205phb700k2j 70 13 4.9 42.5x30x22 37.5 1.2 2 2 700 205phb700k4h 105 20 2.8 32x37x22 27.5 1.2 10.2 4 2 850 205phb850k4j 200 22.5 2.3 42.5x37x28 37.5 1.2 10.2 4 2 850 205phb850k2j 200 14 3 42.5x37x28 37.5 1.2 2 2.2 250 225phb250k2g 50 7.5 5.1 26.5x20x11 22.5 0.8 2 2.2 250 225phb250k2h 40 7 5.8 32x20x11 27.5 0.8 2

 phb metallized polypropylene, high frequency radial lead box capacitance (f) wvdc ic part number dv/dt (v/ sec.) maximum rms ripple current (a) 10 khz, +70c typical esr (m) 100 khz, +25c dims lxhxt (mm) s (mm) d (mm) p (mm) # leads 2.2 330 225phb330k2h 45 9 5.1 32x22x13 27.5 1 2 2.2 400 225phb400k2h 55 10.5 4.4 32x24.5x15 27.5 1.2 2 2.2 600 225phb600k2h 75 14 3.9 32x33x18 27.5 1.2 2 2.2 600 225phb600k4h 75 16.5 3.2 32x33x18 27.5 1.2 10.2 4 2.2 700 225phb700k2j 70 12 4.7 42.5x30x22 37.5 1.2 2 2.2 700 225phb700k4j 70 15.5 4 42.5x37x28 37.5 1.2 10.2 2 2.2 850 225phb850k2j 200 14 3 42.5x37x28 37.5 1.2 2 2.2 850 225phb850k4j 200 23 2.3 42.5x37x28 37.5 1.2 10.2 4 2.5 250 255phb250k2h 40 8 5.4 32x20x11 27.5 0.8 2 2.5 330 255phb330k2h 45 9.5 4.9 32x22x13 27.5 1 2 2.5 400 255phb400k2h 55 11 4.2 32x24.5x15 27.5 1.2 2 2.5 850 255phb850k2j 200 14 2.8 42.5x37x28 37.5 1.2 2 2.5 850 255phb850k4j 200 23 2.1 42.5x37x28 37.5 1.2 20.3 4 3 250 305phb250k2h 40 9 4.8 32x22x13 27.5 1 2 3 330 305phb330k2h 45 10.5 4.3 32x24.5x15 27.5 1 2 3 400 305phb400k4h 55 17 2.9 32x33x18 27.5 1.2 5.1 4 3 400 305PHB400K2H 55 14 3.6 32x33x18 27.5 1.2 2 3 600 305phb600k2h 75 14 3.3 32x37x22 27.5 1.2 2 3 600 305phb600k2j 55 14 4.3 42.5x30x22 37.5 1.2 2 3 600 305phb600k4h 75 21 2.6 32x37x22 27.5 1.2 10.2 4 3 700 305phb700k4j 70 20 3.2 42.5x37x28 37.5 1.2 10.2 4 3 700 305phb700k2j 70 14 3.9 42.5x37x28 37.5 1.2 2 3 850 305phb850k2j 200 14 2.4 42.5x45x30 37.5 1.2 2 3 850 305phb850k4j 200 27 1.8 42.5x45x30 37.5 1.2 20.3 4 3.3 250 335phb250k2h 40 9.5 4.3 32x22x13 27.5 1 2 3.3 330 335phb330k2h 45 10.5 4.1 32x24.5x15 27.5 1 2 3.3 400 335phb400k4h 55 17.5 2.8 32x33x18 27.5 1.2 5.1 4 3.3 400 335phb400k2h 55 14 3.5 32x33x18 27.5 1.2 2 3.3 600 335phb600k2h 75 14 3.2 32x37x22 27.5 1.2 2 3.3 600 335phb600k2j 55 14 4.1 42.5x30x22 37.5 1.2 2 3.3 600 335phb600k4h 75 21.5 2.5 32x37x22 27.5 1.2 10.2 4 3.3 700 335phb700k4j 70 20.5 3.1 42.5x37x28 37.5 1.2 20.3 4 3.3 700 335phb700k2j 70 14 3.8 42.5x37x28 37.5 1.2 2 3.3 850 335phb850k2j 200 14 2.4 42.5x45x30 37.5 1.2 2 3.3 850 335phb850k4j 200 27 1.8 42.5x45x30 37.5 1.2 20.3 4 4 250 405phb250k2h 40 10.5 3.8 32x22x13 27.5 1 2 4 400 405phb400k2h 55 14 3.2 32x33x18 27.5 1.2 2 4 400 405phb400k4h 55 18.5 2.5 32x33x18 27.5 1.2 10.2 4 4 600 405phb600k4j 55 21 2.9 42.5x37x28 37.5 1.2 10.2 4 4 600 405phb600k2j 55 14 3.6 42.5x37x28 37.5 1.2 2 4 700 405phb700k2j 70 14 3.3 42.5x45x30 37.5 1.2 2 4 700 405phb700k4j 70 22.5 2.7 42.5x45x30 37.5 1.2 20.3 4 4 850 405phb850k4r 110 25 2.5 57.5x45x30 52.5 1.2 20.3 4 4 850 405phb850k2r 110 14 3.2 57.5x45x30 52.5 1.2 2 4.7 250 475phb250k2h 40 12 3.5 32x28x14 27.5 1.2 2 4.7 250 475phb250k4h 40 15 2.8 32x28x14 27.5 1.2 5.1 4 4.7 330 475phb330k4h 45 17 2.7 32x33x18 27.5 1.2 5.1 4 4.7 330 475phb330k2h 45 14 3.4 32x33x18 27.5 1.2 2 4.7 400 475phb400k2h 55 14 2.8 32x37x22 27.5 1.2 2 4.7 400 475phb400k2j 40 13.5 3.9 42.5x28x17 37.5 1.2 2 4.7 400 475phb400k4h 55 21.5 2.1 32x37x22 27.5 1.2 10.2 4 4.7 600 475phb600k4j 55 22 2.6 42.5x37x28 37.5 1.2 10.2 4 4.7 600 475phb600k2j 55 14 3.3 42.5x37x28 37.5 1.2 2 4.7 700 475phb700k2j 70 14 3.1 42.5x45x30 37.5 1.2 2 4.7 700 475phb700k4j 70 25 2.4 42.5x45x30 37.5 1.2 20.3 4 4.7 850 475phb850k4r 110 27 2.1 57.5x45x30 52.5 1.2 20.3 4 4.7 850 475phb850k2r 110 14 2.8 57.5x45x30 52.5 1.2 2 5 250 505phb250k2h 40 12 3.4 32x28x14 27.5 1.2 2

 phb metallized polypropylene, high frequency radial lead box capacitance (f) wvdc ic part number dv/dt (v/ sec.) maximum rms ripple current (a) 10 khz, +70c typical esr (m) 100 khz, +25c dims lxhxt (mm) s (mm) d (mm) p (mm) # leads 5 250 505phb250k4h 40 15 2.7 32x28x14 27.4 1.2 5.1 4 5 330 505phb330k4h 45 17.5 2.6 32x33x18 27.5 1.2 5.1 4 5 330 505phb330k2h 45 14 3.3 32x33x18 27.5 1.2 2 5 400 505phb400k4h 55 22 2.1 32x37x22 27.5 1.2 10.2 4 5 400 505phb400k2h 55 14 2.8 32x37x22 27.5 1.2 2 5 400 505phb400k2j 40 14 3.7 42.5x30x22 37.5 1.2 2 5 600 505phb600k2j 55 14 3.3 42.5x37x28 37.5 1.2 2 5 600 505phb600k4j 55 22 2.6 42.5x37x28 37.5 1.2 10.2 4 5 700 505phb700k2j 70 14 3 42.5x45x30 37.5 1.2 2 5 700 505phb700k4j 70 25.5 2.3 42.5x45x30 37.5 1.2 20.3 4 5.6 850 565phb850k4r 110 27 2 57.5x50x35 52.5 1.2 20.3 4 5.6 850 565phb850k2r 110 14 2.7 57.5x50x35 52.5 1.2 2 6 700 605phb700k2r 40 14 5 57.5x45x30 52.5 1.2 2 6 700 605phb700k4r 40 20 4.3 57.5x45x30 52.5 1.2 20.3 4 6 850 605phb850k4r 110 27 2 57.5x50x35 52.5 1.2 20.3 4 6 850 605phb850k2r 110 14 2.6 57.5x50x35 52.5 1.2 2 6.8 250 685phb250k2h 40 14 3.1 32x33x18 27.5 1.2 2 6.8 250 685phb250k4h 40 18 2.4 32x33x18 27.5 1.2 5.1 4 6.8 330 685phb330k2h 45 14 2.8 32x37x22 27.5 1.2 2 6.8 330 685phb330k2j 30 14 3.7 42.5x28x17 37.5 1.2 2 6.8 330 685phb330k4h 45 22 2.1 32x37x22 27.5 1.2 10.2 4 6.8 400 685phb400k4j 40 21.5 2.6 42.5x37x28 37.5 1.2 10.2 4 6.8 400 685phb400k2j 40 14 3.3 42.5x30x22 37.5 1.2 2 6.8 600 685phb600k2j 55 14 2.8 42.5x45x30 37.5 1.2 2 6.8 600 685phb600k4j 55 25 2.1 42.5x45x30 37.5 1.2 20.3 4 6.8 700 685phb700k4r 40 21.5 4 57.5x45x30 52.5 1.2 20.3 4 6.8 700 685phb700k2r 40 14 4.7 57.5x45x30 52.5 1.2 2 8 700 805phb700k2r 40 14 4.4 57.5x50x35 52.5 1.2 2 8 700 805phb700k4r 40 23.5 3.7 57.5x50x35 52.5 1.2 20.3 4 9 600 905phb600k4j 55 27 1.9 42.5x45x30 37.5 1.2 20.3 4 9 600 905phb600k2j 55 14 2.6 42.5x45x30 37.5 1.2 2 9 700 905phb700k2r 40 14 4.1 57.5x50x35 52.5 1.2 2 9 700 905phb700k4r 40 25 3.4 57.5x50x35 52.5 1.2 20.3 4 10 250 106phb250k2h 40 14 2.6 32x33x18 27.5 1.2 2 10 250 106phb250k2j 25 14 3.6 42.5x28x17 37.5 1.2 2 10 250 106phb250k4h 40 20.5 1.9 32x33x18 27.5 1.2 10.2 4 10 400 106phb400k4j 40 26 2.1 42.5x37x28 37.5 1.2 20.3 4 10 400 106phb400k2j 40 14 2.8 42.5x37x28 37.5 1.2 2 10 600 106phb600k2r 30 14 4.5 57.5x45x30 52.5 1.2 2 10 600 106phb600k4r 30 22 3.8 57.5x45x30 52.5 1.2 20.3 4 15 250 156phb250k2j 25 14 3.1 42.5x30x22 37.5 1.2 2 15 330 156phb330k2j 30 14 2.7 42.5x37x28 37.5 1.2 2 15 330 156phb330k4j 30 24 2 42.5x37x28 37.5 1.2 10.2 4 15 400 156phb400k4j 40 27 1.7 42.5x45x30 37.5 1.2 20.3 4 15 400 156phb400k2j 40 14 2.4 42.5x45x30 37.5 1.2 2 15 600 156phb600k2r 30 14 3.7 57.5x50x35 52.5 1.2 2 15 600 156phb600k4r 30 25 3 57.5x50x35 52.5 1.2 20.3 4 20 250 206phb250k2j 25 14 2.8 42.5x37x28 37.5 1.2 2 20 250 206phb250k4j 25 24 2.1 42.5x37x28 37.5 1.2 10.2 4 20 330 206phb330k4j 30 27 1.8 42.5x45x30 37.5 1.2 20.3 4 20 330 206phb330k2j 30 14 2.5 42.5x45x30 37.5 1.2 2 20 400 206phb400k4r 20 24.5 3 57.5x45x30 52.5 1.2 20.3 4 20 400 206phb400k2r 20 14 3.7 57.5x45x30 52.5 1.2 2 22 250 226phb250k2j 25 14 2.8 42.5x37x28 37.5 1.2 2 22 250 226phb250k4j 25 25 2.1 42.5x37x28 37.5 1.2 10.2 4 22 400 226phb400k4r 20 25.5 2.9 57.5x50x35 52.5 1.2 20.3 4 22 400 226phb400k2r 20 14 3.6 57.5x50x35 52.5 1.2 2 25 250 256phb250k4j 25 26 1.9 42.5x37x28 37.5 1.2 20.3 4

 phb metallized polypropylene, high frequency radial lead box capacitance (f) wvdc ic part number dv/dt (v/ sec.) maximum rms ripple current (a) 10 khz, +70c typical esr (m) 100 khz, +25c dims lxhxt (mm) s (mm) d (mm) p (mm) # leads 25 250 256phb250k2j 25 14 2.6 42.5x37x28 37.5 1.2 2 25 330 256phb330k2r 17 14 3.6 57.5x45x30 52.5 1.2 2 25 330 256phb330k4r 17 23 2.9 57.5x45x30 52.5 1.2 20.3 4 25 400 256phb400k4r 20 26 2.8 57.5x50x35 52.5 1.2 20.3 4 25 400 256phb400k2r 20 14 3.4 57.5x50x35 52.5 1.2 2 30 250 306phb250k2j 25 14 2.6 42.5x45x30 37.5 1.2 2 30 250 306phb250k4j 25 26.5 1.9 42.5x45x30 37.5 1.2 20.3 4 30 330 306phb330k2r 17 14 3.4 57.5x45x30 52.5 1.2 2 30 330 306phb330k4r 17 24.5 2.7 57.5x45x30 52.5 1.2 20.3 4 33 250 336phb250k2j 25 14 2.4 42.5x45x30 37.5 1.2 2 33 250 336phb250k4j 25 27 1.7 42.5x45x30 37.5 1.2 20.3 4 33 330 336phb330k2r 17 14 3.3 57.5x50x35 52.5 1.2 2 33 330 336phb330k4r 17 26 2.6 57.5x50x35 52.5 1.2 20.3 4 35 330 356phb330k4r 17 22 2.6 57.5x50x35 52.5 1.2 20.3 4 35 330 356phb330k2r 17 12 3.2 57.5x50x35 52.5 1.2 2 40 250 406phb250k4r 15 26 2.6 57.5x45x30 52.5 1.2 20.3 4 40 250 406phb250k2r 15 14 3.3 57.5x45x30 52.5 1.2 2 40 330 406phb330k4r 17 27 2.4 57.5x50x35 52.5 1.2 20.3 4 40 330 406phb330k2r 17 14 3.1 57.5x50x35 52.5 1.2 2 50 250 506phb250k4r 15 26.5 2.3 57.5x50x35 52.5 1.2 20.3 4 50 250 506phb250k2r 15 12 3 57.5x50x35 52.5 1.2 2 60 250 606phb250k2r 15 14 2.7 57.5x50x35 52.5 1.2 2 60 250 606phb250k4r 15 27 2 57.5x50x35 52.5 1.2 20.3 4
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