

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						1N4077			TF841S			74406			100001			PHC15			PW705			DM9006			A9108			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				MR16-45-0ER-014S Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  ??? direct incandescent replacement -- up to 90% energy savings 45/48-led mr16 trackled? light bulb features ? easy installation using existing socket ? led operating life: 100,000+ hrs? ?? (10+ years) ? solid-state, fast turn on,? ?? no power surge ? high shock / vibration resistant ? major power savings ? voltages available 12/14v, 24v,? ?? 28v, 120vac, 240vac ? major reduction in heat generation ? three-year lamp warranty ? choice of 13 colors & infrared ? may not work with dimmer circuits. ? for direct 12vdc line power source applications. ? transformers must be regulated and the output voltage should not exceed 12vdc. ?series mr16-48? dimensions? viewing angle options 12 to 15o narrow angle (n) 20 to 30o standard angle (s) 50 to 60o medium angle (m) 120o wide angle (w) mark to order part number retail? price (volume? discount? available) led color input voltage power (watts) (typ) illumination ft-cd (end lumens) intensity per led ?i v  ? (mcd)(typ) l p  ? (nm) ? ?mr16-45-0ur-014n ? ? ul red ? 12/14v 2-3 90@15o 2000 660 ? ?MR16-45-0ER-014S ? ? sp red ? 12/14v 2-3 189@22o 4200 639 ? ?mr16-45-0uo-014n ? ? sp orange ? 12/14v 2-3 180@15o 4000 612 ? ?mr16-45-0uy-014n ? ? sp yellow ? 12/14v 2-3 168@15o 3750 595 ? ?mr16-45-0py-014s ? ? sp p yell ? 12/14v 2-3 112@22o 2500 594 ?mr16-46-0yw-014s yel / white ? 12/14v 3-4 175@20o 3k / 6k 592 /8000k ? ? ?mr16-48-0iw-014s ? ? inc white ? 12/14v 3-4 96@20o 2000 4500k ? ? ?mr16-48-0cw-014s ? ? cool white ? 12/14v 3-4 288@20o 6000 8000k ? ? ?mr16-48-2cw-014s ? ? cool white ? 12/14v 3-4 192@22o 4000 8000k ? ? ?mr16-45-0ug-014n ? ? l. green ? 12/14v 2-3 45@15o 1000 570 ? ?mr16-48-0ag-014n ? ? aq. green ? 12/14v 3-4 480@15o 10,000 525 ? ?mr16-48-1ag-014n ? ? aq. green ? 12/14v 3-4 144@15o 3000 525 ? ?mr16-48-2ag-014n ? ? aq. green ? 12/14v 3-4 288@15o 6000 525 ? ?mr16-48-0bg-014s ? ? b. green ? 12/14v 3-4 336@30o 3000 505 ? ?mr16-48-1bg-014n ? b. green ? 12/14v 3-4 48@15o 1000 505 ? ?mr16-48-2bg-014n ? ? b. green ? 12/14v 3-4 96@15o 2000 505 ? ?mr16-48-0pb-014n ? ? sp blue ? 12/14v 3-4 144@15o 3000 470 ? ?mr16-48-1pb-014n ? sp blue ? 12/14v 3-4 48@15o 1000 470 ? ?mr16-48-2pb-014n ? ? sp blue ? 12/14v 3-4 96@15o 2000 470 ? ?mr16-48-0ub-014n ? ? ul blue ? 12/14v 3-4 24@15o 500 430 ? ?mr16-48-851-014n ? ? infrared ? 12/14v 4-5 -- 12mw ? 850 ? ?mr16-48-881-014n ? ? infrared ? 12/14v 4-5 --? 10mw ? 880 ? ?mr16-48-941-014n ? ? infrared ? 12/14v 4-5 --? 8mw ? 940 custom options for large quantity oem requirements: for other voltages, replace -014n with -024n (for 24vdc), -120an (for 120vac), -240an (for 240vac) replace n in part number with required viewing angle options n - narrow (12o)?? s - standard (30o)?? m - medium (50o)?? w - extra wide (120o) **  1 (one) end-lumen is approximately 1 end-footcandles, measurement for narrow angle (n) ?  infrared led intensity is shown as typical milliwatt power per steradian ?  color temperature (kelvin degrees) (for more information, refer to log #147a  "common light measurement terms" ) 23105 kashiwa ct, torrance, ca? 90505 - ph:? (800) 579-4875/(310) 534-1505 - fax: (310) 534-1424 ? copyright 1997-2001 ledtronics, inc. all rights reserved - contact  webmaster@ledtronics.com mr16 trackled light bulb, 45/48 led - page 1 file:///c|/windows/desktop/newwwpdf/mr1648.htm [8/15/2002 3:43:47 pm] ideal for use with alternate and renewable energy resources like solar & wind power major energy reduction, reduces light pollution, "dark skies" initiative compatible
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