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		  Datasheet File OCR Text:


		  specifications subject to change without notice. series actuator termination no.of  positions j = low profile l = extended s = recessed w/o tape seal t = recessed  w/ tape seal a = splayed pins h = straight pins g = gull wing model no. ka example ordering number ka _ j _ 02 _ s _ a _ g _ t       how to order 02 = 2 03 = 3 04 = 4 05 = 5 06 = 6 07 = 7 08 = 8 09 = 9 10 = 10 12 = 12 specifications switch function: 2, 3, 4, 5, 6, 7, 8, 9, 10 & 12 positions ratings: switch: 25ma @ 24 vdc carry: 100ma @ 50 vdc contact resistance: initial 50m   typical @ 2-4 vcd, 100ma insulation resistance: 100 m   min. operating life: 2,000 cycles, typical dielectric strength: 500 v rms @ sea level between adjacent terminals temperature range: -40 c to 85 c materials base:  pps ul94 v0, black finish cover:  pps ul94 v0, black finish actuator:  nylon ul94 v0, white finish movable contact:  gold-plated copper alloy terminal contact:  gold-plated brass tape seal: mylar, amber color typical smt temperature profile switches are supplied in standard ic tubes with all poles in the  ?off? position. packaging features & benefits available in smt or thru hole tape & reel or tube packaging up to 12 positions applications/markets garage door openers test & instrumentation telecommunications controller application ka g = gold terminal finish packaging t = std. tube  r = tape and reel cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 213 info @ e-switch.com www.e-switch.com series kaj switches low-profile dip switches

 p.c. mounting schematic kaj straight (for manual insertion) termination & pin spacing options h  7.62mm  s  pacing kaj splay (for ic machine insertion) a  9.84mm  s  pacing kaj g gull wing p.c. mounting schematic cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 214 fax: 763-531-8235 phone: 800-867-2717 series kaj switches low-profile dip switches

 packaging & seal options actuator options s recessed l  extended  *top tape seal for recessed actuator only. pitch:  16mm t  top tape sealed r  tape and reel with top tape seal 2 16mm 3 16mm 4 24mm 5 24mm 6 24mm 7 32mm 8 32mm 9 44mm 10 44mm 12 44mm pos. tapesize (w) cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 215 info @ e-switch.com www.e-switch.com
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