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		  Datasheet File OCR Text:


		  d d.18 compact style in hazardous area applications, the installation instructions  and the rated data specifcations for accessories given in the  technical appendix must be followed. technical data rated data rated voltage v rated current a rated cross-section mm2 rated impulse voltage / pollution severity kv/- gauge to iec 60947-1 / ul94 flammability class approvals clamped conductors (h05v/h07v) solid / stranded mm2 fexible / stranded wire with end ferrules mm2 stripping length / blade size mm/- note width/length/height with ts35x7.5 mm max. current / max. cond. cross-section a/mm2 max. clamping range mm2 version dark beige wemid blue wemid note for detailed information on other accessories and ap- plications, refer to the ?accessories section pluggable cross-connection 2-pole 3-pole 4-pole 10-pole 20-/24-pole end plate / partition dark beige wemid end bracket dark beige wemid test adapter standard with assembly peg screwdriver standard reducing sleeves for conductors < 0,5 mm2 / awg 20 for conductors < 1,0 mm2 / awg 18 cover with lightning fash symbol 2 connections zdu 2.5n 2.5 mm2 5.1 x 50.5 x 39 24 / 4 0.05...4 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. type qty order no. zdu 2.5n 50 1933700000 zdu 2.5n bl 50 1933710000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type current qty order no. zqv 2.5/2 24 a 60 1608860000 zqv 2.5/3 24 a 60 1608870000 zqv 2.5/4 24 a 60 1608880000 zqv 2.5/10 24 a 20 1608940000 zqv 2.5/20 24 a 20 1908960000 width zap/tw zdu/zpe 2.5n 2 mm 20 1933790000 zew 35 6 mm 20 9540000000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 zad 9/4 20 1934160000 ordering data dek 5/5 / ws 10/5 marking systems (see assortment in catalogue 7) marking tags iec ul csa en 60079-7 800 300 300 550 24 20 20 20.5 2.5 awg 30...12 awg 30...12 2.5 6 / 3 a2 / v0 r { u rated connection 0.5...4 / 1.5...2.5 0.5...2.5 / 0.5...1.5 10 / 0.6 x 3.5 mm accessories iec 60947-7-1 (-7-2) 3 connections zdu 2.5n/3an 2.5 mm2 5.1 x 56.5 x 39 24 / 4 0.05...4 iec ul csa en 60079-7 800 300 300 550 24 20 20 20.5 2.5 awg 30...12 awg 30...12 2.5 6 / 3 a2 / v0 r { u rated connection 0.5...4 / 1.5...2.5 0.5...2.5 / 0.5...1.5 10 / 0.6 x 3.5 mm 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. iec 60947-7-1 (-7-2) type qty order no. zdu 2.5n/3an 50 1933720000 zdu 2.5n/3an bl 50 1933730000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type current qty order no. zqv 2.5/2 24 a 60 1608860000 zqv 2.5/3 24 a 60 1608870000 zqv 2.5/4 24 a 60 1608880000 zqv 2.5/10 24 a 20 1608940000 zqv 2.5/20 24 a 20 1908960000 width zap/tw zdu/zpe 2.5n 2 mm 20 1933790000 zew 35 6 mm 20 9540000000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 zad 9/4 20 1934160000 dek 5/5 / ws 10/5 terminals, z-series feed-through terminals

 d d.19 4 connections zdu 2.5n/4an 2.5 mm2 5.1 x 60 x 39 24 / 4 0.05...4 iec ul csa en 60079-7 800 300 300 550 24 20 20 20.5 2.5 awg 30...12 awg 30...12 2.5 6 / 3 a2 / v0 r { u rated connection 0.5...4 / 1.5...2.5 0.5...2.5 / 0.5...1.5 10 / 0.6 x 3.5 mm 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. iec 60947-7-1 (-7-2) type qty order no. zdu 2.5n/4an 50 1933740000 zdu 2.5n/4an bl 50 1933750000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type current qty order no. zqv 2.5/2 24 a 60 1608860000 zqv 2.5/3 24 a 60 1608870000 zqv 2.5/4 24 a 60 1608880000 zqv 2.5/10 24 a 20 1608940000 zqv 2.5/20 24 a 20 1908960000 width zap/tw zdu/zpe 2.5n 2 mm 20 1933790000 zew 35 6 mm 20 9540000000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 zad 9/4 20 1934160000 dek 5/5 / ws 10/5 terminals, z-series feed-through terminals

 d d.20 compact style in hazardous area applications, the installation instructions  and the rated data specifcations for accessories given in the  technical appendix must be followed. technical data rated data rated voltage v rated current a rated cross-section mm2 rated impulse voltage / pollution severity kv/- gauge to iec 60947-1 / ul94 flammability class approvals clamped conductors (h05v/h07v) solid / stranded mm2 fexible / stranded wire with end ferrules mm2 stripping length / blade size mm/- note width/length/height with ts35x7.5 mm max. current / max. cond. cross-section a/mm2 max. clamping range mm2 version dark beige wemid blue wemid note for detailed information on other accessories and ap- plications, refer to the ?accessories section pluggable cross-connection 2-pole 3-pole 4-pole 10-pole 20-/24-pole end plate / partition dark beige wemid end bracket dark beige wemid test adapter standard with assembly peg screwdriver standard reducing sleeves for conductors < 0,5 mm2 / awg 20 for conductors < 1,0 mm2 / awg 18 cover with lightning fash symbol double-level terminal zdk 2.5/3an 2.5 mm2 5.1 x 93 x 51.5 24 / 4 0.05...4 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. type qty order no. zdk 2.5/3an 50 1924510000 zdk 2.5/3an bl 50 1924500000 terminal with diode zdk 2.5/3an d1, 1924440000 and zdk 2.5/3an  d2, 1924450000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type current qty order no. zqv 2.5/2 24 a 60 1608860000 zqv 2.5/3 24 a 60 1608870000 zqv 2.5/4 24 a 60 1608880000 zqv 2.5/10 24 a 20 1608940000 zqv 2.5/20 24 a 20 1908960000 width zap/tw zdk 2.5/3an 2 mm 20 1924910000 zew 35 6 mm 20 9540000000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 zad 9/4 20 1934160000 ordering data snap mark / dek 5/5 / ws 10/5 marking systems (see assortment in catalogue 7) marking tags iec ul csa en 60079-7 800 300 300 550 24 20 20 20.5 2.5 awg 30...12 awg 30...12 2.5 8 / 3 a2 / v0 r { u rated connection 0.5...4 / 0.5...2.5 0.5...2.5 / 0.5...2.5 10 / 0.6 x 3.5 mm accessories iec 60947-7-1 vertical cross-connected double-level ter - minal zdk 2.5/3an v 2.5 mm2 5.1 x 93 x 51.5 24 / 4 0.05...4 iec ul csa en 60079-7 800 300 300 550 24 20 20 20.5 2.5 awg 30...12 awg 30...12 2.5 8 / 3 a2 / v0 r { u rated connection 0.5...4 / 0.5...2.5 0.5...2.5 / 0.5...2.5 10 / 0.6 x 3.5 mm 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. iec 60947-7-1 type qty order no. zdk 2.5/3an v 50 1924490000 zdk 2.5/3an v bl 50 1924480000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type current qty order no. zqv 2.5/2 24 a 60 1608860000 zqv 2.5/3 24 a 60 1608870000 zqv 2.5/4 24 a 60 1608880000 zqv 2.5/10 24 a 20 1608940000 zqv 2.5/20 24 a 20 1908960000 width zap/tw zdk 2.5/3an 2 mm 20 1924910000 zew 35 6 mm 20 9540000000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 zad 9/4 20 1934160000 snap mark / dek 5/5 / ws 10/5 terminals, z-series feed-through terminals

 d d.34 compact style in hazardous area applications, the installation instructions  and the rated data specifcations for accessories given in the  technical appendix must be followed. technical data rated data rated cross-section mm2 rated voltage to adjacent terminal v rated impulse withstand voltage to adjacent terminal kv pollution severity gauge to iec 60947-1 / ul94 flammability class approvals clamped conductors (h05v/h07v) solid / stranded mm2 fexible / stranded wire with end ferrules mm2 stripping length / blade size mm/- note width/length/height with ts35x7.5 mm max. current / max. cond. cross-section a/mm2 max. clamping range mm2 version green/yellow wemid note for detailed information on other accessories and ap- plications, refer to the ?accessories section end plate / partition dark beige wemid end bracket dark beige wemid test adapter standard with assembly peg screwdriver standard reducing sleeves for conductors < 0,5 mm2 / awg 20 for conductors < 1,0 mm2 / awg 18 2 connections zpe 2.5n 2.5 mm2 5.1 x 50.5 x 39  / 4 0.05...4 pe 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. type qty order no. zpe 2.5n 50 1933760000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type width qty order no. zap/tw zdu/zpe 2.5n 2 mm 20 1933790000 zew 35 6 mm 20 9540000000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 ordering data dek 5/5 / ws 10/5 marking systems (see assortment in catalogue 7) marking tags iec ul csa en 60079-7 2.5 awg 30...12 awg 30...12 2.5 800 6 3 a2 / v0 r { u rated connection 0.5...4 / 1.5...2.5 0.5...2.5 / 0.5...1.5 10 / 0.6 x 3.5 mm accessories iec 60947-7-1 (-7-2) 3 connections zpe 2.5n/3an 2.5 mm2 5.1 x 56.5 x 39  / 4 0.05...4 pe iec ul csa en 60079-7 2.5 awg 30...12 awg 30...12 2.5 800 6 3 a2 / v0 r { u rated connection 0.5...4 / 1.5...2.5 0.5...2.5 / 0.5...1.5 10 / 0.6 x 3.5 mm 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. iec 60947-7-1 (-7-2) type qty order no. zpe 2.5n/3an 50 1933770000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type width qty order no. zap/tw zdu/zpe 2.5n 2 mm 20 1933790000 zew 35 6 mm 20 9540000000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 dek 5/5 / ws 10/5 terminals, z-series modular pe terminals

 d d.35 4 connections zpe 2.5n/4an 2.5 mm2 5.1 x 60 x 39  / 4 0.05...4 pe iec ul csa en 60079-7 2.5 awg 30...12 awg 30...12 2.5 800 6 3 a2 / v0 r { u rated connection 0.5...4 / 1.5...2.5 0.5...2.5 / 0.5...1.5 10 / 0.6 x 3.5 mm 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. iec 60947-7-1 (-7-2) type qty order no. zpe 2.5n/4an 50 1933780000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type width qty order no. zap/tw zdu/zpe 2.5n 2 mm 20 1933790000 zew 35 6 mm 20 9540000000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 dek 5/5 / ws 10/5 terminals, z-series modular pe terminals

 d d.36 compact style in hazardous area applications, the installation instructions  and the rated data specifcations for accessories given in the  technical appendix must be followed. technical data rated data rated cross-section mm2 rated voltage to adjacent terminal v rated impulse withstand voltage to adjacent terminal kv pollution severity gauge to iec 60947-1 / ul94 flammability class approvals clamped conductors (h05v/h07v) solid / stranded mm2 fexible / stranded wire with end ferrules mm2 stripping length / blade size mm/- note width/length/height with ts35x7.5 mm max. current / max. cond. cross-section a/mm2 max. clamping range mm2 version green/yellow wemid note for detailed information on other accessories and ap- plications, refer to the ?accessories section pluggable cross-connection 2-pole 3-pole 4-pole 10-pole 20-/24-pole end plate / partition dark beige wemid end bracket dark beige wemid test adapter standard with assembly peg screwdriver standard reducing sleeves for conductors < 0,5 mm2 / awg 20 for conductors < 1,0 mm2 / awg 18 cover with lightning fash symbol double-level terminal zdk 2.5/3an pe 2.5 mm2 5.1 x 93 x 51.5  / 4 0.05...4 pe 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. type qty order no. zdk 2.5/3an pe 50 1924470000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type qty order no. width zap/tw zdk 2.5/3an 2 mm 20 1924910000 zew 35/2 8 mm 20 8630740000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 ordering data snap mark / dek 5/5 / ws 10/5 marking systems (see assortment in catalogue 7) marking tags iec ul csa en 60079-7 2.5 awg 30...12 awg 30...12 2.5 800 8 3 a2 / v0 r { u rated connection 0.5...4 / 0.5...2.5 0.5...2.5 / 0.5...2.5 10 / 0.6 x 3.5 mm accessories iec 60947-7-1 (-7-2) double-level terminal (du-pe) zdk 2.5/3an du-pe 2.5 mm2 5.1 x 93 x 51.5 31 / 4 0.05...4 pe iec ul csa en 60079-7 2.5 awg 30...12 awg 30...12 2.5 800 8 3 a2 / v0 r { u rated connection 0.5...4 / 0.5...2.5 0.5...2.5 / 0.5...2.5 10 / 0.6 x 3.5 mm 2.5 mm2 fexible conductors with wire end ferrules are crimped with the  weidmller pz 6/5 crimping tool. iec 60947-7-1 (-7-2) type qty order no. zdk 2.5/3an du-pe 50 1924460000 2.5 mm2 conductors with plastic collar wire end ferrules only with optimi - sed diameter collar (order no. 1333100000, 500 pcs). type current qty order no. zqv 2.5/2 24 a 60 1608860000 zqv 2.5/3 24 a 60 1608870000 zqv 2.5/4 24 a 60 1608880000 zqv 2.5/10 24 a 20 1608940000 zqv 2.5/20 24 a 20 1908960000 width zap/tw zdk 2.5/3an 2 mm 20 1924910000 zew 35 6 mm 20 9540000000 zta zt2.5 5.1 mm 25 1827080000 zta zt2.5/za 5.1 mm 25 1847600000 sd 0.6x3.5x100 1 9008330000 zrh 1.5h/1 1000 1678810000 zrh 1.5h/2 1000 1678800000 zad 9/4 20 1934160000 snap mark / dek 5/5 / ws 10/5 terminals, z-series modular pe terminals
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