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		  Datasheet File OCR Text:


		  38999       26482 83723 iii 5015 26500 pyle printed circuit board emi filter transient fiber optics options   others matrix 2    matrix   pyle   crimp rear  release matrix 30 i    ii     iii high speed contacts sjt    contact amphenol aerospace for more information at 800-678-0141  ?  www.amphenol-aerospace.com amphenol aerospac e c h s 2 places panel thickness .062 min  .125 max 1.57 min  3.18 max blue band ?? .378 max 9.60 max 1.280 max 32.51 max k ref shell sizes 9/11 C                                .871  22.12 shell sizes 13/25 C                                .878  22.30 .091 max 2.31 max b thread v thread d red band ? CaC .794 max 20.17 max   .940 max 23.88 max view d for size 8 twinax onl y , relative  to view d for size 8 coaxial onl y , relative  to CaC CaC   ?  red band indicates fully mated   ??  blue band indicates rear release contact retention system     .059 dia min.      1.5 dia min. , 3 lockwire holes formed lockwire hole design (6 holes) is optional millimeters all dimensions for reference only   note: deep reach receptacles are available for panel thicknesses up to .750 max. panel hole  dimensions jam nut d-hole mounting d 1 d 2 inches tv07r (d38999/24) C crimp, metal  ctv07r (d38999/24) C crimp, composite jam nut receptacle shell  size ms  shell  size  code b thread  class 2a  0.1p- 0.3l-ts  (plated) c max. d 1 +.010  C.000 d 2 +.000  C.010 h hex +.017  C.016 s  .010  9 a   .6250  1.199 .700 .670 .875 1.062 11 b   .7500 1.386 .825 .770 1.000 1.250 13 c   .8750 1.511 1.010 .955 1.188 1.375 15 d 1.0000 1.636 1.135 1.085 1.312 1.500 17 e 1.1875 1.761 1.260 1.210 1.438 1.625 19 f 1.2500 1.949 1.385 1.335 1.562 1.812 21 g 1.3750 2.073 1.510 1.460 1.688 1.938 23 h 1.5000 2.199 1.635 1.585 1.812 2.062 25 j 1.6250 2.323 1.760 1.710 2.000 2.188 shell  size ms  shell  size  code c max. d 1 +.25  C.00 d 2 +.00  C.25 h hex +.43  C.41 s  .25 v thread  metric   9 a 30.45 17.78 17.02 22.23 26.97 m12x1-6g 11 b 35.20 20.96 19.59 25.40 31.75 m15x1-6g 13 c 38.38 25.65 24.26 30.18 34.93 m18x1-6g 15 d 41.55 28.83 27.56 33.32 38.10 m22x1-6g 17 e 44.73 32.01 30.73 36.53 41.28 m25x1-6g 19 f 49.50 35.18 33.91 39.67 46.02 m28x1-6g 21 g 52.65 38.35 37.08 42.80 49.23 m31x1-6g 23 h 55.85 41.53 40.26 46.02 52.37 m34x1-6g 25 j 59.00 44.70 43.43 50.80 55.58 m37x1-6g tv 07 rw 9-35 p b (453) tvs 07 rk x-x x x (xxx) tvs 07 rf x-x x x (xxx) tvs 07 rs x-x x x (xxx) ctv 07 rw x-x x x (xxx) ctvs 07 rf x-x x x (xxx) d38999/ 24 x x-x x x na connector type shell  style service  class shell size & insert arrg contact  type alternate  position special  variations to complete,    see how to order   pages 22-24. part #
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