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		  Datasheet File OCR Text:


		  8 single row idc header series 8284 idc header/socket for 0.100" (2.54mm) pitch idc for 0.100" (2.54mm) round conductor flat cable uses similar 8289/8290 contact components recognized under ul & csa specifications, but housed in a single row insulator  format. the header is a 1-piece insulator with right angle, straight solder or press-fit terminations. the socket  is a 2-piece insulator design with idc contacts suitable for termination to 26/28 awg stranded ribbon cable or dip solder terminations. material: molding - ul94vo rated grey polyester contact - brass current rating: 1.5 amp maximum at 25oc 1 amp maximum at 70oc insulation resistance: 1000 megohms dielectric withstanding voltage: 1050v dc or ac peak voltage rating: 350v dc or ac peak contact resistance: 20 milliohms maximum operating temperature: -55oc to +125oc mechanical endurance: standard tin plating - 10 cycles insertion/withdrawal forces: 2.7n max insertion force per contact 0.2n min withdrawal force per contact 10 connector code prefix 10 = header connector 8284 series number 014 number of contacts 008 = 8 position 014 = 14 position 016 = 16 position 018 = 18 position 020 = 20 position 024 = 24 position 000 contact variation 000 = 0.110" (2.8mm) straight pc tail 001 = 0.146" (3.7mm) straight pc tail 002 = 0.110" (2.8mm) r.a. pc tail 003 = 0.146" (3.7mm) r.a. pc tail 009 = 0.209" (4.5mm) straight pf tail 030 plating variation 030 = tin plating, 10 cycles 040 = gold plating, 50 cycles ordering code dimensions:  millimeters (inches) no. of positions ab c d e f g 8 7 17.78 (0.70) 21.30 (0.84) 18.54 (0.73) 19.30 (0.76) 23.70 (0.93) 17.54 (0.69) 14 13 33.02 (1.30) 36.54 (1.44) 33.78 (1.33) 34.54 (1.36) 38.94 (1.53) 32.78 (1.29) 16 15 38.10 (1.50) 42.22 (1.66) 38.86 (1.53) 39.62 (1.56) 44.02 (1.73) 37.86 (1.49) 18 17 43.18 (1.70) 46.70 (1.84) 43.94 (1.73) 44.70 (1.76) 49.10 (1.93) 42.94 (1.69) 20 19 48.26 (1.90) 52.38 (2.06) 49.02 (1.93) 49.78 (1.96) 54.18 (2.13) 48.02 (1.89) 24 23 58.42 (2.30) 61.94 (2.44) 59.18 (2.33) 59.94 (2.36) 64.34 (2.53) 58.18 (2.29) header technical specification not all versions are available, please check with avx customer service for availability.
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