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		  Datasheet File OCR Text:


		  audio 6 6 these connectors are universally used in communications equipment where the highest reliability is needed under the most severe environmental conditions. the standard 5-contact connectors meet all requirements of mil- c-55116, latest revision. 6-contact connectors as well as the light-weight versions are designed to meet all performance requirements of mil-c-55116. mating is accomplished quickly with a twist-lock motion. non-rigid contacts are spring loaded and provide positive electrical connection with minimum voltage drop. 5 & 6 contact 10 contact the 10-contact connectors conform to mil-c-10544, latest revision. construction and mating action are similar to the 5-contact line. years of successful field experience have proven the remarkable reliability of this line of connectors for all types of military and commercial communications equipment. a a a a u u u u d d d d i i i i o o o o general information

 7 7 5 & 6 contact materials & finish diallyl phthalate per mil-m-14f, type mdg. stainless steel, passivated, sand-blasted. stainless steel, passivated, sand-blasted. copper alloy, .000030 gold per mil-g-45204, type i, class 0 over .001 nickel. dielectric strength?500 v rms. insulation resistance?1000 megohms, min. contact resistance (mated)?0.050 ohms, max. air pressure?2.5 psi. immersion?48 hrs. at 6 ft. durability?3000 cycles, mate and unmate. specifications insulators electrical contacts panel nuts 10 contact materials & finish stainless steel, passivated, sand-blasted. stainless steel, black passivated. aluminum, black oxide. stainless steel, passivated, sand-blasted. copper alloy, .000030 gold. diallyl phthalate per mil-m-14f, type mdg. specifications dielectric strength?500 v rms. insulation resistance?1000 megohms, min. contact resistance (mated)?0.015 ohms, max. air pressure?2.5 psi. immersion?48 hrs. at 6 ft. durability?3000 cycles, mate and unmate. mechanical plug shells plug rear housing panel nuts contacts insulators electrical mechanical receptacle shells shells audio

 audio 8 8 5-contact standard per mil-c-55116 u-183/u receptacle spring loaded contacts, solder terminals, mates with u-229/u, gc 217 & gc 217a. other pin styles available. u-228/u plug spring loaded contacts, barrel pin terminals,* mates with u-229/u, gc 217 & gc 217a. u-229/u plug rigid contacts, barrel pin terminals,* mates with u-183/u, u-228/u & gc183s. *solder pin terminals also available. .665/.655 .760/ ?.750 1/8 max. panel l  thickness 51/64 max. 8/32 1 max. 31/32 ?max a a a a u u u u d d d d i i i i o o o o

 9 9 gc429 receptacle rigid contacts, solder terminals, mates with u-183/u, u-228/u & gc183s. gc629 receptacle rigid contacts, solder terminals, mates with  u-183/u, u-228/u  & gc183s. .831 .500 ref. .779 ref. .937 sq. 25/32 max. .775 dia. 'o' ring seal .710 sq. .005 .355 sq. .005 .615 dia. .005 #4-40 unc-2b (4) places mounting hole pattern 7/32 max. audio

 audio 10 10 5-contact lightweight (conforms to mil-c-55116) gc183s receptacle spring loaded contacts, solder terminals, mates with u-229/u, gc217  & gc217a. other pin styles available. gc217 plug rigid contacts, solder terminals, mates with u-183/u, u-228/u  & gc183s. gc217a* plug rigid contacts, solder terminals, mates with u-183/u, u-228/u  & gc183s. *shell material is aluminum. 5-contact standard 5-contact lightweight u-229/u 2.02 na gc217 1.20 gc217a 0.81 u-183/u 1.03 gc183s 0.72 w eight in ounces ?.812 .655 1.135 .590/ .580 ? .635/ .625 3 11/16 3/16 or 1/4  dia. cable 2 ?.831 over knurl 3 11/16 3/16 or 1/4  dia. cable 2 ?.831 over knurl a a a a u u u u d d d d i i i i o o o o

 6-contact standard (conforms to mil-c-55116) gc283 receptacle spring loaded contacts, solder terminals, mates with gc329, GC617  & GC617a. other pin styles available. gc328 plug spring loaded contacts, solder pin terminals, mates with gc329, GC617 & GC617a. gc329 plug rigid contacts, barrel pin terminals,* mates with gc283, gc328  & gc683s. *solder pin terminals also available . .665/.655 .760/ ?.750 1/8 max. panel l  thickness 51/64 max. 8/32 1 max. 31/32 ?max 2 1/4 max. 831 dia. 2 1/16 max. ref. 11 11 audio

 audio 12 12 gc529 receptacle rigid contacts, solder terminals, mates with gc283, gc328  & gc683s. also available in 5-pin version. gc729 receptacle rigid contacts, solder terminals, mates with gc283, gc328  & gc683s. .831 .500 ref. .779 ref. .937 sq. 7 32 max. 25/32 max. .775 dia. 'o' ring seal .710 sq. .005 .355 sq. .005 .615 dia. .005 #4-40 unc-2b (4) places mounting hole pattern a a a a u u u u d d d d i i i i o o o o

 6-contact standard 6-contact lightweight gc329 2.01 na GC617 1.19 GC617a 0.80 gc283 1.04 gc683s 0.73 w eight in ounces 6-contact lightweight (conforms to mil-c-55116) gc683s receptacle spring loaded contacts, solder terminals, mates with gc329, GC617  & GC617a. GC617 plug rigid contacts, solder terminals,* mates with gc283, gc328  & gc683s. GC617a** plug rigid contacts, solder terminals,* mates with gc283, gc328  & gc683s. *also available with barrel terminals. **shell material is aluminum. ? .812 .655 1.135 .590/ .580 ? .635/ .625 3 11/16 3/16 or 1/4  dia. cable 2 ?.831 over knurl 3 11/16 3/16 or 1/4  dia. cable 2 ?.831 over knurl 13 13 audio

 audio 14 14 10-contact per mil-c-10544 u-78/u plug non-rigid, spring loaded contacts, solder terminals, mates with  u-77/u, u-126/u,  u-127/u & u-161/u. u-79/u or gc790 receptacle non-rigid, spring loaded contacts, solder terminals, mates with  u-77/u, u-127/u  & u-161/u. u-126/u receptacle rigid contacts, solder terminals, mates with u-78/u. 50 15/ 32 3.0133 a a a a u u u u d d d d i i i i o o o o

 u-77/u plug rigid contacts, solder terminals, mates with u-78/u & u-79/u. u-127/u plug rigid contacts, solder terminals, mates with u-78/u & u-79/u. u-161/u plug rigid contacts, taper pin terminals, mates with u-78/u & u-79/u. 3 13/32 2 1/8 1 19/6 4 ref. 3.356 ?.963 .959 ref. 15 15 audio
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