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		  Datasheet File OCR Text:


		                                                                                       1 of 4                                                               3   3m? cable ties      data sheet  september  2011       description    3m? cable ties are molded from 6/6 nylon  and are available in a variety of sizes  and styles, including weather resi stant black for outdoor use.      agency approvals  & self certifications    products which are ul listed as noted in the  typical data  section meet ul  standard 62275 for cable management system s, type 21, and are suitable for use  in air handling spaces (plenums) in accordance with section 300.22 of the national  electric code.    products which are identified as ul li sted and manufactured with a black, uv  resistant material are listed as suitable for use outdoors.     products which are ul recognized are te sted to ul 1565 and suitable for use in  enclosures.    the 36 and 48 inch cable ties are ul listed 181b-c mechanical fasteners for use  with flexible air ducts.      u.l. file # e116841         applications    3m cable ties are used to secure wire bundles and harness components quickly.   the flexible design allows the user to slip ties easily under and around cables and  harnesses.  these ties can be used with most standard tensioning/cutoff tools for  fast production line fastening.      specifications           open specifications     all ties must be either u.l. listed, ty pe 21, and tested to u.l. standard 62275 for  cable management systems or recognized and tested to ul 1565.       closed specifications    product must be 3m brand cable ties, either  u.l. listed, type 21, and tested to u.l.  standard 62275 for cable management systems or recognized and tested to ul  1565.       cable tie mounting bases    3m? cable tie bases are molded from 6/ 6 nylon or abs and available in natural,  weather resistant black or ivory material.   they are also available in different sizes  and mounting abilities.  the self-adhesive st yle is for simple lightweight mounting of  wire bundles while the saddle design screw mount is designed for maximum weight  and stability .        

 3m? cable ties     2 of 4    typical data     miniature cable ties  listed    part  number  length  in (mm)  width  in (mm)  min/max bundle dia. in (mm)  tensile  lb (kg)  thickness  in (mm)  temp.  rating  bag  quantity  color  description  ct4bk18-c  4.1 (104)  .10 (3,0)  .06 (1,5) / .75 (19,1)  18 (8)  .04 (1,0)   0oc  - 85oc  100  black  uv resistant  ct4bk18-m  4.1 (104)  .10 (3,0)  06 (1,5) / .75 (19,1)  18  (8)  .04 (1,0)  0oc  - 85oc   1000  black  uv resistant  ct4nt18-c  4.1 (104)  .10 (3,0)  06 (1,5) / .75 (19,1)  18 (8)  .04 (1,0)  0oc  - 85oc  100  natural  standard  ct4nt18-m  4.1 (104)  .10 (3,0)  06 (1,5) / .75 (19,1)  18 (8)  .04 (1,0)  0oc  - 85oc  1000  natural  standard  ct6bk18-c  6.1 (155)  .10 (3,0)  .06 (1,5) / 1.25 (31,8)  18 /(8)  .05 (1,3)  0oc  - 85oc  100  black  uv resistant  ct6nt18-c  6.1 (155)  .10 (3,0)  .06 (1,5) / 1.25 (31,8)  18 /(8)  .05 (1,3)  0oc  - 85oc  100  natural  standard  ct6nt18-m  6.1 (155)  .10 (3,0)  .06 (1,5) / 1.25 (31,8)  18 /(8)  .05 (1,3)  0oc  - 85oc  1000  natural  standard  ct8bk18-c  8.1 (206)  .10 (3,0)  .06 (1,5) / 2.00 (50,8)   18 (8)  .05 (1,3)  0oc  - 85oc  100  black  uv resistant  ct8bk18-m  8.1 (206)  .10 (3,0)  .06 (1,5) / 2.00 (50,8)   18 (8)  .05 (1,3)  0oc  - 85oc  100  black  uv resistant  ct8nt18-c  8.1 (206)  .10 (3,0)  .06 (1,5) / 2.00 (50,8)  18 (8)  .05 (1,3)  0oc  - 85oc  100  natural  standard  ct8nt18-m  8.1 (206)  .10 (3,0)  .06 (1,5) / 2.00 (50,8)  18 (8)  .05 (1,3)  0oc  - 85oc  100  natural  standard    intermediate cable ties  listed      part  number  length  in (mm)  width  in (mm)  min/max bundle dia. in (mm)  tensile lb (kg)  thickness  in (mm)  temp.  rating  bag  quantity  color  description  ct6bk40-c  5.8 (147)  .14 (3,6)  .06 (1,5) / 1.25 (31,8)  40 (18)  .05 (1,3)  0oc  - 85oc  100  black  uv resistant  ct6bk40-m  5.8 (147)  .14 (3,6)  .06 (1,5) / 1.25 (31,8)  40 (18)  .05 (1,3)  0oc  - 85oc  1000  black  uv resistant  ct6nt40-c  5.8 (147)  .14 (3,6)  .06 (1,5) / 1.25 (31,8)  40 (18)  .05 (1,3)  0oc  - 85oc  100  natural  standard  ct6nt40-m  5.8 (147)  .14 (3,6)  .06 (1,5) / 1.25 (31,8)  40 (18)  .05 (1,3)  0oc  - 85oc  1000  natural  standard  ct8bk40-c  8.9 (226)  .14 (3,6)  .06 (1,5) / 2.00 (50,8)  40 (18)  .05 (1,3)  0oc  - 85oc  100  black  uv resistant  ct8bk40-m  8.9 (226)  .14 (3,6)  .06 (1,5) / 2.00 (50,8)  40 (18)  .05 (1,3)  0oc  - 85oc  1000  black  uv resistant  ct8nt40-c  8.9 (226)  .14 (3,6)  .06 (1,5) / 2.00 (50,8)  40 (18)  .05 (1,3)  0oc  - 85oc  100  natural  standard  ct8nt40-m  8.9 (226)  .14 (3,6)  .06 (1,5) / 2.00 (50,8)  40 (18)  .05 (1,3)  0oc  - 85oc  1000  natural  standard  standard cable ties      listed      part  number  length  in (mm)  width  in (mm)  min/max bundle dia.  in (mm)  tensile lb (kg)  thickness  in (mm)  temp.  rating  bag  quantity  color  description ct8bk50-c  7.6 (193)  .18 (4,6)  .06 (1,5) / 1.88 (47,8)   50 (23)  .05 (1,3)  0oc  - 85oc  100  black  uv resistant ct8bk50-m  7.6 (193)  .18 (4,6)  .06 (1,5) / 1.88 (47,8)  50 (23)  .05 (1,3)  0oc  - 85oc  1000  black  uv resistant ct8nt50-c  7.6 (193)  .18 (4,6)  .06 (1,5) / 1.88 (47,8)  50 (23)  .05 (1,3)  0oc  - 85oc  100  natural  standard  ct8nt50-m  7.6 (193)  .18 (4,6)  .06 (1,5) / 1.88 (47,8)  50 (23)  .05 (1,3)  0oc  - 85oc  1000  natural  standard  ct11bk50-c  11.1 (282)  .18 (4,6)  .06 (1,5) / 3.00 (76,2)   50 (23)  .05 (1,3)  0oc  - 85oc  100  black  uv resistant ct11bk50-d  11.1 (282)  .18 (4,6)  .06 (1,5) / 3.00 (76,2)   50 (23)  .05 (1,3)  0oc  - 85oc  500  black  uv resistant ct11nt50-c  11.1 (282)  .18 (4,6)  .06 (1,5) / 3.00 (76,2)  50 (23)  .05 (1,3)  0oc  - 85oc  100  natural  standard  ct11nt50-d  11.1 (282)  .18 (4,6)  .06 (1,5) / 3.00 (76,2)  50 (23)  .05 (1,3)  0oc  - 85oc  500  natural  standard  ct15bk50-c  14.6 (371)  .18 (4,6)  .06 (1,5) / 4.00 (101,6) 50 (23)  .05 (1,3)  0oc  - 85oc  100  black  uv resistant ct15bk50-d  14.6 (371)  .18 (4,6)  .06 (1,5) / 4.00 (101,6) 50 (23)  .05 (1,3)  0oc  - 85oc  100  black  uv resistant ct15nt50-c  14.6 (371)  .18 (4,6)  .06 (1,5) / 4.00 (101,6) 50 (23)  .05 (1,3)  0oc  - 85oc  100  natural  standard  ct15nt50-d  14.6 (371)  .18 (4,6)  .06 (1,5) / 4.00 (101,6) 50 (23)  .05 (1,3)  0oc  - 85oc  100  natural  standard   

 3m? cable ties     3 of 4              typical data,  continued     heavy duty cable ties    listed   part  number  length  in (mm)  width  in (mm) min/max bundle dia.  in (mm)  tensile lb (kg)  thickness in (mm)  temp.  rating  bag  quantity  color  description  ct8bk120-l  9.0 (229)  .30( 7,6)  .19 (4,8) / 2.00 (50, 8)  120 (54) .07 (1,8)  0oc  - 85oc  50  black  uv resistant  ct8nt120-l  9.0 (229)  .30( 7,6)  .19 (4,8) / 2.00 (50,8)  120 (54) .07 (1,8)  0oc  - 85oc  50  natural  standard  ct15bk120-c  15.0 (381)  .30( 7,6)  .19 (4,8) / 4.00 (101, 6) 120 (54) .07 (1,8)  0oc  - 85oc  100  black  uv resistant  ct15bk120-d  15.0 (381)  .30( 7,6)  .19 (4,8) / 4.00 (101, 6) 120 (54) .07 (1,8)  0oc  - 85oc  500  black  uv resistant  ct15nt120-c  15.0 (381)  .30( 7,6)  .19 (4,8) / 4.00 (101,6) 120 (54) .07 (1,8)  0oc  - 85oc  100  natural  standard  ct15nt120-d  15.0 (381)  .30( 7,6)  .19 (4,8) / 4.00 (101,6) 120 (54) .07 (1,8)  0oc  - 85oc  500  natural  standard      extra heavy duty cable ties  listed        ?ul listed 181b-c    **ul recognized where noted        part  number  length  in (mm)  width  in (mm)  min / max bundle  dia.  in (mm)  tensile  lb (kg)  thickness in (mm)  temp.  rating  bag  quantity  color  description  ct24bk175-l  24.0 (610)  .34 (8,6)  1.5 (38) / 7.2 (183)  175 (79)  .09 (2,3)  0oc  - 85oc  50  black  uv resistant  ct24nt175-l  24.0 (610)  .34 (8,6)  1.5 (38) / 7.2 (183)  175 (79)  .09 (2,3)  0oc  - 85oc  50  natural  standard  ct36bk175-l  36.0 (914)  .34 (8,6)  1.5 (38) / 11.0  (279)  175 (79)  .09 (2,3)  0oc  - 85oc  50  black  ?  uv resistant  ct36nt175-l  36.0 (914)  .34 (8,6)  1.5 (38) / 11.0  (279)  175 (79)  .09 (2,3)  0oc  - 85oc  50  natural  ?  standard  ct48bk175-l  47.9 (1217)  .36 (9,1)  1.5 (38) / 14.7 (373)  175 (79)  .07 (1,8)  85oc  50  black  ** ? uv resistant  ct48nt175-l  47.9 (1217)  .36 (9,1)  1.5 (38) / 14.7 (373)  175 (79)  .07 (1,8)  85oc  50  natural  **  ?   standard  screw mount ties     listed         part  number  length  in (mm)  width  in (mm)  min / max bundle  dia.  in (mm)  tensile  lb (kg)  thickness in (mm)  temp.  rating  bag  quantity  color  description  ct8bk50s-c  8.6 (218)  .18 (4,6)  .06 (1,5) / 2.00  (50,8)  50 (23)  .06 (1,5)  0oc  - 85oc  100  black  uv resistant  # 10 stud  ct8bk50s-m  8.6 (218)  .18 (4,6)  .06 (1,5) / 2.00  (50,8)  50 (23)  .06 (1,5)  0oc  - 85oc  1000  black  uv resistant  # 10 stud  ct8nt50s-c  8.6 (218)  .18 (4,6)  .06 (1,5) / 2.00 (50,8)  50 (23)  .06 (1,5)  0oc  - 85oc  100  natural  mounting # 10 stud ct8nt50s-m  8.6 (218)  .18 (4,6)  .06 (1,5) / 2.00 (50,8)  50 (23)  .06 (1,5)  0oc  - 85oc  1000  natural  mounting # 10 stud ct15nt50s-l  15.1 (384)  .18 (4,6)  06 (1,5) / 4.00 (102,0) 50 (23)  .06 (1,5)  0oc  - 85oc  50  natural  mounting #10 stud  ct15nt50s-d  15.1 (384)  .18 (4,6)  06 (1,5) / 4.00 (102,0) 50 (23)  .06 (1,5)  0oc  - 85oc  500  natural  mounting #10 stud  ct15nt120s-l  15.7 (399)  .30 (7,6)  .19 (4.8) / 4.00 (102,0) 120 (54) .07 (1,8)  0oc  - 85oc  50  natural  mounting #10 stud  ct15nt120s-d  15.7 (399)  .30 (7,6)  .19 (4.8) / 4.00 (102,0) 120 (54) .07 (1,8)  0oc  - 85oc  500  natural  mounting #10 stud       

 3m? cable ties     4 of 4    3m is a trademark of 3m company.    3     electrical markets division  6801 river place blvd.  austin, tx 78726-9000   800.245.3573  fax: 800.245.0329  www.3m.com/electrical       please recycle  ? 3m 2011 all rights reserved  78-8125-9860-1 e      typical properties,  continued     mounting bases:   part  number  dimensions  lxwxh  in ( mm)  slot  width  in (mm)  slot  height  in (mm)  color  mount type  bag  quantity  material 06294  .74x.74x.22 (19x19x5,6)  .21 (5,1)  .06 (1.5)  natural  foam backed  adhesive  100 nylon  06295  .74x.74x.22 (19x19x5,6)  .21 (5,1)  .06 (1.5)  uv resistant black foam backed  adhesive  100  nylon  06296  .99x.99x.22 (25x25x5,6)  .21 (5,1)  .06 (1.5)  natural  foam backed  adhesive  100 nylon  06297  .99x.99x.22 (25x25x5,6)  .21 (5,1)  .06 (1.5)  uv resistant black foam backed  adhesive  100 nylon  06290  2.0x1.0x.35 (51x25x8,9)  .21 (5,1)  .18 (4,5)  ivory  foam backed  adhesive  100 abs  06291  2.0x1.0x.35 (51x25x8,9)  .21 (5,1)  .18 (4,5)  ivory  foam backed  adhesive  250 abs  06292  1.0x1.2x.15 (25x25x3,8)  .21 (5,1)  .06 (1,5)  ivory  foam backed  adhesive /  screw mount  100 abs  06293  1.0x1.0x.15 (25x25x3,8)  .21 (5,1)  .06 (1,5)  ivory  foam backed  adhesive /  screw mount  250 abs  06298  .60x.41x.28 (15x10x7,0)  .27 (7)  .08 (2,0)  natural  screw mount  100  nylon  06299  .87x.62x.38 (22x16x10)  .51 (13)  .08 (2,0)  natural  screw mount  100  nylon        shelf life & storage    3m? cable ties have a 5-year shelf life fr om date of manufacture when stored in a  humidity controlled storage (10c/50f to  27c/80f and 
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