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		  Datasheet File OCR Text:


		  design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. fixed induct ors (chip inductors) shape product code inductance packaging design no. taping inductance tolerance e l j r f10 njfb f chip inductors rf nd nc na 1005 2012 2520 3225 1.5 nh 10 nh 220 nh 3.3  h 47  h 560  h 1000  h 1n5 10n r22 3r3 470 561 102  0.2 nh  0.3 nh  0.5 nh  2%  3%  5%  10 %  20 % z d e g a j k m 1. high freque ncy use (non magnetic core) rf, nd, nc, na  features ? high freq. use chip inductor using non magnetic core. ? corespond to re-? owsoldering and ? ow soldering. ? wide line-up from 1005 size to 3225 size. ? good for mounting.  recommended applications ? rf circuit for cellular phone and wireless communication equipment.  explanation of part numbers  storage condition ? package              :   normal temperature (5 to 35 c), normal humidity (85 %rh max.), shall not be exposed to                                    direct sunlight and harmful gas and care should be taken so as not to cause dew. ? product on pwb :   temperature 20 to +85 c  storage period ? in generally,  even if storage condition is good, solderability will be down cause of time progress.      please use product within 6 months after received.      (in case of over 6 months storage period, use the product after con? rmation of no abnormality of appearance and       solderability.)  packaging                                 refer 28 ro 29 page.  soldering condition                      refer 30 page.  caution for use                            refer 31 page. japan china feb. 2006

 design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. fixed induct ors (chip inductors) 0.2  0.1 0.2  0.1 1.0  0.05 0.5  0.05 0.5  0.05 0.5 to 0.6 1.5 to 1.7 0.5 to 0.6   rf type 1005 (0402)   dimensions in mm (not to scale)   recommended land pattern in mm (not to scale) part no. inductance q srf  ? 1 (mhz) min. r dc   ? 2 (  ) max. dc current  (ma) max. (nh) tolerance (%) test freq. (mhz) min. test freq. (mhz) eljrf1n0  fb 1.0 d : ?.3 nh z : ?.2 nh 100 8 100 6000 0.05 400 eljrf1n2  fb 1.2 6000 0.06 400 eljrf1n5  fb 1.5 6000 0.07 400 eljrf1n8  fb 1.8 6000 0.08 400 eljrf2n2  fb 2.2 6000 0.09 400 eljrf2n7  fb 2.7 5500 0.10 400 eljrf3n3  fb 3.3 5500 0.12 400 eljrf3n9  fb 3.9 5200 0.15 360 eljrf4n7  fb 4.7 4800 0.17 360 eljrf5n6  fb 5.6 4600 0.19 340 eljrf6n8  fb 6.8 j : ? % 4000 0.30 320 eljrf8n2  fb 8.2 3500 0.35 320 eljrf10n  fb 10 g : ? % 2800 0.41 320 eljrf12n  fb 12 2800 0.45 320 eljrf15n  fb 15 2500 0.60 240 eljrf18n  fb 18 2200 0.70 240 eljrf22n  fb 22 2000 0.80 200 eljrf27n  fb 27 1800 1.20 200 eljrf33n  fb 33 1800 1.40 170 eljrf39n  fb 39 1800 1.70 150 eljrf47n  fb 47 1800 2.10 140 eljrf56n  fb 56 1500 2.50 130 eljrf68n  fb 68 1500 4.00 120 eljrf82n  fb 82 1400 4.50 110 eljrfr10  fb 100 1200 5.50 90 part no. inductance q srf  ? 1 (mhz) min. r dc   ? 2 (  ) max. dc current  (ma) max. (nh) tolerance (%) test freq. (mhz) min. test freq. (mhz) eljrf2n0  fb 2.0 d : ?.3 nh z : ?.2 nh 100 8 100 6000 0.08 400 eljrf2n4  fb 2.4 6000 0.09 400 eljrf3n0  fb 3.0 5500 0.11 400 eljrf3n6  fb 3.6 5300 0.14 380 eljrf4n3  fb 4.3 5000 0.16 360 eljrf5n1  fb 5.1 4700 0.18 350 eljrf6n2  fb 6.2 4300 0.25 330 eljrf7n5  fb 7.5 j : ? % 3700 0.33 320 eljrf9n1  fb 9.1 3100 0.38 320 eljrf11n  fb 11 g : ? % 2800 0.43 320 eljrf13n  fb 13 2600 0.53 280 eljrf16n  fb 16 2300 0.65 240 eljrf20n  fb 20 2100 0.75 220 eljrf24n  fb 24 1900 1.00 200 eljrf30n  fb 30 1800 1.30 190 eljrf36n  fb 36 1800 1.60 160 eljrf43n  fb 43 1800 1.90 150   standard parts (e24 series)   standard parts (e12 series)   : symbol of tolerance  ? 1 : self resonant frequency    ? 2 : dc resistance ? 1 : self resonant frequency    ? 2 : dc resistance   : symbol of tolerance    standard packing quantity  10000 pcs./reel feb. 2006

 design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. fixed induct ors (chip inductors) 2.0 +0.3 1.25  0.3 1.25  0.3 1.0  0.1 0.4  0.2 (1.2) ?.2 0.9 to 1.3 3.0 to 3.8 1.0 to 1.2 part no. inductance q srf  ? 1 (mhz) min. r dc   ? 2 (  ) max. dc current  (ma) max. (nh) tolerance  (%) test freq. (mhz) min. test freq. (mhz) eljnd10n  f10 k : ?0 % 100 10 100 3300 0.18 540 eljnd12n  f1 2 3300 0.24 535 eljnd15n  f15 12 3000 0.24 520 eljnd18n  f1 8 3000 0.29 480 eljnd22n  f2 2 2600 0.29 465 eljnd27n  f27 15 2500 0.34 455 eljnd33n  f33 k : ?0 % or j : ?5 % 2050 0.39 395 eljnd39n  f3 9 2000 0.41 390 eljnd47n  f4 7 1650 0.46 385 eljnd56n  f5 6 1550 0.51 360 eljnd68n  f6 8 1450 0.57 340 eljnd82n  f8 2 1100 0.63 330 eljndr10  f 100 25.2 8 25.2 800 0.86 285 eljndr12  f 120 600 0.99 275 eljndr15  f 150 10 600 1.47 230 eljndr18  f 180 600 1.61 195 eljndr22  f 220 500 1.84 170 eljndr27  f 270 300 1.95 165 eljndr33  f 330 200 2.16 160 eljndr39  f 390 150 2.37 150 eljndr47  f 470 150 2.56 145 eljndr56  f 560 100 2.69 140 eljndr68  f 680 100 3.02 130 eljndr82  f 820 80 3.38 125 eljnd1r0  f 1000 7.96 8 7.96 80 3.88 120   dimensions in mm (not to scale)   recommended land pattern in mm (not to scale)   nd type 2012 (0805) ? 1 : self resonant frequency    ? 2 : dc resistance   standard parts   : symbol of tolerance    standard packing quantity  3000 pcs./reel feb. 2006

 design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. fixed induct ors (chip inductors) 0.4  0.2 1.6  0.2 2.0  0.2 1.2  0.1 marking 2.5 +0.3 ?.2 1.2 to 1.6 3.5 to 4.0 1.4 to 1.5 part no. inductance q srf  ? 1 (mhz) min. r dc   ? 2 (  ) max. dc current  (ma) max. (nh) tolerance  (%) test freq. (mhz) min. test freq. (mhz) eljnc10n  f10 k : ?0 % 100 10 100 2500 0.32 280 eljnc12n  f1 2 2200 0.34 270 eljnc15n  f1 5 1800 0.38 255 eljnc18n  f1 8 1550 0.40 250 eljnc22n  f22 15 1350 0.43 240 eljnc27n  f2 7 1150 0.47 230 eljnc33n  f33 k : ?0 % or j : ?5 % 1000 0.51 220 eljnc39n  f3 9 890 0.55 215 eljnc47n  f4 7 770 0.59 205 eljnc56n  f5 6 670 0.63 200 eljnc68n  f6 8 590 0.68 190 eljnc82n  f8 2 520 0.73 185 eljncr10  f 100 25.2 10 25.2 460 0.80 175 eljncr12  f 120 400 0.87 170 eljncr15  f 150 340 0.98 160 eljncr18  f 180 300 1.05 155 eljncr22  f 220 260 1.15 145 eljncr27  f 270 230 1.25 140 eljncr33  f 330 200 1.37 135 eljncr39  f 390 180 1.47 130 eljncr47  f 470 160 1.58 125 eljncr56  f 560 145 1.70 120 eljncr68  f 680 130 1.85 110 eljncr82  f 820 100 2.10 100   nc type 2520 (1008)   dimensions in mm (not to scale)   recommended land pattern in mm (not to scale)   standard parts   standard packing quantity  2000 pcs./reel ? 1 : self resonant frequency    ? 2 : dc resistance   : symbol of tolerance  feb. 2006

 design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. fixed induct ors (chip inductors) 0.6  0.2 marking 3.2  0.3 2.2  0.2 2.5  0.2 1.9  0.1 1.9 to 2.4 4.0 to 4.6 1.6 to 2.0 part no. inductance q srf  ? 1 (mhz) min. r dc   ? 2 (  ) max. dc current  (ma) max. (nh) tolerance  (%) test freq. (mhz) min. test freq. (mhz) eljna47n  f47 m : ?0 % 100 10 100 680 0.20 450 eljna56n  f5 6 600 0.22 420 eljna68n  f6 8 540 0.25 400 eljna82n  f8 2 500 0.27 380 eljnar10  f 100 450 0.30 360 eljnar12  f 120 25.2 25.2 400 0.67 240 eljnar15  f 150 350 0.72 230 eljnar18  f 180 320 0.81 220 eljnar22  f 220 k : ?0 % or j : ?5 % 1 280 0.90 210 eljnar27  f 270 250 1.0 200 eljnar33  f 330 220 1.1 190 eljnar39  f 390 200 1.2 180 eljnar47  f 470 180 1.4 175 eljnar56  f 560 160 1.5 170 eljnar68  f 680 150 1.7 155 eljnar82  f 820 135 1.9 145 eljna1r0  f 1000 j : ?5 % 13 7.96 120 2.1 125 eljna1r2  f 1200 110 2.3 120 eljna1r5  f 1500 95 2.7 115 eljna1r8  f 1800 85 3.0 110 eljna2r2  f 2200 80 3.2 110 eljna2r7  f 2700 70 3.6 105 eljna3r3  f 3300 62 4.2 100 eljna3r9  f 3900 57 4.4 95 eljna4r7  f 4700 52 7.7 70 eljna5r6  f 5600 46 8.7 65 eljna6r8  f 6800 42 10 60 eljna8r2  f 8200 38 11 60   na type 3225 (1210)   dimensions in mm (not to scale)   recommended land pattern in mm (not to scale)   standard parts   standard packing quantity  2000 pcs./reel ? 1 : self resonant frequency    ? 2 : dc resistance   : symbol of tolerance  feb. 2006
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