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		  Datasheet File OCR Text:


		  145 disc ceramic capacitors mallory products for cde/6325 digital way/indianapolis in 46278/phone: (317)275-2285/fax: (317)275-2293/www.cornell-dubilier.com disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors general specifications temperature range: -30 ! c to +85 ! c voltage range: 50,  100,  500, 1,000,  2,000,  3,000 wvdc capacitance range: 1 pf to 100,000 pf lead length: 1 inch minimum general purpose n general purpose n ideal for use in non-critical coupling, bypass and filter applications n conformally coated n radial leads size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 50 wvdc 1 .25pf sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge010c 3 .25pf sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge030c 5 .25pf sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge050c 6 .5pf sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge060d 7 .5pf sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge070d 8 .5pf sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge080d 10 .5pf sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge100d 12 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge120k 15 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge150k 18 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge180k 20 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge200k 22 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge220k 24 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge240k 27 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge270k 33 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge330k 39 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge390k 47 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge470k 51 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge510k 56 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge560k 68 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge680k 75 10% sl .157 .118 .098 .016 4.0 3.0 2.5 .4 ge750k 82 10% sl .197 .118 .098 .016 5.0 3.0 2.5 .4 ge820k 91 10% sl .197 .118 .098 .016 5.0 3.0 2.5 .4 ge910k 100 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge101k 120 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge121k 150 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge151k 180 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge181k 220 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge221k 270 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge271k 330 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge331k 390 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge391k 470 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge471k 560 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge561k 680 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge681k 820 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4 ge821k 1,000 10% y5p .197 .118 .098 .016 5.0 3.0 2.5 .4 ge102k 1,000 20% y5t .157 .118 .098 .016 4.0 3.0 2.5 .4 ge102m 1,000 -20+80 y5v .157 .118 .098 .016 4.0 3.0 2.5 .4 ge102z 1,500 10% y5p .197 .118 .098 .016 5.0 3.0 2.5 .4 ge152k 1,500 20% y5t .197 .118 .098 .016 5.0 3.0 2.5 .4 ge152m 1,800 10% y5p .236 .118 .197 .020 6.0 3.0 5.0 .5 ge182k 2,200 10% y5p .236 .118 .197 .020 6.0 3.0 5.0 .5 ge222k 2,200 20% y5u .197 .118 .098 .016 5.0 3.0 2.5 .4 ge222m 2,700 10% y5p .276 .118 .197 .020 7.0 3.0 5.0 .5 ge272k 3,300 10% y5p .276 .118 .197 .020 7.0 3.0 5.0 .5 ge332k 3,300 20% y5u .236 .118 .197 .020 6.0 3.0 5.0 .5 ge332m 3,900 10% y5p .315 .118 .197 .020 8.0 3.0 5.0 .5 ge392k 4,700 10% y5p .315 .118 .197 .020 8.0 3.0 5.0 .5 ge472k 4,700 20% y5u .236 .118 .197 .020 6.0 3.0 5.0 .5 ge472m 4,700 -20+80 y5u .236 .118 .197 .020 6.0 3.0 5.0 .5 ge472z 5,600 10% y5p .354 .118 .197 .020 9.0 3.0 5.0 .5 ge562k 6,800 10% y5p .374 .118 .197 .020 9.5 3.0 5.0 .5 ge682k 6,800 20% y5u .276 .118 .197 .020 7.0 3.0 5.0 .5 ge682m 8,200 10% y5p .394 .118 .197 .020 10.0 3.0 5.0 .5 ge822k 10,000 10% y5p .472 .118 .197 .020 12.0 3.0 5.0 .5 ge103k 10,000 20% y5u .315 .118 .197 .020 8.0 3.0 5.0 .5 ge103m 10,000 -20+80 y5v .236 .118 .197 .020 6.0 3.0 5.0 .5 ge103z 22,000 20% y5u .472 .118 .197 .020 12.0 3.0 5.0 .5 ge223m 50 wvdc 100 wvdc 100 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh101k 120 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh121k 150 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh151k 180 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh181k 220 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh221k 270 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh271k 330 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh331k 390 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh391k 470 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh471k 560 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh561k 680 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh681k 820 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh821k 1,000 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh102k 1,200 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh122k 1,500 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh152k 1,500 20% y5u .236 .118 .252 .025 6.0 3.0 6.4 .6 gh152m 1,500 -20+80 y5u .236 .118 .252 .025 6.0 3.0 6.4 .6 gh152z 1,800 10% y5p .236 .118 .252 .025 6.0 3.0 6.4 .6 gh182k 2,200 10% y5p .315 .118 .252 .025 8.0 3.0 6.4 .6 gh222k 2,200 20% y5u .236 .118 .252 .025 6.0 3.0 6.4 .6 gh222m 2,200 -20+80 y5u .236 .118 .252 .025 6.0 3.0 6.4 .6 gh222z 2,700 10% y5p .315 .118 .252 .025 8.0 3.0 6.4 .6 gh272k 3,300 10% y5p .315 .118 .252 .025 8.0 3.0 6.4 .6 gh332k 3,300 20% y5u .236 .118 .252 .025 6.0 3.0 6.4 .6 gh332m 3,300 -20+80 y5u .236 .118 .252 .025 6.0 3.0 6.4 .6 gh332z 3,900 10% y5p .315 .118 .252 .025 8.0 3.0 6.4 .6 gh392k 4,700 10% y5p .374 .118 .252 .025 9.5 3.0 6.4 .6 gh472k 4,700 20% y5u .315 .118 .252 .025 8.0 3.0 6.4 .6 gh472m 4,700 -20+80 y5u .315 .118 .252 .025 8.0 3.0 6.4 .6 gh472z 5,600 10% y5p .374 .118 .252 .025 9.5 3.0 6.4 .6 gh562k 6,800 10% y5p .472 .118 .252 .025 12.0 3.0 6.4 .6 gh682k 6,800 20% y5u .315 .118 .252 .025 8.0 3.0 6.4 .6 gh682m 6,800 -20+80 y5u .315 .118 .252 .025 8.0 3.0 6.4 .6 gh682z 10,000 10% y5p .472 .118 .252 .025 12.0 3.0 6.4 .6 gh103k 10,000 20% y5u .374 .118 .252 .025 9.5 3.0 6.4 .6 gh103m 10,000 -20+80 y5u .374 .118 .252 .025 9.5 3.0 6.4 .6 gh103z 22,000 -20+80 y5v .472 .118 .252 .025 12.0 3.0 6.4 .6 gh223z 100,000 -20+80 x7r .260 .100 .374 .025 6.6 2.5 9.5 .6 gh104zx* 100,000 -20+80 x7r .311 .157 .374 .025 7.9 4.0 9.5 .6 gh104zx3* * multilayer construction and rectangular in shape. the diameter dimension is the largest dimension of the footprint. insulation resistance: 10,000 megohms (min) power factor @ 1khz: 2.5% max (y5v: 5%) breakdown voltage: 2.5 x rated (5 seconds max) ee ee e e e  e e  e  temperature characteristics and case sizes are superior to     previous parts. **please note: y5u will no longer be available once stock is depleted. (2/23/05)

 146 disc ceramic capacitors mallory products for cde/6325 digital way/indianapolis in 46278/phone: (317)275-2285/fax: (317)275-2293/www.cornell-dubilier.com disc ceramic capacitorsdisc ceramic capacitors disc ceramic capacitorsdisc ceramic capacitors disc ceramic capacitors general purpose size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 500 wvdc 1 .25pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm010c 3 .25pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm030c 3.3 .25pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm3r3c 5 .25pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm050c 6 .5pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm060d 6.8 .5pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm6r8d 7 .5pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm070d 7.5 .5pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm7r5d 8 .5pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm080d 10 .5pf sl .236 .157 .252 .025 6.0 4.0 6.4 .6 GM100D 12 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm120k 15 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm150k 18 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm180k 20 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm200k 22 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm220k 24 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm240k 27 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm270k 33 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm330k 39 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm390k 47 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm470k 51 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm510k 56 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm560k 68 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm680k 75 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm750k 82 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm820k 91 10% sl .236 .157 .252 .025 6.0 4.0 6.4 .6 gm910k 100 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm101k 120 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm121k 150 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm151k 180 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm181k 220 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm221k 270 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm271k 330 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm331k 390 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm391k 470 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm471k 560 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm561k 680 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm681k 820 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm821k 1,000 10% y5p .236 .157 .252 .025 6.0 4.0 6.4 .6 gm102k 1,000 20% y5u .236 .157 .252 .025 6.0 4.0 6.4 .6 gm102m 1,000 -20+80 y5u .236 .157 .252 .025 6.0 4.0 6.4 .6 gm102z 1,500 10% y5p .291 .157 .252 .025 7.4 4.0 6.4 .6 gm152k 1,500 20% y5u .236 .157 .252 .025 6.0 4.0 6.4 .6 gm152m 1,500 -20+80 y5u .236 .157 .252 .025 6.0 4.0 6.4 .6 gm152z 1,800 10% y5p .339 .157 .252 .025 8.6 4.0 6.4 .6 gm182k 2,200 10% y5p .339 .157 .250 .025 8.6 4.0 6.4 .6 gm222k 2,200 20% y5u .236 .157 .252 .025 6.0 4.0 6.4 .6 gm222m 2,200 -20+80 y5u .236 .157 .252 .025 6.0 4.0 6.4 .6 gm222z 2,700 10% y5p .374 .157 .252 .025 9.5 4.0 6.4 .6 gm272k 3,300 10% y5p .433 .157 .252 .025 11.0 4.0 6.4 .6 gm332k 3,300 20% y5u .291 .157 .252 .025 7.4 4.0 6.4 .6 gm332m 3,300 -20+80 y5u .291 .157 .252 .025 7.4 4.0 6.4 .6 gm332z 3,900 10% y5p .433 .157 .252 .025 11.0 4.0 6.4 .6 gm392k 4,700 10% y5p .492 .157 .252 .025 12.5 4.0 6.4 .6 gm472k 4,700 20% y5u .339 .157 .252 .025 8.6 4.0 6.4 .6 gm472m 4,700 -20+80 y5u .339 .157 .252 .025 8.6 4.0 6.4 .6 gm472z 5,600 10% y5p .492 .157 .252 .025 12.5 4.0 6.4 .6 gm562k 6,800 10% y5p .571 .157 .374 .025 14.5 4.0 9.5 .6 gm682k 6,800 20% y5u .433 .157 .252 .025 11.0 4.0 6.4 .6 gm682m 6,800 -20+80 y5u .433 .157 .252 .025 11.0 4.0 6.4 .6 gm682z 8,200 10% y5p .571 .157 .374 .025 14.5 4.0 9.5 .6 gm822k 10,000 10% y5p .642 .157 .374 .025 16.3 4.0 9.5 .6 gm103k 10,000 20% y5u .492 .157 .252 .025 12.5 4.0 6.4 .6 gm103m 10,000 -20+80 y5u .492 .157 .252 .025 12.5 4.0 6.4 .6 gm103z 22,000 20% y5u .642 .157 .374 .025 16.3 4.0 9.5 .6 gm223m 22,000 -20+80 y5u .642 .157 .374 .025 16.3 4.0 9.5 .6 gm223z 30,000 20% x7r .260 .150 .374 .025 6.6 2.5 9.5 .6 gm303mx* 30,000 20% x7r .311 .157 .374 .025 7.9 4.0 9.5 .6 gm303mx3* 50,000 20% x7r .260 .100 .374 .025 6.6 2.5 9.5 .6 gm503mx* 50,000 20% x7r .311 .157 .374 .025 7.9 4.0 9.5 .6 gm503mx3* 100,000 20% x7r .260 .100 .374 .025 6.6 2.5 9.5 .6 gm104mx* 100,000 20% x7r .311 .157 .201 .025 7.9 4.0 5.1 .6 gm104mx2* size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 1000 wvdc 3.3 .25pf sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp533 5 .25pf sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp550 6.8 .5pf sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp568 8 .5pf sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp580 10 .5pf sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp410 12 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp412 15 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp415 18 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp418 20 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp420 22 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp422 27 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp427 30 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp430 33 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp433 39 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp439 47 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp447 56 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp456 68 10% sl .236 .177 .252 .025 6.0 4.5 6.4 .6 gp468 91 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp491 100 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp310 120 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp312 150 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp315 180 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp318 220 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp322 270 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp327 330 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp333 390 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp339 470 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp347 560 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp356 680 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp368 750 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp375 820 10% y5p .236 .177 .252 .025 6.0 4.5 6.4 .6 gp382 1,000 10% y5p .291 .177 .252 .025 7.4 4.5 6.4 .6 gp210 1,500 10% y5p .339 .177 .252 .025 8.6 4.5 6.4 .6 gp215 1,800 10% y5p .374 .177 .252 .025 9.5 4.5 6.4 .6 gp218 2,200 10% y5p .374 .177 .252 .025 9.5 4.5 6.4 .6 gp222 2,700 10% y5p .433 .177 .252 .025 11.0 4.5 6.4 .6 gp227 3,300 10% y5p .433 .177 .252 .025 11.0 4.5 6.4 .6 gp233p 3,900 10% y5p .492 .177 .252 .025 12.5 4.5 6.4 .6 gp239 4,700 20% y5u .433 .177 .252 .025 11.0 4.5 6.4 .6 gp247 5,600 10% y5p .591 .177 .374 .025 15.0 4.5 9.5 .6 gp256 6,800 10% y5p .669 .177 .374 .025 17.0 4.5 9.5 .6 gp268p 10,000 20% y5u .591 .177 .374 .025 15.0 4.5 9.5 .6 gp110 22,000 20% y5u .748 .177 .374 .025 19.0 4.5 9.5 .6 gp122 * multilayer construction and rectangular in shape. the diameter dimension is the largest dimension of the footprint. e e  e e  e  temperature characteristics and case sizes are superior to     previous parts. ee ee e ee ee e ee ee e

 147 disc ceramic capacitors mallory products for cde/6325 digital way/indianapolis in 46278/phone: (317)275-2285/fax: (317)275-2293/www.cornell-dubilier.com disc ceramic capacitorsdisc ceramic capacitors disc ceramic capacitorsdisc ceramic capacitors disc ceramic capacitors 1 .25pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt510 1.5 .25pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt515 2 .25pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt520 3 .25pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt530 4 .25pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt540 5 .25pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt550 6 .5pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt560 7 .5pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt570 8 .5pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt580 9 .5pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt590 10 .5pf sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt410 11 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt411 12 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt412 13 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt413 14 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt415 16 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt416 18 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt418 20 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt420 22 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt422 24 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt424 27 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt427 30 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt430 36 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt436 39 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt439 44 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt443 47 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt447 51 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt451 56 5% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 gt456 62 5% sl .472 .236 .374 .032 12.0 6.0 9.5 .8 gt462 68 5% sl .472 .236 .374 .032 12.0 6.0 9.5 .8 gt468 75 5% sl .472 .236 .374 .032 12.0 6.0 9.5 .8 gt475 82 5% sl .472 .236 .374 .032 12.0 6.0 9.5 .8 gt482 91 5% sl .591 .236 .374 .032 15.0 6.0 9.5 .8 gt491 100 5% sl .591 .236 .374 .032 15.0 6.0 9.5 .8 gt310 110 5% sl .591 .236 .374 .032 15.0 6.0 9.5 .8 gt311 160 5% sl .591 .236 .374 .032 15.0 6.0 9.5 .8 gt316 180 5% sl .787 .236 .374 .032 20.0 6.0 9.5 .8 gt318 200 5% sl .787 .236 .374 .032 20.0 6.0 9.5 .8 gt320 220 5% sl .787 .236 .374 .032 20.0 6.0 9.5 .8 gt321 240 5% sl .787 .236 .374 .032 20.0 6.0 9.5 .8 gt324 270 5% sl .787 .236 .374 .032 20.0 6.0 9.5 .8 gt327 300 5% sl .787 .236 .374 .032 20.0 6.0 9.5 .8 gt330 1 .25pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr510 1.5 .25pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr515 2 .25pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr520 3 .25pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr530 4 .25pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr540 5 .25pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr550 6 .5pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr560 7 .5pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr570 8 .5pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr580 9 .5pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr590 10 .5pf sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr410 11 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr411 12 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr412 13 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr413 15 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr415 16 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr416 18 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr418 20 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr420 22 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr422 24 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr424 27 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr427 30 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr430 33 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr433 36 5% sl .315 .197 .252 .032 8.0 5.0 6.4 .8 gr436 39 5% sl .394 .197 .252 .032 10.0 5.0 6.4 .8 gr439 43 5% sl .394 .197 .252 .032 10.0 5.0 6.4 .8 gr443 47 5% sl .394 .197 .252 .032 10.0 5.0 6.4 .8 gr470 51 5% sl .394 .197 .252 .032 10.0 5.0 6.4 .8 gr451 56 5% sl .394 .197 .252 .032 10.0 5.0 6.4 .8 gr456 62 5% sl .394 .197 .252 .032 10.0 5.0 6.4 .8 gr462 68 5% sl .394 .197 .252 .032 10.0 5.0 6.4 .8 gr468 75 5% sl .394 .197 .252 .032 10.0 5.0 6.4 .8 gr475 82 5% sl .472 .197 .252 .032 12.0 5.0 6.4 .8 gr482 91 5% sl .472 .197 .252 .032 12.0 5.0 6.4 .8 gr491 100 5% sl .472 .197 .252 .032 12.0 5.0 6.4 .8 gr310 100 10% y5p .315 .197 .252 .032 8.0 5.0 6.4 .8 gs310 110 5% sl .472 .197 .252 .032 12.0 5.0 6.4 .8 gr311 120 5% sl .591 .197 .374 .032 15.0 5.0 9.5 .8 gr312 120 10% y5p .315 .197 .252 .032 8.0 5.0 6.4 .8 gs312 130 5% sl .591 .197 .374 .032 15.0 5.0 9.5 .8 gr313 150 5% sl .591 .197 .374 .032 15.0 5.0 9.5 .8 gr315 150 10% y5p .315 .197 .252 .032 8.0 5.0 6.4 .8 gs315 160 5% sl .591 .197 .374 .032 15.0 5.0 9.5 .8 gr316 180 5% sl .591 .197 .374 .032 15.0 5.0 9.5 .8 gr318 180 10% y5p .315 .197 .252 .032 8.0 5.0 6.4 .8 gs318 200 5% sl .591 .197 .374 .032 15.0 5.0 9.5 .8 gr320 220 5% sl .591 .197 .374 .032 15.0 5.0 9.5 .8 gr322 220 10% y5p .315 .197 .252 .032 8.0 5.0 6.4 .8 gs322 240 5% sl .787 .197 .374 .032 20.0 5.0 9.5 .8 gr324 270 5% sl .787 .197 .374 .032 20.0 5.0 9.5 .8 gr327 270 10% y5p .315 .197 .252 .032 8.0 5.0 6.4 .8 gs327 300 5% sl .787 .197 .374 .032 20.0 5.0 9.5 .8 gr330 330 5% sl .787 .197 .374 .032 20.0 5.0 9.5 .8 gr333 330 10% y5p .315 .197 .252 .032 8.0 5.0 6.4 .8 gs333 360 5% sl .787 .197 .374 .032 20.0 5.0 9.5 .8 gr336 390 5% sl .787 .197 .374 .032 20.0 5.0 9.5 .8 gr339 390 10% y5p .315 .197 .252 .032 8.0 5.0 6.4 .8 gs339 430 5% sl .787 .197 .374 .032 20.0 5.0 9.5 .8 gr343 470 10% y5p .394 .197 .252 .032 10.0 5.0 6.4 .8 gs347 560 10% y5p .394 .197 .252 .032 10.0 5.0 6.4 .8 gs356 680 10% y5p .394 .197 .252 .032 10.0 5.0 6.4 .8 gs368 820 10% y5p .394 .197 .252 .032 10.0 5.0 6.4 .8 gs382 1,000 10% y5p .472 .197 .252 .032 12.0 5.0 6.4 .8 gs210 1,200 10% y5p .472 .197 .252 .032 12.0 5.0 6.4 .8 gs212 1,500 10% y5p .591 .197 .374 .032 15.0 5.0 9.5 .8 gs215 1,800 10% y5p .591 .197 .374 .032 15.0 5.0 9.5 .8 gs218 2,200 10% y5p .591 .197 .374 .032 15.0 5.0 9.5 .8 gs222 2,700 10% y5p .591 .197 .374 .032 15.0 5.0 9.5 .8 gs272 3,300 10% y5p .787 .197 .374 .032 20.0 5.0 9.5 .8 gs233 3,900 10% y5p .787 .197 .374 .032 20.0 5.0 9.5 .8 gs239 4,700 10% y5p .787 .197 .374 .032 20.0 5.0 9.5 .8 gs247 size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 2000 wvdc size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 3000 wvdc general purpose




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of GM100D 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























