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		  Datasheet File OCR Text:


		  date: june 2013 ? 2013 desco industries inc.  employee owned material type  micastat drawing 10200 electrical properties: because the electrical properties of many high pressure laminates have some degree of humidity dependence, all high pressure laminate  materials should be carefully tested for adequate performance at low humidity prior to selection and  installation. property   value   test  method                                                                rtt:   1  x 10 6  to < 1 x 10 10  ohms   ansi/esd  s4.1 rtg:   1  x 10 6  to < 1 x 10 10  ohms   ansi/esd  s4.1 rvol:   less  than 10 8  ohms   astm-d257 charge decay:   10342 24" x 48" 10350 10384 10382 look for the micastat ?   brand on desco laminate  sheets - for your  protection and auditing  purposes. micastat ?  sheet size       30" x 10' 30" x 12' 36" x 8' 36" x 10' 36" x 12' 48" x 8' 48" x 12' 60" x 12' blue   10180 10181 10182 10183 10184 10185 10187 10190 beige 10200 10202 10203 10204 10206 10208 10212 10215 white   10240 10242 10243 10244 10246 10248 10252 10255 grey   10290 10291 10292 10293 10294 10295 10297 10300 special sizes available upon  request. top -- non-glare matte finish. grounding hardware not included.  micastat ?  ground kits  14246  &  14244  are recommended. ask for technical bulletin  tb-2091  for further information. micastat ?  sheets  - item numbers micastat ?  dissipative laminate tolerance for kits only: width  0.250" length  0.250" every 1 linear foot of running material. specifcations and procedures subject to change without notice. tolerance for sheets only: published sheet sizes are oversized typically by ?" to 1.0" in both width and length directions published dimensions are  0.250"
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