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		  Datasheet File OCR Text:


		  15302 bolsa chica street,  huntington beach, ca 92649   ph: 714-991-1580 / 800-333-9 825   fax: 714-491-9825   www.calcrystal.com                                                            e-mail:  sales@calcrystal.com  pad connections    # 1  n.c. or tri-state  # 2  ground   # 3  output   # 4  vcc (3.3 or 1.8vdc)  260 5c  150 5c  pre-heating  soldering  10 sec  120 sec  reflow profile  recommended  soldering layout   2.2  2.54  1.4  1.2  3.2 0.2   5.0 0.2   comclok  part number  frequency  #1  #2  #3  #4  top   2.54 0.1   1.3  max   side  unit: mm  1.2 0.1   1.2 0.1   bottom  #4  #3  #2  #1  features of the ss / si series clock oscillator:   ? ss = 3.3vdc   ? si = 1.8vdc  ? industry standard (5.0 x 3.2 x 1.3mm smd)  ? fast rise and fall times  ? tight stability available  ? hermetically sealed    ? wide frequency range  mechanical specifications  electrical specifications  frequency  tolerance  1 .... 100ppm  2 .... 50ppm  3 .... 25ppm  4 .... 20ppm  operating temperature  a ....0 o c to +70 o c  b ....-20 o c to +70 o c  c ....-40 o c to +85 o c  d ....-10 o c to +50 o c  e ....-20 o c to +60 o c  f ....-10 o c to +70 o c  z ....other   symmetry  1 .... 60/40  2 .... 45/55  frequency   size / option  l .... smd tape / reel (dual comp)  m ... smd tri-state tape / reel  ss or si  1 1 a  m - 10.000mhz - r  rohs option  * blank no option  r ...rohs compliant  model      ss    si   frequency range   1.544 ~ 125.000 mhz   frequency stability   25ppm, 50ppm, 100ppm   operating temp.    0oc ~ 70oc (-40oc ~ 85oc  optional)  storage temp.  -55oc ~ 125oc   supply voltage     +1.8vdc 10%    1.544   ~ 9.999mhz    6ma max  supply  10.000 ~ 34.999mhz  10ma max  7ma max  current  35.000 ~ 49.999mhz  25ma max  15ma max    50.000 ~ 125.000mhz  35ma max  20ma max  symmetry   60/40% @ 1/2 vdd std,  45/55% optional   output    rise time        ?tr?    7 ns max    5 ns max     fall time       ?tf?  7 ns max   5 ns max   output load  30pf max (15pf std)   option   pin 1 tri-state function  +3.3vdc 10%     8ma max    ultra miniature smd oscillator      si / ss series  ver. 2.2 0806  rohs  compliant 
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