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		  Datasheet File OCR Text:


		  (4,19mm) .165" ipbs series ipbs?110?01?t?d?gp ipbs?105?01?t?s?gp ipbs?105?02?t?d optional polarized  guide posts individually shrouded contacts (4,19mm)  .165" pitch www.samtec.com f-211 note:  some lengths, styles  and options are non-standard,  non-returnable. mates with: ipbt for complete speci cations  see www.samtec.com?ipbs insulator material: black liquid crystal  polymer contact material:  phosphor bronze plating: sn over 50? (1,27?) ni operating  temp range:  -55? to +105? insertion depth:  (6,15mm) .242" to (7,24mm) .285" wiping distance:  (0,38mm) .015" min. insertion force:  14oz (3,89n) avg. withdrawal force:  10oz (2,78n) avg. voltage rating: 725 vac/1025 vdc rohs compliant: ye s lead?free solderable: ye s no. of positions  per row 1 02, 03, 04, 05, 08, 10, 15 (?d only) 02, 03, 04, 05 (?s only)  (call samtec for other sizes) ipbs row option plating option lead style  ?01 = standard power ?02 = standard power surface mount  ?t = matte tin option  ?gp = guide  post 15  no. of positions x (4,19) .165 + (1,02) .040  (5,41)  .213  (9,60)  .378  (4,19)  .165  16  01 02  (12,19)  .480  (8,89)  .350  (4,95)  .195  (3,94) .155  (6,22)  .245  (0,59)  .023  (2,03)   .080  (12,65)  .498  (11,44)  .451  (1,19) .047  (4,19)   .165  (7,37)  .290  (0,25)   .010  ( 1,02 )  .040  15  no. of positions x (4,19) .165 + (6,10) .240  no. of positions x (4,19) .165 + (11,18) .440  (2,54)  .100  (3,80) .150  (3,16)  .125  dia 16  01 02  ?gp option  ?s = single  row  ?d = double  row ?01?s ? 02?s ?02?d ?01?d specifications isolated  contact  power  header ambient temp 20c 40c 60c 75c current rating ipbt/ipbs 8.2a 6.6a 6.0a 4.8a 6 positions (2x3) powered ?individually  shrouded contacts ?polarized guide  post option
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