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		  Datasheet File OCR Text:


		  2.05    0.1 (.081    .004) 0.6 (.024) 30.0    0.1 (1.181    .004) 1.1 +0.2/-0 (.043 +.008/-0) dia. 6 plcs. holes 2.5    0.1 (.098    .004) 7.5    0.1 (.295    .004) e l 1 b 3 2 27.0 (1.063) 31.0    0.2 (1.220    .008) 35.0    0.5 (1.378    .020) 0.4 (.016) m2  x 2  plcs. 1 2.8 (.110) 9.0    0.5 (.354    .020) 20.0    0.5 (0.787    .020) 0.5 (.020) 5.5 (.217) 6.0    0.1 (.236    .004) 0.4 (.016) 6.6 (.260) led mounting surf ace 7.0    0.5 (.276    .020) 3.5    0.5 (.138    .020) 1.0    0.1 (.039    .004) 3.0 (.118) 5.5    0.1 (.217    .004) l    0.5 (l    .020) features n 	 carbon 	 element 	 n 	 red, 	 orange, 	 green, 	 amber 	 and 	 white 	 led 	 colors 	 n 	 center 	 detent 	 option n 	 assortment 	 of 	 resistance 	 tapers n 	 various 	 travel 		 lengths n 	 various 	 lever 	 sizes 	 		 ptl	series	slide	potentiometer	w/led *rohs	directive	2002/95/ec	jan	27,	2003	including	annex. specifcations	are	subject	to	change	without	notice. customers	should	verify	actual	device	performance	in	their	specifc	applications. electrical characteristics standard resistance range     ....................... 1k ohms to 1 megohm standard resistance tolerance   ... 20 % end resistance   20 mm travel   ................ 10 ohms max.   30 mm travel   ................ 20 ohms max.   45 mm travel   ................ 20 ohms max.   60 mm travel   ................ 30 ohms max. insulation resistance @ 250 vdc     ............................. 100 megohms min. dielectric withstanding voltage     .............................................. 300 vac standard taper   .................. linear, audio power rating - linear   20 mm travel   ........................ 0.05 watt   30 mm travel   .......................... 0.1 watt   45 mm travel   ...................... 0.125 watt   60 mm travel   .......................... 0.2 watt power rating - audio   20 mm travel   ...................... 0.025 watt   30 mm travel   ........................ 0.05 watt   45 mm travel   ........................ 0.06 watt   60 mm travel   .......................... 0.1 watt slider noise   ....................... 200 mv max. environmental characteristics operational life   ................ 15,000 cycles   tr shift   .................................... 15 % operating temperature range     ................................. -10 c to +55 c resistance to solder heat   ............. 5 % mechanical characteristics mechanical travel   ........ length 0.5 mm operating force   ............. 30 gf to 250 gf center detent force   ....... 20 gf to 200 gf stop strength   ......................... 5 kgf min. shaft axial force   .................... 5 kgf min. shaft wobble   .. 2(2 x l/20) mm p-p max. soldering condition   manual   ........... 300 c 5 c for 3 sec.   wave   .............. 260 c 5 c for 5 sec.   wash   ..................... not recommended product dimensions 20 mm length of travel dimensions: 	 mm 	 (inches) standard resistance table   resistance  resistance     (ohms)  code   1,000  102     2,000  202     5,000  502     10,000  103     20,000  203     50,000  503     100,000  104     200,000  204     500,000  504     1,000,000  105 schematic mounting hole detail 3 2 1 r1 3 2 1 r1 3' 2' 1' r2 lever   length 10.0   (.394) 15.0    (.591) 19.0    (.748) *rohs	compliant lead	fre e *rohs	compliant versions	 available lead	free	 versions	are	 rohs	compliant *

 52.0 (2.047) 56.0	  	0.2 (2.205	  	.008) 60.0	  	0.5 (2.362	  	.020) 77.5 (3.052) max. 55.0	  	0.1 (2.165	  	.004) 45.0	  	0.5 (1.772	  	.020) 1.1	+0.2/-0 (.043	+.008/-0) dia.	6	plcs. holes 2.05	  	0.1 (.081	  	.004) 0.6 (.024) 0.5 (.020) 5.5 (.217) 6.0	  	0.1 (.236	  	.004) 0.4 (.016) 6.6 (.260) led mounting surf ace 0.4 (.016) m2	 x 2 	plcs. 7.0	  	0.5 (.276	  	.020) 3.5	  	0.5 (.138	  	.020) 2.5	  	0.1 (.098	  	.004) 7.5	  	0.1 (.295	  	.004) e l 1 b 3 1 2 1.0	  	0.1 (.039	  	.004) 3.0 (.118) 5.5	  	0.1 (.217	  	.004) l	  	0.5 (l	  	.020) 2.8 (.110) 9.0	  	0.5 (.354	  	.020) specifcations	are	subject	to	change	without	notice. customers	should	verify	actual	device	performance	in	their	specifc	applications. 	 ptl	series	slide	potentiometer	w/led product dimensions 30 mm length of travel dimensions: 	 mm 	 (inches) 2.05    0.1 (.081    .004) 0.6 (.024) 40.0    0.1 (1.575    .004) 1.1 +0.2/-0 (.043 +.008/-0) dia. 6 plcs. holes 2.5    0.1 (.098    .004) 7.5    0.1 (.295    .004) e l 1 b 3 2 37.0 (1.457) 41.0    0.2 (1.614    .008) 45.0    0.5 (1.772    .020) 0.4 (.016) m2  x 2  plcs. 1 2.8 (.110) 9.0    0.5 (.354    .020) 30.0    0.5 (1.181    .020) 0.5 (.020) 5.5 (.217) 6.0    0.1 (.236    .004) 0.4 (.016) 6.6 (.260) led mounting surf ace 7.0    0.5 (.276    .020) 3.5    0.5 (.138    .020) 1.0    0.1 (.039    .004) 3.0 (.118) 5.5    0.1 (.217    .004) l    0.5 (l    .020) mounting hole detail 45 mm length of travel mounting hole detail applications  	 mixing 	 consoles q 	 drum 	 machines q 	 keyboards 	 and 	 synthesizers q 	 equalizers

 67.0 (2.638) 71.0    0.2 (2.795    .008) 75.0    0.5 (2.953    .020) 70.0    0.1 (2.756    .004) 60.0    0.5 (2.362    .020) 1.1 +0.2/-0 (.043 +.008/-0) dia. 6 plcs. holes 2.05    0.1 (.081    .004) 0.6 (.024) 0.5 (.020) 5.5 (.217) 6.0    0.1 (.236    .004) 0.4 (.016) 6.6 (.260) led mounting surf ace 0.4 (.016) m2  x 2  plcs. 7.0    0.5 (.276    .020) 3.5    0.5 (.138    .020) 2.5    0.1 (.098    .004) 7.5    0.1 (.295    .004) e l 1 b 3 1 2 1.0    0.1 (.039    .004) 3.0 (.118) 5.5    0.1 (.217    .004) l    0.5 (l    .020) 2.8 (.110) 9.0    0.5 (.354    .020) tapers 0 1 0 10 20 20 30 30 40 40 50 50 60 60 70 70 80 80 90 90 100 100 a	series	t apers te rminal	 1 output	v oltage	across	t erminals	1-2 input	v oltage	across	t erminals	1-3 x	100	(% ) te rminal	 3 rotational	t ravel	(% ) (05a);a1 (10a);a2 (15a);a3 (2 0 a );a 4 (25a);a 5 (30a);a 6 0 1 0 10 20 20 30 30 40 40 50 50 60 60 70 70 80 80 90 90 100 100 b	series	t apers te rminal	 1 output	v oltage	across	t erminals	1-2 input	v oltage	across	t erminals	1-3 x	100	(% ) te rminal	 3 rotational	t ravel	(% ) (4b);b4 (3b);b3 (2b );b2 (1b);b1 (5b);b 5 0 1 0 10 20 20 30 30 40 40 50 50 60 60 70 70 80 80 90 90 100 100 c	series	t apers te rminal	 1 output	v oltage	across	t erminals	1-2 input	v oltage	across	t erminals	1-3 x	100	(% ) te rminal	 3 rotational	t ravel	(%) (05 c);c1 (10c);c 2 (15c);c 3 (20c);c4 (25c);c5 (30c);c6 specifcations	are	subject	to	change	without	notice. customers	should	verify	actual	device	performance	in	their	specifc	applications. 	 ptl	series	slide	potentiometer	w/led product dimensions 60 mm length of travel dimensions: 	 mm 	 (inches) mounting hole detail

 specifcations	are	subject	to	change	without	notice. customers	should	verify	actual	device	performance	in	their	specifc	applications. 	 ptl	series	slide	potentiometer	w/led led characteristics emitter color item symbol test conditions min. typ. max. unit red forward voltage v f i f  = 20 ma 2.1 2.5 v luminous intensity i v 0.3 0.6 mcd peak emission wavelength l p 660 nm dominant wavelength l d 643 nm spectral line half width d l 20 nm orange forward voltage v f i f  = 20 ma 2.2 2.5 v luminous intensity i v 1.5 3.0 mcd peak emission wavelength l p 610 nm dominant wavelength l d 605 nm spectral line half width d l 35 nm green forward voltage v f i f  = 20 ma 2.1 2.5 v luminous intensity i v 0.6 1.2 mcd peak emission wavelength l p 530 nm dominant wavelength l d 35 nm spectral line half width d l 160 nm amber forward voltage v f i f  = 20 ma 2.1 2.6 v luminous intensity i v 5.0 mcd peak emission wavelength l p 585 nm dominant wavelength l d 582 C 595 nm spectral line half width d l 35 nm white forward voltage v f i f  = 20 ma 3.5 4 v luminous intensity i v 300.0 mcd peak emission wavelength l p 520 nm dominant wavelength l d 460 C 470 nm spectral line half width d l 35 nm  how to order ptl 30 - 10 r 0 - 103 b2   model number   designator     ptl = slide         potentiometer        w/led length of travel     20 = 20 mm     45 = 45 mm     30 = 30 mm     60 = 60 mm lever length     10 = 10 mm     15 = 15 mm     19 = 19 mm led color     r = red  a = amber     o = orange  w = white     g = green detent option     0 = no detent     1 = center detent resistance code   (see standard resistance table) resistance taper (see taper charts)     taper series followed by curve number circuit b (	+	 ) e (	-	 ) rev. 09/11 l	=	dummy	terminal
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