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		  Datasheet File OCR Text:


		  features    50 ka max. discharge current rating    multi-pole uni-block design    din rail mountable    ul 60691 compliant integrated thermal   disconnect    visual fault indicator    remote signalling capability    compact design ideal for limited spaces   standards compliance:    rohs compliant*     1250 series general duty ac surge protective device  *rohs directive 2002/95/ec jan. 27, 2003 including annex and rohs recast 2011/65/eu june 8, 2011.   speci  cations are subject to change without notice. the device characteristics and parameters in this data sheet can and do vary in different applications and actual device perfor mance may vary over time. users should verify actual device performance in their speci  c applications. the bourns   model 1250 series is a general duty surge protective device (spd)  designed to protect high risk electrical service entrance and branch panels.  this spd is  intended to be installed at the front end of the installation, in the main switchboard, close  to sensitive terminals or in installations without lps (lightning rods).  the model 1250 series is a single-pole module that can be con gured for both common  mode and differential mode protection in single and three phase applications up to 480 v. electrical characteristics general characteristics environmental characteristics *rohs compliant characteristic model no. 1250-xs-120 1250-xs-230 1250-xs-400 1250-xs-480 ac network 120/240 v, 120/208 v 220/380 v, 240/415 v 220/380 v, 277/480 v, 347/600 v 347/600 v, 480 v connection mode 1-pole, l-n or l-g ac system it, tt, tn, single, split phase, delta, wye max. operating voltage (mcov) 150 v 275 v 400 v 550 v tov withstand 150 v 275 v 400 v 550 v leakage current at uc < 1 ma follow current none ul nominal discharge current (in)      15 impulses 8/20 ? 20 ka max. discharge current (i max )      1 impulse 8/20 ? 50 ka max. lightning current (i imp )      1 impulse 10/350 ? -- ul voltage protection rating (vpr) 700 v 1000 v 1200 v 1800 v protection level (up) 0.9 kv 1.25 kv 1.8 kv 2.5 kv ul short-circuit current rating (sccr) 100kaic characteristic model no. 1250-xs-120 1250-xs-230 1250-xs-400 1250-xs-480 thermal disconnector ul 60691 overcurrent protection time delay - 125 a max. connection by screw terminals, #6 awg max. dimensions 90 x 18 x 67 mm / (3.543 x 0.709 x 2.638 in.) mounting din rail, 35 mm symmetrical remote signal indicator 250 vac max., 2 a enclosure material thermoplastic ul 94v0 characteristic model no. 1250-xs-120 1250-xs-230 1250-xs-400 1250-xs-480 operating temperature -50 ? to +85 ? operating altitude 13,000 ft. (4,000 m) relative humidity 5 to 95 % non-condensing, up to 100 % external environmental rating ip 20 electrical diagram general information l/n v :   high energy varistor ft :  thermal fuse c :   remote signaling contact t :  thermal disconnection system 1 . 1 1 . 2 1 . 4 c ft v

  speci  cations are subject to change without notice. the device characteristics and parameters in this data sheet can and do vary in different applications and actual device perfor mance may vary over time. users should verify actual device performance in their speci  c applications.   1250 series general duty ac surge protective device product dimensions and schematics dimensions:  mm  (inches) applications    electrical service entrance   branch panels 67.0 (2.638) 10.6 (.417) 90.0 (3.543) 18.0 (.709) 1250-1s-xxx v l/n l/n ac surge  protector spd1250-xxx uc in imax up ft mi t c 36.0 (1.417) 1250-2s-xxx v l/n l ac surge  protector spd1250-xxx uc in imax up n ac surge  protector spd1250-xxx uc in imax up ft mi t c v l/n ft mi t 54.0 (2.126) 1250-3s-xxx v l1 l ac surge  protector spd1250-xxx uc in imax up l ac surge  protector spd1250-xxx uc in imax up ft mi t c v l2 ft mi t v l3 ft mi t l ac surge  protector spd1250-xxx uc in imax up 67.0 (2.638) 44.0 (1.732) 60.8 (2.394) 90.0 (3.543) 10.6 (.417)

 speci  cations are subject to change without notice. the device characteristics and parameters in this data sheet can and do vary in different applications and actual device perfor mance may vary over time. users should verify actual device performance in their speci  c applications.   1250 series general duty ac surge protective device rev. 05/13  how to order 1250  -  x  s  -  xxx series con guration   1 = one protected pole   2 = two protected poles   3 = three protected poles   4 = four protected poles remote signaling code   s = remote signaling operating voltage   120 = 120/240 v, 120/208 v   230 = 220/380 v, 240/415 v   400 = 220/380 v, 277/480 v, 347/600 v   480 = 347/600 v, 480 v standards compliance iec61643-1 - international ................................ class i, class ii en 61643-11 - europe ....................................... class i, class ii nf en 61643-11 - france ................................. class i, class ii ul1449 3rd edition - usa .................... type 4, type 2 location ul1449 3rd edition - canada ............... type 4, type 2 location csa c22.2 no. 8-m1986 ............ class 9091 32, class 9091 92 rohs ..............................................rohs directive 2002/95/ec     jan. 27, 2003 including annex and      rohs recast 2011/65/eu june 8, 2011 asia-paci  c:  tel: +886-2 2562-4117 ?fax: +886-2 2562-4116 europe:  tel: +41-41 768 5555 ?fax: +41-41 768 5510 the americas:  tel: +1-951 781-5500 ?fax: +1-951 781-5700 www.bourns.com product dimensions and schematics (continued) 72.0 (2.835) 1250-4s-xxx v l/n l ac surge  protector spd1250-xxx uc in imax up l ac surge  protector spd1250-xxx uc in imax up ft mi t c v l/n ft mi t v l/n ft mi t v l/n ft mi t l ac surge  protector spd1250-xxx uc in imax up n ac surge  protector spd1250-xxx uc in imax up dimensions:  mm  (inches)
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