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		  Datasheet File OCR Text:


		  features ! ! ! ! ! input 5 to 2400 mhz ! ! ! ! ! output 10 to 4800 mhz ! ! ! ! !     input drive level +10 dbm (nominal) ! ! ! ! !     surface mount package parameter               test conditions                     typical     guaranteed           +25 oc        -54oc to +85 oc electrical specifications: z o  = 50 ohms   p in  = +10 dbm rev. b 6/23/09 ssb conversion loss                   f in  = 5 to 30 mhz 12.0                14.0         15.0 max. (db)                                           f in  = 30 to 2400 mhz 11.5               13.0         13.5 max. third harmonic                             f in  = 5 to 500 mhz  45 36          34 min. suppression (dbc)                     f in  = 500 to 1000 mhz  40 30          28 min.                                      f in  = 1000 to 2400 mhz  35 25          23 min. input vswr                                     f in  = 5 to 2400 1.5:1 spectrum microwave  2144 franklin drive n.e.  palm bay, florida 32905  ph (888) 553-7531  fax (888) 553-7532 spectrum microwave  2707 black lake place  philadelphia, pennsylvania 19154  ph (215) 464-4000  fax (215) 464-4001 www.spectrummicrowave.com fundamental                                f in  = 5 to 1000 mhz  35                23          22 min. suppression  (dbc)                   f in  = 1000 to 2000 mhz  25                20          18 min.                                      f in  = 2000 to 2400 mhz  20                16          14 min. frequency doubler FD34SMH-1 5 - 2400 mhz the FD34SMH-1 is a passive bridge diode frequency doubler, designed for use in commercial and test equipment applica- tions. the design utilizes schottky bridge quad diodes and broadband ferrite baluns to attain excellent performance. product outline description recommended footprint notes:  1. trace width is shown for 0.031?                   thick fr4. for other materials,                   trace width will need to be                   adjusted accordingly.              2. top side ground pad shall be free                  of solder mask.              3. bottom side of the pcb is                  continuous ground plane.
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