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		  Datasheet File OCR Text:


		  for more information, visit www .cooperb ussmann.com 308 connectors 15288 series specifications description: disconnect  terminal blocks for 35mm din rail mount. rating :  65a, 600v* center spacing :  0.54?(13.7mm) wire range :  #6-16 awg screw size :  #8-32 zinc-plated philslot number of poles :  3-pole only mounting :  35mm din rail optional accessories :  optional end stop ndnas (order optional accessories seperately) materials :  molded base:  ul rated 94v2 thermoplastic. tin-plated copper alloy contacts. torque rating :  20 lb-in (30 lb-in for 8awg bare wire)  operating temperature :  105? (221?)  agency information :  ul file e62622 *csa rating achieved with #6 awg wire crimped to ring terminal 50a without. 1.94 (49.27) 1.70 (43.2) 1.94 (49.27) 0.54 (13.7) 2.30 (58.4) for  s t option 1.70 (43.2) in-line wiring direction rail mount disconnect terminal blocks 15188 series specifications description: disconnect terminal blocks for 35mm din rail mount. rating :  30a, 600v* center spacing :  0.375 (9.52mm) wire range :  #12-16 agw cu screw size :  #6-32 zinc-plated philslot number of poles :  3- and 4-pole only mounting :  35mm din rail optional end stop ndnas jumpers :  2- through 4-pole available materials :  molded base:  ul rated 94v-2 thermoplastic.  tin plated copper alloy contacts. torque rating :  12 lb-in operating temperature :  105?  agency information :  ul file e62622, csa file 47235. * 30a rating achieved with #10awg wire crimped to ring terminal; 25a without. 1.94 (49.27) 3 pole = 1.19 (30.22) 4 pole = 1.56 (39.62) 1.94 (49.27) 0.375 (9.52) 0.22 (5.58) 3 pole = 1.19 (30.22) 4 pole = 1.56 (39.62) reverse wiring direction dimensions - in (mm) in-line wiring direction dimensions - in (mm) reverse wiring direction catalog number build-a-code series poles wiring options 15188  C 3 to 4 blank = in-line s = locking snap r = reverse catalog number build-a-code series poles wiring options** 15288  C 3 blank = in-line s = snap r = reverse st = screw together ss = solid din rail snap * *options can be combined, e.g. stss
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