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		  Datasheet File OCR Text:


		  l e a d                   f r e e rohs compliant cicoil sm specifications electrical voltage rating:  30  v current rating:  1 a insulation resistance:  > 1 x 108  @ 100vdc withstanding voltage:  350 vrms for 1 minute individually shielded twisted pairs  characteristic impedance:  100  10  conductor size:  28 awg stranded propagation velocity:  1.25 ns/ft (4.1 ns/m) skew (within pair):  50 ps/meter, max. skew (channel skew per chipset):  50 ps/meter,  max. environmental acid resistance:  good ozone resistance:  outstanding oil resistance:  good flame resistance:  good water/steam resistance:  excellent   (including salt and diw)  alcohol resistance:  good toxins:  halogen-free mechanical minimum bend radius:  2   (flexing applications) life expectancy:  10,000,000 cycles, min.   (continuous flexing applications) approvals ul recognizedfile #e324413, ce dimensions cicoil camera link? cable assemblies for industrial motion video equipment meet  or exceed each of the specifications defined within the camera link? standard. and,  cicoils cables provide an exceptionally long life of more than10 million flex cycles,  with a 50mm bend radius for unsurpassed flexibility. cicoil manufactures these cable  assemblies to custom lengths for the perfect fit. select basic part number based on connector type required. replace  xxxx  with length in inches.  specify quantity of connectors to be installedone, two or none. example:   cl-1000-m-0175; metal connector; 175 inches.  connector  type temperature  rating part number price per foot connector  price (ea.) metal -55c to +105c cl-1000-m- xxxx plastic -20c to +85c cl-1000- p- xxxx xxxx = l ength in inches flexibility a 2-inch bend radius makes them ideal for linear  motion and tight-space applications. durability all wires are fully encapsulated in glass-clear sili- cone; a solid, one-piece construction that creates  a highly durable cable package. the cable will  not deform, break or wear for the lifetime of the  product, even in high flex applications. extreme environments cicoil cables perform in temperatures from -65c  to 260c, with excellent resistance to water,  steam, and chemicals. non-particulating, they  are suitable for class 1 clean room environments. versatility combine additional power, signal and/or hollow  tubing with camera link? into a single integrat- ed cable for sophisticated capabilities. camera link? cable #0500   7/09   2.5m speci?cations are nominal  speci?cations and pricing are subject to change metal (-m) emi/esd shell, quick release latch, 2 plcs plastic (-p) length (inches) silicone jacket twinax, tinned ultraflex copper, shielded 0.030 1.500 0.030 0.164 braid shield pfa jacket foil shield wire strands drain wire iso/as9100 certified $jdpjmt"wfovf5jccjuut
7bmfodjb
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