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		  Datasheet File OCR Text:


		  carlisle interconnect technologies  / 6801 s. 180th st., tukwila, wa 98188 toll free - 800.227.5953 / fax - 425.251.8826 / carlisleit.com UHSOCTAX08S01 ? capable of delivering data transfer speed of    10gbits/sec or higher ? compliant with tia/eia and iso cat 6a    test standards ? optimized for 1g and 10g applications ? robust latching system ? excellent corrosion resistance ? excellent shell to shell conductivity ? superb emi shielding ? unique contact retaining mechanism for ease of  manufacturing and field rework ? very compact and light weight ? highly precise cnc machined parts ? blind-mateable and scoop-proof ? environmentally sealed ? rohs compliant key characteristics ? ethernet and high definition video in    aerospace applications ? high speed data loading ? mating cycles: >500  ? mating/unmating force: 2 lb/1 lb ? contact retaining force: >8 lbs ? latching strength: >70 lbs ?  operating temperature range: -55 ? c to 175 ? c ?  weight: 4.5 grams and 7.0 grams with rear seal ideal application mechanical properties physical properties ultra high speed octax? electrical properties socket connector with latch ?  dielectric withstand voltage: 1000 vdc ?  current and voltage rating: 4 amps and 115 vac ?  shell to shell contact resistance: 5.0x10^9 ohms note: diameter measurement does not include rear seal.          

 carlisle interconnect technologies  / 6801 s. 180th st., tukwila, wa 98188 toll free - 800.227.5953 / fax - 425.251.8826 / carlisleit.com ?  shells: aluminum alloy plated with electroless nickel  ?  electrical inserts: thermoplastics  ?  strain relief and ferrule: aluminum alloy plated with  electroless nickel ?  set screw: stainless steel ?  seals: fluorosilicone material UHSOCTAX08S01 ?  accomodates cable o.d : 0.20-0.32 ?  optimized with carlisleit cable p/n    26463/1a042x-8(ld) (10gb) ?   optimized with carlisleit cable p/n    nf26gb100 (1gb) ?  accommodates 26-22 gauge wire  ?  accepts eight m39029/58-360 contacts cable & wire accomodation note:  above graphs illustrate the main ethernet test results of the carlisleit octax? connectors and cable 26463/1a042x-8(ld).  these charts were produced by using fluke dtx 1800 test equipment with tia/eia-568 cat 6a specification, 180 ft of cable, and 4  connectors. drawings, test report, and other contact arrangements will be available upon request. contacts are included with connector. ? carlisle interconnect technologies, 2012. all trademarks, service marks and trade names are property of their respective holding companies. all rights reserved. rev. 062012-100
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