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		  Datasheet File OCR Text:


		    spe - 12 - 8 - 0 60 / a /pk             page  1   of  7   specification     part no.   :   fx t .01   product name    :   flexi ble pcb  near - field communication s   tag   antenna     feature   :   13.56mhz   peel and stick adhesive backing   communicates out to 5 cm to   reader   antenna   rohs compliant          

   spe - 12 - 8 - 0 60 / a /pk             page  2   of  7     i.   introduction   taoglas has   developed a standard nfc (near field communications) tag  antenna for use with in mobile device and other applications. this standard  design is matched for optimal performance with typical nfc chipsets. the  antenna is dimensioned to provide interrogation c apability out to 5 cm.  distance. this standard antenna is manufactured in a flexible circuit board (pcb)  form factor. the flex pcb design provides a flexible nfc tag that can be  adhered to the plastic enclosure of the customer device for ease of installati on.        with nfc tags being commonly attached to the battery of mobile devices, the  nfc tag can be customized with a ferrite layer to provide isolation from the  battery or other components in the device the tag is integrated in.                                

   spe - 12 - 8 - 0 60 / a /pk             page  3   of  7   ii.   specification   table   flexible pcb near - field communications reader antenna   frequency   13.56   mhz   return loss     10   db   polarization   linear     impedance   50   ohm     mechanical   antenna d imensions   53 . 3 mm x  36 . 8 mm    rohs  compliant   yes   adhesive   3m 467   environmental   operation t emperature   - 40c to 85c   storage temperature   - 40c to  85 c   humidity   non - condensing 65c 95% rh                          

   spe - 12 - 8 - 0 60 / a /pk             page  4   of  7   iii.     antenna characteristics (free space)   iii.1.   return loss       iv.   antenna characteristics (on  1mm  abs)    

   spe - 12 - 8 - 0 60 / a /pk             page  5   of  7   iv.1.   return loss     iv.2.   smith chart    

   spe - 12 - 8 - 0 60 / a /pk             page  6   of  7   iv.3.   matching                                        

   spe - 12 - 8 - 0 60 / a /pk             page  7   of  7   v.   mechanical drawing                                       fxt.01.a  
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