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		  Datasheet File OCR Text:


		  175 taj, trj, thj, taw, tps, tpm, noj,  nos, nom, npv, tac, tpc, tcj and tlj marking for taj, tps & thj, the positive end of body has videcon readable polarity marking as shown in the diagram. bodies  are marked by indelible laser marking on top surface with capacitance value, voltage and lot code. r and p case is an exception due to small size in which only the voltage and capacitance values are printed. voltage  rated voltage voltage  rated voltage code at 85c code at 85c x1 . 8 c 1 6 e2 . 5 d 2 0 g4 e 2 5 j6 . 3 v 3 5 a1 0t5 0 taj, trj, tps, tpm C a, b, c, d, e, f, k, h, s, t, v, w, y and x case: xxxxx 227 a avx logo capacitance value in pf 227 = 220f rated voltage code a = 10v lot code polarity code  (anode+) taj C r and p case: j 1 0 6 capacitance value in pf 106 = 10f rated voltage code j = 6.3v polarity code  (anode+) thj C a, b, c, d, e case: tac, tpc C  all case sizes xxxxx 227 a  avx logo  capacitance value in pf  227 = 220f  rated voltage code a = 10v polarity  code   (anode+)  lot code polarity band  (anode+) tcj C a, b, c, h, k,  t, w, y case: xxxxx 156 j  avx logo  polymer  capacitance value in pf  156 = 15f  rated voltage j = 6.3v lot code polarity  band  tcj C p, r case: avx logo polymer j 1 0 6 capacitance value in pf 106 = 10f rated voltage code j = 6.3v polarity band tlj C a, b, g, h, k,  s, t, w case: xxxxx 10 7 j  avx logo capacitance value in pf  107 = 100f  rated voltage  j = 6.3v  polarity  band  lot code tlj C j case: rated voltage and capacitance code (for coding see table below) polarity  band  i a i a   = 3.3f/10v rated voltage and capacitance code (for coding see table below) polarity  band  a   = 1.0f/10v a tlj C n, p, r case: rated voltage code  j = 6.3v  j 1 0 6 capacitance value in pf  106 = 10f  polarity  band  avx logo  noj C p case: rated voltage code  j = 6.3v  j 475 capacitance value in pf  475 = 4.7f  polarity  band  oxicap ?  logo taw C d case: xxxxx 476 a avx logo fused capacitance value in pf 476 = 47f rated voltage  a = 10v lot code polarity band f noj, nos, nom, npv C  a, b, c, d, e, s, t, v,  y, z case: xxxxx 227 g oxicap ?  logo capacitance value in pf  227 = 220f  rated voltage  g = 4v lot code polarity  band  (anode+)  capacitance voltage 4v 6.3v 10v 16v 2.2 3.3 i a 4.7 i j 6.8 i g 10 15 22 i g i g i g i a i a i a i c i c i j i j i j taj C j case: capacitance voltage 4v 6.3v 10v 1.0 1.5 2.2 3.3 4.7 6.8 10 a a a j a g j j g g
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