

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						SMAJ13			PL2211			LC200			2431A			0ZVB713			ISL6118			MBR16100			R9070LF			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				BZT52C6V2S Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  features planar die construction ultra-small surface mount package ideally suited for automated assembly processes absolute maximum ratings (ta = 25 ) parameter symbol rating unit power dissipation p 200 mw thermal resistance, junction to ambient air r ja 625 /w forward voltage @ i f = 10ma v f 0.9 v jumction temperature t j 150 storage temperature t stg -65to+150 sales@twtysemi.com 1 of 2 http://www.twtysemi.com bzt52c2v0s - bzt52c39s product specification 4008-318-123

 bzt52c2v0s - bzt52c39s electrical characteristics (ta = 25 ) nom. min. max. i z (ma) z zt @i zt ( ) z zk @i zk ( ) i zk (ma) i r ( a) @v r (v) min. max. bzt52c2v0s 2.0 1.91 2.09 5 100 600 1.0 150 1.0 -3.5 0 wy bzt52c2v4s 2.4 2.2 2.6 5 100 600 1.0 50 1.0 -3.5 0 wx bzt52c2v7s 2.7 2.5 2.9 5 100 600 1.0 20 1.0 -3.5 0 w1 bzt52c3v0s 3.0 2.8 3.2 5 95 600 1.0 10 1.0 -3.5 0 w2 bzt52c3v3s 3.3 3.1 3.5 5 95 600 1.0 5.0 1.0 -3.5 0 w3 bzt52c3v6s 3.6 3.4 3.8 5 90 600 1.0 5.0 1.0 -3.5 0 w4 bzt52c3v9s 3.9 3.7 4.1 5 90 600 1.0 3.0 1.0 -3.5 0 w5 bzt52c4v3s 4.3 4.0 4.6 5 90 600 1.0 3.0 1.0 -3.5 0 w6 bzt52c4v7s 4.7 4.4 5.0 5 80 500 1.0 3.0 2.0 -3.5 0.2 w7 bzt52c5v1s 5.1 4.8 5.4 5 60 480 1.0 2.0 2.0 -2.7 1.2 w8 bzt52c5v6s 5.6 5.2 6.0 5 40 400 1.0 1.0 2.0 -2 2.5 w9 BZT52C6V2S 6.2 5.8 6.6 5 10 150 1.0 3.0 4.0 0.4 3.7 wa bzt52c6v8s 6.8 6.4 7.2 5 15 80 1.0 2.0 4.0 1.2 4.5 wb bzt52c7v5s 7.5 7.0 7.9 5 15 80 1.0 1.0 5.0 2.5 5.3 wc bzt52c8v2s 8.2 7.7 8.7 5 15 80 1.0 0.7 5.0 3.2 6.2 wd bzt52c9v1s 9.1 8.5 9.6 5 15 100 1.0 0.5 6.0 3.8 7.0 we bzt52c10s 10 9.4 10.6 5 20 150 1.0 0.2 7.0 4.5 8.0 wf bzt52c11s 11 10.4 11.6 5 20 150 1.0 0.1 8.0 5.4 9.0 wg bzt52c12s 12 11.4 12.7 5 25 150 1.0 0.1 8.0 6.0 10.0 wh bzt52c13s 13 12.4 14.1 5 30 170 1.0 0.1 8.0 7.0 11.0 wi bzt52c15s 15 13.8 15.6 5 30 200 1.0 0.1 10.5 9.2 13.0 wj bzt52c16s 16 15.3 17.1 5 40 200 1.0 0.1 11.2 10.4 14.0 wk bzt52c18s 18 16.8 19.1 5 45 225 1.0 0.1 12.6 12.4 16.0 wl bzt52c20s 20 18.8 21.2 5 55 225 1.0 0.1 14.0 14.4 18.0 wm bzt52c22s 22 20.8 23.3 5 55 250 1.0 0.1 15.4 16.4 20.0 wn bzt52c24s 24 22.8 25.6 5 70 250 1.0 0.1 16.8 18.4 22.0 wo bzt52c27s 27 25.1 28.9 2 80 300 0.5 0.1 18.9 21.4 25.3 wp bzt52c30s 30 28.0 32.0 2 80 300 0.5 0.1 21.0 24.4 29.4 wq bzt52c33s 33 31.0 35.0 2 80 325 0.5 0.1 23.1 27.4 33.4 wr bzt52c36s 36 34.0 38.0 2 90 350 0.5 0.1 25.2 30.4 37.4 ws bzt52c39s 39 37.0 41.0 2 130 350 0.5 0.1 27.3 33.4 41.2 wt temperature coefficient of zener voltage @i ztc =5ma (mv/ ) marking maximum reverse current type zener voltage v z (v) maximum zener impedance sales@twtysemi.com 2 of 2 http://www.twtysemi.com product specification 4008-318-123
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