

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						68HC908G			74LVC2G			EDZ22			PRBG253			BPC351			PC610			EDZ22			IRF64			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				BLA1 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		                    bla 1 series               1way 3mm led  standoff  description  designed to mount a single 3mm  led 18mm from the pcb. two pins  press into 1.6mm holes in the pcb  to secure the assembly during  soldering. all colours available.  housing is black nylon 6 ul-94v0.    mechanical data  bedford opto technology ltd  1 biggar business park, b iggar,lanarkshire ml12 6fx  tel: +44 (0) 1899 221221  fax: +44 (0) 1899 221009  website:  bot.co.uk  e- mail:  bill@bot.co.uk  12.4.12  iss a  page 1 of 2  pb this component is rohs compliant ?3.0  view from bottom        xxyy 18.0 15.0 + - 3.5 4.8 2.54 4.75 4.25 8.5 crucifix pin 1mm polarity chamfer anode lead to bevel 1mm diam  ejector pin mark 1.0 1.25 1.5 2.0 0.75 1.5 0.5 crucifix pin detail  scale x10 suggested pcb hole 1.6mm diam.

 bedford opto technology ltd  1,biggar business park, b iggar,lanarkshire ml12 6fx  tel: +44 (0) 1899 221221  fax: +44 (0) 1899 221009  website:  bot.co.uk  e- mail:  bill@bot.co.uk  absolute maximum ratings  (t a  = 25 o c)  reverse voltage  6volts  continuous forward current  30 ma        power dissipation  tamb 60 c  100mw  operating temp  -40  to+100 o c  storage temp  -55to +100 o c  lead soldering temp(1.55mm from body 5secs)  260 o c  colour  r,y,g,o  blue  5volts  20ma  100mw  -40  to+100 c  -40  to+100c  260 o c  red/green    30ma  100mw  -40  to+85 c  -40  to +85 c  260 o c  colour   luminous intensity  if = 10ma  mcd   peak wavelength    nm   forward voltage  if = 20ma  volts   viewing angle  deg    red   min  typ  max  6.3  10.0  -  -  635  -  -  2.0  3.0    60    yellow   min  typ  max  6.3  10.0  -  -  585  -  -  2.4  3.0    60    green   min  typ  max  6.3  12.0  -  -  565  -  -  2.4  3.0    60    blue  min  typ  max  6.3  12.0  @20ma  -  428-  -  3.9  4.5    60    orange  min  typ  max  1.6  4.0    605    2.4  3.0    60  red      green  min  typ  max  min  typ  max  4.5  8.0    8.0  12.0      635      565  1.7    2.6  1.7    2.6    50      50  opto electronic data   (ta = 25 o c)  bla 1   series   12.4.12   page 2 of 2  ordering information  bla 1 x where x=r=red,o=orange,=gr een,y=yellow,b=blue,r/g=bicolour 
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