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		  Datasheet File OCR Text:


		  1  schottky detector diodes    rev. v4  schottky detector diodes   advanced:  data sheets contain information regarding a product m/a-com technology solutions  is considering for development. performance is based on target specifications, simulated results,  and/or prototype measurements. commitment to develop is not guaranteed.  preliminary:  data sheets contain information regarding a product m/a-com technology  solutions has under development. performance is based on engineering tests. specifications are  typical. mechanical outline has been fixed. engineering samples and/or test data may be available.  commitment to produce in volume is not guaranteed.  ?   north america   tel: 800.366.2266   ?   europe   tel: +353.21.244.6400  ?   india   tel: +91.80.43537383             ?   china   tel: +86.21.2407.1588      visit www.macomtech.com for addi tional data sheets and product information.     m/a-com technology solutions inc. and its affiliates reserve the right to make  changes to the product(s) or information contained herein without notice.   features  ?  wide selection of packages for stripline,        coaxial, and waveguide detectors  ?  chip diodes available  ?  n type diodes  ?  low 1/f noise    description  this family of low capacitance schottky diodes is  designed to give superior performance in video  detectors and power monitors from 100 mhz  through 16 ghz.  they have low junction capaci- tance and repeatable video impedance.  these  diodes are available in a wide range of ceramic,  stripline and axial lead packages and as bondable  chips.      applications  detectors and power monitors  in stripline, coaxial  and waveguide circuits through 16ghz.   case styles    

 2  schottky detector diodes    rev. v4  schottky detector diodes   advanced:  data sheets contain information regarding a product m/a-com technology solutions  is considering for development. performance is based on target specifications, simulated results,  and/or prototype measurements. commitment to develop is not guaranteed.  preliminary:  data sheets contain information regarding a product m/a-com technology  solutions has under development. performance is based on engineering tests. specifications are  typical. mechanical outline has been fixed. engineering samples and/or test data may be available.  commitment to produce in volume is not guaranteed.  ?   north america   tel: 800.366.2266   ?   europe   tel: +353.21.244.6400  ?   india   tel: +91.80.43537383             ?   china   tel: +86.21.2407.1588      visit www.macomtech.com for addi tional data sheets and product information.     m/a-com technology solutions inc. and its affiliates reserve the right to make  changes to the product(s) or information contained herein without notice.   maximum ratings  packaged n type silicon schottky   detector diodes  these low barrier packaged detector diodes are  suitable for use in waveguide and coaxial detec- tors.  they feature high sensitivity and low l/f noise.   these diodes are listed by increasing test fre- quency, grouped by packages style and decreasing  tss.  other case styles  than those specified may  be available.  specifications @ t a  = +25c  model number  1   case style  test frequency (ghz)  maximum 2,3  tang.   signal sensitivity t ss  (dbm)  video impedance  3,4  range  min./max.  (k ohms)  ma40201 119  10  -55  1/2  ma40205 119  16  -52  1/2  ma40215 120  16  -52  1/2  notes:  1.  schottky barrier junction di odes are thermocompression bonded in case style 119 and 120.   the standard case style is given  for each  model number.  other case styles may be available.  2.  the video amplifier bandwidth is 1 mhz and the nominal amp lifier noise figure is 3 db.  dc impedance is 10 k ohms.    3.  the dc bias is 20 a.  4.  rf power = 30 dbm.  the dc forward bias is +20 a.  5.  measured at the indicated test frequency and at -30 dbm rf power.  temperature ratings       storage operating temperature    -65c to +150c  (case styles 54, 119, 120, 135, 135a, 186, 276)  -65c to +125c (case styles 137, 213)  power ratings @ 25c       maximum peak incident rf power         maximum cw rf power       derate linearity to zero at 150c    s-x band 1 watt - 1 microsecond maximum pulse length  ku-k band 0.5 w - 1 microsecond maximum pulse length  s-x band 150 mw (maximum)  ku-k band  100 mw (maximum)  solder temperature       for case styles 54, 119, 186, 276       for case style 120       for case styles 137 and 213    230c for 5 seconds, 1 mm from package  200c for 5 seconds  150c for 5 seconds, 1 mm from package 

 3  schottky detector diodes    rev. v4  schottky detector diodes   advanced:  data sheets contain information regarding a product m/a-com technology solutions  is considering for development. performance is based on target specifications, simulated results,  and/or prototype measurements. commitment to develop is not guaranteed.  preliminary:  data sheets contain information regarding a product m/a-com technology  solutions has under development. performance is based on engineering tests. specifications are  typical. mechanical outline has been fixed. engineering samples and/or test data may be available.  commitment to produce in volume is not guaranteed.  ?   north america   tel: 800.366.2266   ?   europe   tel: +353.21.244.6400  ?   india   tel: +91.80.43537383             ?   china   tel: +86.21.2407.1588      visit www.macomtech.com for addi tional data sheets and product information.     m/a-com technology solutions inc. and its affiliates reserve the right to make  changes to the product(s) or information contained herein without notice.   n type silicon schottky detector diodes  these low barrier packaged detector diodes are  suitable for use in stripline applications.  they fea- ture high sensitivity, and low l/f noise.  these diodes  are listed by increasing  frequency, and grouped by  package style and t ss.   case styles other than those  specified may be available.  for additional informa- tion, contact the factory.  model number  case style  test frequency  (ghz)  minimum 1  tang.   signal sensitivity t ss   (dbm)  video impedance  2  range   min./max.  (k ohms)  ma40261 186  3  -55  1/2  ma40143 213  3  -50  1/2  ma40264 186  10  -55  1/2  ma40147 213  10  -55  1/2  ma40208-276 276  10  -52  1/2  ma40215-276 276  16  -52  1/2  notes:  1.  the video amplifier bandwidth is 1 mhz and the noise figure is  3 db.  the input impedance is  10 k ohms and dc bias is 20 a.   2.  pinc = -30 dbm.  the dc forward bias is +20 a. 

 4  schottky detector diodes    rev. v4  schottky detector diodes   advanced:  data sheets contain information regarding a product m/a-com technology solutions  is considering for development. performance is based on target specifications, simulated results,  and/or prototype measurements. commitment to develop is not guaranteed.  preliminary:  data sheets contain information regarding a product m/a-com technology  solutions has under development. performance is based on engineering tests. specifications are  typical. mechanical outline has been fixed. engineering samples and/or test data may be available.  commitment to produce in volume is not guaranteed.  ?   north america   tel: 800.366.2266   ?   europe   tel: +353.21.244.6400  ?   india   tel: +91.80.43537383             ?   china   tel: +86.21.2407.1588      visit www.macomtech.com for addi tional data sheets and product information.     m/a-com technology solutions inc. and its affiliates reserve the right to make  changes to the product(s) or information contained herein without notice.   typical performance curves  nominal output voltage at x-band (with forward bias)  nominal output voltage at x-band (with zero bias)  nominal tangential signal  sensitivity vs. frequency  nominal tangential signal  sensitivity vs. bias   current at x-band  nominal video impedance vs. bias current 
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