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		  Datasheet File OCR Text:


		  engineered to light up y our design www .vcclite.com 1.800.522.5546 cml and chicago miniature lamp are registered trademarks of visual communications company, llc. CMDA20 series 0603 package size bicolor surface mount led description and features electro-optical characteristics and ratings absolute maximum ratings to = 25  c features ? small 1.6 x 0.8 mm  footprint ? diffused optics ? ideal for use with light  pipes ? compatible with ir solder  profiles ? available in 8 mm tape on  7" diameter reels ? packaged 4,000 pieces  per reel applications ? keypad backlighting ? symbol backlighting ? lcd backlighting ? status indication ? front panel indicator the model numbers listed above are standard off the shelf parts. for the user who may have a requirement calling for  various color/electrical specifications, a part number can be determined by calling the factory. no tes: 1. all  dimensions  are  in  millimeters  (in). 2. 1  micro  second  @  10%  duty  cycle part  output diffusion package t est for ward for ward luminous luminous peak viewing number color color current v oltage v oltage  intensity intensity w aveleng t h angle (ma) t yp.  (v) m ax.   t yp.  (v) min.  (mcd) t yp. ( m cd) (nm) (degrees) CMDA20ayaa7d1s green/amber diffused white 20 2.2/2.2 2.6/2.6 4/2.5 15/8 570/605 120 CMDA20a ycy7d1s green/y ellow diffused white 20 2.2/2.1 2.6/2.6 4/2.5 15/8 570/589 120 CMDA20a ybr7d1s green/he  red diffused white 20 2.2/2.1 2.6/2.6 4/2.5 15/8 570/630 120 part  power operating storage peak  for ward  reverse  v oltage lead  solder  t ime number dissipation t emperature t emperature current  max.  (ir  =  100  ma) at  230c (mw) (c) (c) (see  note  2)  (ma) (v) (seconds) a y aa 52 -30  to  +85 -40  to  +85 100 5 10 a ycy 52 -30  to  +85 -40  to  +85 100 5 10 a ybr 52 -30  to  +85 -40  to  +85 100 5 10
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