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		  Datasheet File OCR Text:


		  led indicators 3mm prominent or recessed page  21/04/08  v1.1 a range of panel mounting led indicators in high quality bright chrome or black chrome plated brass housings. fitted with fixing  nut and washer. bezel = 4 x 7 diameter (prominent), 3 x 7 diameter (recessed). total l behind bezel = 11.5 (prominent) 13.0 (recessed). mounting hole diameter = 6. shorter lead cathode. drawing number - a drawing number - b drawing number - c drawing number - d dimensions : millimetres

 led indicators 3mm prominent or recessed page  21/04/08  v1.1 specifications colour typical lumination intensity (mcd) at i f = 20ma v f (typical) (v) i f (maximum) (ma) refer drawing part number he red 17.5 2.0-2.6 45  a mc19020003 green 27.0 mc19020001 yellow 32.0 mc19020002 he red 15.0 2.0-2.6 45 b mc19030003 green 34.0 MC19030001 yellow 28.0 mc19030002 pure orange 15.0 30 mc19030008 blue 6.0 3.8-4.4 50 mc19030007 he red 17.5 2.0-2.6 45  a mc19021003 green 27.0 mc19021001 yellow 32.0 mc19021002 pure orange 17.5 30 mc19021008 blue 5.0 3.8-4.4 50 mc19021007 he red 15.0 2.0-2.6 45 b mc19031003 green 34.0 mc19031001 yellow 28.0 mc19031002 pure orange 15.0 30 mc19031008 bezel = 5.0 x 9.5 diameter (prominent), 3.0 x 9.5 (recessed). total l behind bezel = 12.0 (prominent), 15.0 (recessed). mounting hole diameter = 8.0, shorter lead cathode.

 led indicators 3mm prominent or recessed page  21/04/08  v1.1 specifications colour typical lumination intensity (mcd) at i f = 20ma v f (typical) (v) i f (maximum) (ma) refer drawing part number he red 20.0 2.0-2.6 45 c mc19040003 green 25.0 mc19040001 yellow mc19040002 pure orange 20.0 30 mc19040008 blue 6.0 3.8-4.4 50 mc19040007 he red 27.0 2.0-2.6 45 d mc19050003 yellow 27.0 mc19050002 pure orange 30 mc19050008 blue 7.0 3.8-4.4 50 mc1905007 he red 20.0 2.0-2.6 45 c mc19041003 green 25.0  mc19041001 yellow mc19041002 blue 6.0 3.8-4.4 50 mc19041007 he red 27.0 2.0-2.6 45 d mc19051003 green 30.0 mc19051001 yellow 27.0 mc19051002 blue 7.0 3.8-4.4 50 mc19051007 operating temperature (t op ) : -55  c to +70  c. storage temperature (t stg ) : -55  c to +100  c. the led indicator is available in bright or black chrome reflector. the 7 th digit has to be coded with 0 or 1. bright chrome = 0 black chrome = 1 example : mc19020001 green with bright chrome. mc19021000 green with black chrome.
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