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		  Datasheet File OCR Text:


		  ? ?? ?? ? ???? ?? 2.0+edr ??  ? ???? ??? ???? ??? ????? ??  ? ??? 4??? ?? ?? ?? ?  basic transmit power : max. +18dbm, edr transmit power : max. +6dbm  ?  receiving sensitivity : -88dbm(0.1%ber)  ?  bluetooth serial port profile ?? ?  uart ????? ?? ?  pda, ??? ?? ?? ?? ??  ? ??? ??? ?? ??? ?????? ????? ??    (paraniupdater)  ?  ?? ??(?? ?? ??) : nom. 100 meters, up to 1000m ? ??? ??? ?? ??? ????? ??  ? ??? ???? ? ?????? ?? ?? www.sena.co.kr oem ????-??? ??, ESD1000 parani-ESD1000 ?  ???  ????  ???  ????  ??  ? ?  ???  ????  class1  type?  ????  ?????.  parani- ESD1000?  ?????  100m?  ??  ?????  ?????.  ??  ? ?? ??? ?? ? ??? ???? ?? 1000??? ????? ? ????. ?? parani-ESD1000? ??? 4??? ?? ??? ??? ??. bluetooth v2.0+edr ??? ????, uart ?????? ?????. parani-ESD1000? ??? ??? windows? ??? ????? ?? ??? ?? at ??? ??? ?? ?????. parani-ESD1000 ???? - rs232 ???? ?? - ?? ?? ??? - ??? ?? ??? - ?? pos ??? - ??? ???? ?? ? ???? - ?? ??? ?? ?? ?? - plc ????? - ?? ??? - ?? ?? ??? 15  28  27  26  25  24  23  22  21  20  19  18  17  16  1  2  3  4  5  6  7  8  9  10  11   12  13  14  n/a   gnd n/a   n/a   bt_mode  fa ct or y  reset   n/a n/a hw_reset   n/a   n/a   vcc n/c  ground  n/a   ground  n/a   n/a   n/a   uar t_r ts  uar t_cts  uar t_txd  uar t_rxd  uar t_dtr  uar t_dsr  uar t_dcd  ground  ground  pin no. 1 2 3 4 5 6 7 8 9 10 1 1 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 pin name gnd n/a n/a n/a bt_mode f act or y  reset n/a n/a hw_reset n/a n/a vcc n/c ground ground ground ua rt _dcd ua rt _dsr ua rt _dtr ua rt _rxd ua rt _txd ua rt _cts ua rt _r ts n/a n/a n/a n/a ground directio n - in in in in - - - out in out in out in out - signal leve l ground ttl ttl ttl power ground ground ground ttl ttl ttl ttl ttl ttl ttl ground                    description ground pairing signal factory reset signal(active ?l ?) hardware reset signal(active ?l ?) power(3.3v ) ground ground ground ua rt  dcd(data carrier detect ) ua rt  dsr(data set ready) ua rt  dtr(data terminal ready) ua rt  rxd(receive data ) ua rt  txd(transmit data) ua rt  cts(clear to send) ua rt  rt s(ready to send) ground

 www.sena.co.kr oem ????-??? ??, ESD1000 ESD1000      parani-ESD1000 ??? class1 ???? ??? ??(?? ??? ??) ESD1000-00 ?? ??      - sat-g01r ??? : 1 dbi stub ???-rp-sma-reverse ????      - dat-g01r ??? : 3 dbi ??? ???-rp-sma-reverse ????      - dat5-g01r ??? : 5 dbi ??? ???-rp-sma-reverse ????       - pat-g01r ??? : 9 dbi ?? ???-rp-sma-reverse ????      - sec-g01r : ?? 15cm? ??? ?? ???-rp-sma-reverse ????      - rfc-g01r : ?? 1??? pat-g01r? ??? ?? ???-rp-sma-reverse ???? ESD1000sk  parani-ESD1000 ??? ?? ?? ??    - parani-ESD1000 ??     - ?? ??    - dc ?? ???     - ??? ??? ???    - quick start guide    - sat-g01r ??? : 1 dbi stub ???- rp-sma-reverse ???? ??? ??? ?? ?????? www.sena.co.kr ?? ?? ?? ?? serial interface - uart - 2mm header 14 x 2 - serial uart speed up to 921.6kbps - cts/rts flow control, dtr/dsr for loop-back & full transfer bluetooth interface - bluetooth v2.0 + edr - class 1 - profiles : spp - ???? (?? ?? ??)        stub1       -    stub1       100 meters       stub1       -    dipole3    150 meters       dipole3    -    dipole3     200 meters       dipole3    -    dipole5     300 meters       dipole3    -    patch9      500 meters       dipole5    -    dipole5     400 meters       dipole5    -    patch9      600 meters       patch9     -    patch9      1,000 meters        [???]       stub1 : +1dbi stub ???       diploe3 : +3dbi dipole ???       dipole5 : +5dbi dipole ???       patch9 : +9dbi patch ???   max. tx power :  +18dbm receive sensitivity :  -88dbm antenna gain - stub : +1dbi, dipole : +3dbi, dipole : +5dbi, patch : +9dbi configuration  - paraniwin, paraniwizard, paraniupdater    - modem at command set diagnostic led  - txd, rxd, rts, cts, dtr, dsr, dcd on jig board power - 3.3vdc - minimum : 10ma, maximum : 60ma environmental - ???? : -30 to 80 - ???? : -40 to 85 - ?? : 90% non-condensing physical properties  - dimension (l x w x h) :   49 x 23 x 11 (mm)    1.93 x 0.9 x 0.43 ( in.) - weight : 6g mtbf :  400.89 years regulatory approvals   - fcc(a), ce, mic, telec, sig, ic warranty   - ??? 1? ?? parani-ESD1000 ??? ?? parani-ESD1000 starter kit ? ???? ??? ???? ?? ??? ???  ?? ??? ???? ??? ?? ???.     - parani-ESD1000 ?????, ??, rs232 ?????, h/w reset, leds led(serial) bt_mode h/w reset rs232 power reserved reserved ESD1000 (interf ace) serial on/off switch power switch led (power) reserved reserved reserved reserved f a ct or y reset (?)??????? ??? ??? ??? 210?? 137-130 ??: 02)573-7772, ??: 02)573-7710 ????: ??:02)529-7024, email: sales@sena.com ????: ??:02)573-5422, email: support.kr@sena.com
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